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Abstract 
Offshore wind farms are a rapidly growing technology used to harvest wind energy on 
the open seas where wind speeds are significantly higher and steadier than onshore. 
Current wind farms located far away from shore (e.g., 50 km or more) require a large 
amount of equipment to be deployed in order to transport generated energy to shore 
most cost-effectively. In these cases, energy is transmitted to shore using High-Voltage 
DC (HVDC) transmission connected to wind turbines with AC voltage output. During 
the past decade, research has studied alternate arrangements to reduce the amount of 
equipment deployed offshore and increase conversion efficiency. The redesign of offshore 
collection systems between wind turbines from AC to DC voltages is seen as a key tool 
to achieve the research objectives.  
The presented research is focused on the design of offshore wind farms with DC 
collection system and series-connected wind turbines based on partial power processing 
converters (PPPCs). This wind farm configuration significantly improves conversion 
efficiency compared to AC wind farms with HVDC link, since PPPCs are only required 
to process output power differences among wind turbines in a wind farm to achieve 
maximum power point (MPP) operation, and other wind farm components are operated 
at variable operating points, improving low-load efficiency. Furthermore, PPPCs can be 
of reduced size to realize MPP operation. To find the best variable operating points, a 
loss minimizing HVDC link current scheduling scheme has been derived and a 
comprehensive sizing framework was developed to inform the best choice of PPPC 
ratings. The presented work addresses major design considerations at wind farm, wind 
turbine, and PPPC levels. An efficiency, size and economic evaluation has been 
conducted for a 450 MW wind farm located 100km from shore, confirming significant 
annual loss reductions and economic advantages compared to a conventional AC wind 
farm with HVDC link, as well as two other series-connected DC wind farm 
configurations. A generic converter sizing framework for single-string series-connected 
DC wind farms has been developed and applied to the 450 MW wind farm. Challenges 
in wind turbine startup with this configuration have been identified and schemes were 
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1.1 Research Motivation 
Over the last decade, electricity obtained from wind power has become one of the most 
affordable and available forms of renewable electricity generation in many countries 
around the world. The power rating of a single wind turbine allows harnessing wind 
power at a wide range of sites. Sites near population centres allow local deployment of 
wind turbines, reducing the need for long-distance transmission of obtained electrical 
energy. However, in many cases the amount of wind power available to potential wind 
project developments is higher on sites that are far away from load centers. Probably, 
one of the most extreme scenarios is the conversion of wind power offshore, with a 
distance to shore of several tens or even hundreds of kilometer from the point of 
connection on land. The advantages of offshore wind energy conversion compared to 
onshore are mainly higher average wind speeds, higher capacity factors, lower intrinsic 
turbulences, and lower wind shear [1]. Despite these advantages, the levelized cost of 
energy (LCOE) still tends to be higher than for onshore projects, due to difficult 
construction and general working conditions, as well as the need for additional, special 
equipment. The potential for offshore wind energy has been found to be significant and 
well distributed around the globe1. In order to transmit generated energy to the onshore 
                                      
1 The installed offshore wind power capacity in European waters has reached 25 GW in 2020 [2]. [3] 
has shown that the offshore wind energy potential is large with the most potential annual energy available 
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electricity grid, transmission systems based on AC or DC voltage are being used. As a 
result, current commercial wind farms rely on up to seven full-scale electric conversion 
stages from wind turbine to onshore grid connection. This can result in a significant 
amount of energy loss and large amounts of equipment deployed in a harsh environment. 
Through better integration of wind farm components, the number of conversion stages 
can be reduced. 
The second motivation for this research originates from recent developments in a class 
of power electronic converters, called “Partial Power Processing Converters” (PPPCs), 
using the concept of “Differential Power Processing” (DPP). The application of such 
converters in each wind turbine of a wind farm promises to further reduce the amount 
of full-scale electric energy conversion equipment required to be deployed, as well as 
reduce energy conversion losses. Unique to other approaches, tighter integration would 
be achieved based on the correlation of instantaneous wind speed differences seen by 
neighbouring wind turbines.  
Such schemes have been examined for applications in Photovoltaic Generators before, 
but not for Wind Power and its own intrinsic properties. Therefore, the objective of this 
work is to contribute to a better understanding of an optimal wind farm system 
configuration based on Partial Power Processing Converters and help to better quantify 
potential benefits compared to other market-ready and research-stage concepts. 
1.2 Literature Survey 
First, this literature review introduces and discusses different wind farm collection and 
transmission system configurations as proposed in literature. Then, comparative studies 
of these different proposed methods are presented. 
1.2.1 Commercial Offshore Wind Farms with HVDC link 
Most commercially-available, large-scale wind turbines for offshore application output 
AC power at 690V or at low medium-voltage level, before a transformer steps up the 
voltage to collection system level [4]. Output power from individual wind turbines is 
then collected locally in a local AC collection system operating at voltage levels of 
typically 33kV to 66kV [5]. For offshore wind farms with a large distance to shore, using 
High-Voltage DC (HVDC) transmission is more economical than using High-Voltage AC 
(HVAC) transmission (see Figure 1.1). This has been discussed extensively and 
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Using such a scheme maintains high levels of compatibility among products of different 
manufacturers, as well as subsystem compatibility among different product portfolios, 
such as onshore, offshore without HVDC link, and offshore with HVDC link. 
Furthermore, due to the lack of tight integration of wind farm and HVDC link it is 
comparably simple to use a single HVDC link for multiple wind farms, and to use a 
Multi-Terminal HVDC link. Some wind farm concepts discussed later do not exhibit this 
degree of flexibility.  
 
Figure 1.1 AC collection system layout with HVDC transmission [6] 
As seen in the system layout in Figure 1.1, the number of electric energy conversion 
stages (including converters and transformers) is very high (up to 7 full-scale stages). 
This results in potentially unnecessary energy conversion losses, and additional weight 
and volume that need to be deployed and supported by offshore structures. Plenty of other 
research has been inspired by this limitation and is discussed next. 
1.2.2 Offshore Wind Farms with parallel DC collection system 
Since energy conversion systems of wind turbines with a full-scale power electronic 
converter configuration all include a rectification of generator voltages and currents, all 
such wind turbines already have a DC bus. Instead of converting this DC power back to 
AC power within the wind turbine, several research projects have focused on 
implementing a DC collection system from the already existing internal DC busses.  
One approach is to connect the DC output of such a wind turbine in parallel with 
those of other wind turbines in a wind farm. Further step-up DC/DC converters have 
to be used at various stages in such a collection system in order to obtain the high 
voltage required for HVDC transmission. Since high step-up gains in a single DC/DC 
converter are difficult and costly to realize in terms of sizing and efficiency, multiple 
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configurations are shown in Figure 1.2 and Figure 1.3. A third configuration is discussed 
in [7] which is identical to that in Figure 1.3, except that only one step-up converter is 
used that can provide the step-up from wind generator rectifier voltage to HVDC voltage 
(also referred to as “cluster step-up”). Note that voltage values in Figure 1.2 and Figure 
1.3 are given for illustration purposes, only, and can vary with different wind farm 
designs. 
 
Figure 1.2 Parallel DC collection system with a DC/DC converter located in each 
wind turbine (“Turbine step-up”) [7] 
 
Figure 1.3 Parallel DC collection system with all DC/DC converters in collection 
system (“Two step-up”) [7] 
In [8] a parallel DC wind farm is described in which each wind turbine uses a three-
level neutral-point clamped inverter for controlled rectification to DC voltage. A common 
DC bus is proposed as collection system. In order to step up the voltage to HVDC level, 
a combination of switch-mode DC/AC conversion, low-frequency step-up transformer 
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full wind farm power rating (300MW). Compared to an AC wind farm with HVDC link, 
the authors claim that the number of DC/AC converters is reduced.  
The authors in [9] examine a parallel DC wind farm. The assumed wind energy 
conversion system (WECS) consists of a 3MW, 4kV direct-drive generator, rectifier, and 
step-up DC/DC converter. Each wind turbine has a nominal DC output voltage of 40kV. 
One central DC/DC converter then provides a voltage step-up to 300kV for the entire 
wind farm. Thus, the proposed work relies on a two-step voltage boost. In particular, 
this work focuses on the integration of a novel resonant DC/DC converter as the first 
DC/DC converter stage using thyristors. This study demonstrates that diode-bridge 
rectifiers used with wind generators are significantly more efficient than voltage-source 
converters (VSC), especially at low-load conditions. The proposed DC/DC converter 
reaches a maximum efficiency of approximately 95% with partial load efficiencies well 
below this level2. The system design evaluates the use of a diode-bridge rectifier compared 
to a VSC demonstrating superior efficiency for a diode rectifier; however, the chosen 
control strategy results in loss of these advantages: variable diode rectifier output voltage 
is compensated for with the local WECS DC/DC converter. Such a variable voltage 
operation of this converter causes additional losses which effectively render any diode 
rectifier efficiency gains void. The main reason for this is a change in system sizing (a 
design for higher maximum step-up gains in the local DC/DC converter are required, 
compared to VSC rectification with constant DC voltage). Finally, the study finds that 
the proposed system has slightly higher losses (6.5% vs. 6% of the total energy 
produced). The main advantage is given as a reduction by a factor of thirteen in weight 
for required inductors and transformers in the wind farm. 
In [10], the use of a parallel DC collection system in “small” (60MW) and “large” 
(160MW) wind farms is analyzed in terms of energy production cost with alternate AC 
and DC configurations for varying distance to shore. The study concludes that series 
DC collection systems are more favourable in terms of expected energy production cost, 
and thus devotes more analysis to series DC wind farms. Parallel DC wind farms are 
found to have a lower energy production cost than AC collection systems starting at 
distances from shore of about 90km. The parallel DC wind farm is constructed from 
                                      
2 For comparison: line-frequency AC step-up transformer efficiencies are assumed to peak at above 
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wind turbines with a nominal output voltage of 5kV. Two step-up DC/DC converters 
are assumed, where a first stage performs the step-up for a subgroup of wind turbines 
(e.g., four) and the final step-up is performed with a single, central DC/DC converter. 
The results of this study are a very useful indication of the economic feasibility of parallel 
DC wind farms. The assumed system sizing using 2MW wind turbines and a generator 
with rated voltage of 5kV ([11]) appears to be less common compared to commercially 
available wind generators at those power levels as indicated by [4].  
The authors of [7] discuss control issues of different parallel DC wind farms. However, 
in order to select a preferred collection system configuration, efficiency modeling is 
performed for a 500MW wind farm employing 5MW wind turbines and three-leg single-
active-bridge (SAB) DC/DC converters. The considered parallel DC configurations are 
“turbine step-up”, “two step-up”, and “cluster-step-up” as outlined in the beginning of 
this section. The authors conclude that a cluster step-up configuration is the most 
preferable in terms of power losses for the chosen configuration. A cluster step-up would 
require a DC/DC converter with a very large voltage transformation ratio (≫ 10). 
According to the study, the next best configuration in terms of losses would be one in 
which each wind turbine comes with one DC/DC converter to step up to an intermediate 
voltage level, such as 30kV. This would help reducing power losses in the distribution 
network.  
In [12] and [13], it is proposed to develop a parallel DC wind farm based on high-
voltage, direct-drive hybrid generators. In this work, a hybrid generator consists of a 
synchronous generator that has both a permanent magnet-based excitation, and a 
wound-rotor-based excitation. This approach seeks to balance the efficiency advantage 
of PMSGs with controllability that a variable electrical excitation of a WRSG can 
provide. In this approach, each wind turbine would consist of a nine-phase hybrid 
synchronous generator without gearbox, and a diode-bridge rectifier. DC-voltage control 
and maximum power point tracking (MPPT) would be provided by the variable 
excitation of the WRSG part. The nominal output voltage of each wind turbine 
generator is assumed to be 38.1kV per phase. To each wind turbine rectifier, a DC/DC 
converter is connected to step up the voltage to 132kV for HVDC transmission. Due to 
the partial rating of the WRSG part, only a certain margin of wind speed differences 
can be tolerated in the wind farm while maintaining MPPT operation. In [13] a partial 
rating of 25% has been suggested based on wind speed measurements in a farm presented 
in [14]. The authors claim a reduction in size, as well as an increase in wind farm 
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(U.K.). However, since a constant HVDC voltage of 132kV is assumed, the DC/DC 
converter has to be able to provide a very large step-up ratio in order to support low-
wind speed scenarios that result from a low rectified generator voltage. Typically, this will 
result in large transformer turns ratios of high-frequency step-up transformers in those 
DC/DC converters. This in turn may result in a lower DC/DC conversion efficiency 
because of large low-voltage side currents in the converter, as well as converter oversizing.  
1.2.3 Offshore Wind Farms with series DC collection system 
Alternatively to parallel DC collection systems, it has been proposed to connect the 
outputs of wind turbines in series (see Figure 1.4). This would allow to obtain an HVDC 
link without the need of high-voltage, high-gain step-up DC/DC converter which could 
have a negative effect on system efficiency, cost, weight, and volume. Common challenges 
that have been stated in the work reviewed here are the requirement to isolate individual 
turbines against HVDC potential, and system protection, since wind turbines are now 
connected in a series string. In section 1.2.4 comparative studies are reviewed. In most 
of these studies a series DC system is seen as advantageous over all other wind farm 
collection system configurations (AC, AC+HVDC, parallel DC) in terms of system 
efficiency and/or energy production cost starting at a fairly close distance from shore 
(e.g., starting at 10km for some farm sizes [10]). 
 
Figure 1.4 Series DC collection system with a single string (example) 
Several of the works presented below also contain analysis and designs of controllers 
for the proposed schemes. Since the scope of this review is primarily focused on the 
design of a series DC collection system and related hardware components, control system 
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The author of [6], [10] describes and analyses a series DC wind farm where each wind 
turbine consists of an induction generator, gearbox, VSC as rectifier, and a full-bridge 
DC/DC converter with medium-frequency isolation transformer. It has been suggested 
to operate the wind farm with a single or with multiple parallel connected strings of 
series connected wind turbines. The onshore inverter station is selected to be a 2-level 
voltage-source converter (VSC). This work also contains a comparison of AC, parallel 
DC, and series DC configurations, as mentioned before. The authors conclude that a 
series DC configuration yields the lowest energy production cost among all configurations 
starting at about 10km distance from shore, depending on wind farm size. However, it 
is also noted that exact cost to realize an appropriate insulation against HVDC potential 
in the DC/DC converters is unknown. This work sets a very useful baseline and provides 
a cost comparison with alternative wind farm configurations.  
The work in [15] discusses the design and optimization of a dual-active bridge and 
series-resonant converter with medium-frequency isolation transformer in detail. This 
can be seen as a potential specification to the system proposal made in [6]. The converter 
is rated at 1MVA, 1.2kV/12kV (input/output voltage level), and a switching frequency 
of 20kHz. While this design does not take into consideration that operation at variable 
output voltages is unavoidable in a series string of wind turbines, each operating at MPP, 
it is shown that peak efficiencies of 98.6% can likely be achieved in a very compact design 
while achieving an insulation level sufficiently high to realize a bipolar HVDC link with 
series DC connected wind turbines (±100kV) involving dual-active bridge converters. 
In the simulation based study of [16], the use of a PMSG with a high gear ratio 
gearbox, insulation transformer, and 2-level VSC as rectifier is studied as WECS in a 
series DC wind farm. The system sizing (1.5MW generator with 1.5kV rated voltage) 
results in relatively low WECS output voltages of 2.8kV. As a result, the authors suggest 
that a series string should only be constructed up to a medium DC voltage, such as 
40kV. Then, a central DC/DC converter is employed to provide the final step up to 
HVDC voltage for all wind turbines together. A wind farm can consist of a single or 
multiple parallel connected strings before the central DC/DC converter. Insulation 
against HVDC potential would be achieved using a low-frequency AC isolation 
transformer between generator and rectifier. The authors point out that due to the 
relatively constant generator voltage to frequency ratio at MPPT operation, transformer 
flux remains fairly constant over the entire operational range. The presented analysis 
does not examine effects of output power differences in a string or between strings and 
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Furthermore, the existence of a central DC/DC converter diminishes the advantages of 
series DC collection systems over other configurations in that no offshore substation is 
required.  
In [17] it is proposed to construct a series DC wind farm out of groups of multiple 
wind turbines connected to the same rectifier. The example given in this paper connects 
four wind turbines based on 2MW, 4kV PMSGs in parallel. A PWM current-source 
converter (CSC) then serves as rectifier for that group of wind turbines. All rectifiers are 
then connected in series to form the series string with a rated voltage of ±60𝑘𝑉  for a 
200MW wind farm. The onshore converter station consists of a single, high-voltage, high-
power PWM CSI converter. The means to provide insulation against HVDC potential 
in wind farms are suggested to be insulated generator windings, insulation of the nacelle, 
or the use of a transformer between generator and rectifier. In order to ensure stability 
within a group of generators, machine damper windings are required.  
Another PWM CSC scheme is proposed in [18] suggesting to install a multi-phase 
PMSG in each wind turbine. For each set of three phases a PWM CSC is used as rectifier. 
All CSCs of a particular wind turbine are then connected in series. The authors claim 
that this allows to employ low voltage switches in the CSCs. Faulty CSCs would be 
bypassed by thyristors connected to the CSCs’ DC sides. Insulation against HVDC 
potential is suggested to be realized using uprated generator winding insulation. The 
HVDC voltage would be set to several tens of kV. A test system is based on 1MW, 690V 
PMSGs.  
A similar proposal has been made in [19]–[22]. There, PWM CSCs would also be used 
as rectifier to a medium-voltage, three-phase PMSG (3kV). Onshore conversion would 
be achieved through a series string of CSCs, as well. The wind turbine generator was 
chosen to have a low pole-pair count (8) thus requiring a gear box with high gear ratio. 
Insulation against HVDC potential would be achieved using a low-frequency transformer 
between generator and rectifier. Several additional aspects, such as DC link current 
control and fault ride-through capabilities have been studied for this configuration. 
In [23], a wind farm configuration was proposed that features diode-bridge rectifiers 
as wind turbine converters, followed by stacked single-active bridge (SAB) converters in 
phase-shift operation. The onshore converter station is proposed to consist of a half-
bridge modular multilevel converter; however, a simulation study is based on a 
conventional VSC. The authors consider a 4kV, 1MW PMSG and five SABs rated at 1 
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through the SAB transformers. In [24], the authors study a similar system in which the 
onshore converter station consists of two CSCs and investigate the control of a bipolar 
HVDC link, taking into account the ground path in such a configuration. The simulated 
system considers a wind farm of two 1 MW wind turbines. In [25], the authors highlight 
the importance of considering appropriate circuit models for transmission lines for series-
connected wind farms with current-controlled HVDC link. It is shown that a simple 
inductive, PI or T representation is insufficient for appropriate filter design, and that a 
distributed transmission cable model featuring multiple RLC cells should be considered. 
The control of a PWM CSC as onshore converter station is investigated in [26]. In 
particular, the authors simulate the PWM CSC controlled by a hierarchical approach 
that is supposed to reduce harmonic contents and offer a fast dynamic response. The 
current setpoint is derived from a non-linear programming model seeking to minimize 
transmission system losses to realize a desired wind farm power and subject to 
operational constraints, such as rated HVDC current. 
Another approach to realize HVDC insulation in a wind turbine is to use a high-
frequency transformer connected to an AC/AC frequency changing converter, followed 
by a rectifier. Such schemes have been proposed and examined in [27]–[30].  
[27] proposes to use a three-phase AC to single-phase AC converter, medium-frequency 
transformer (operating at 10kHz), and AC/DC rectifier. The medium-frequency 
transformer is capable of withstanding HVDC potential to ground. A new switching 
pattern is proposed for the operation of the AC/AC converter. The wind turbine 
generator considered would be a medium-voltage PMSG with a gearbox. 
The authors of [28] have focused on evaluating the appropriateness of matrix 
converters in wind turbine energy conversion systems. The chosen wind turbine topology 
consists of a 2MW or 10MW PMSG, connected to a frequency changing AC/AC 
converter, medium-frequency transformer for isolation operating at 5kHz, and a three-
phase diode bridge rectifier. The AC/AC converter topologies that are compared are 
back-to-back VSC, conventional matrix converter (CMC) and indirect matrix converter 
(IMC). These setups are compared against the traditional parallel AC wind farm case 
for a 300MW, 150𝑘𝑉  (𝑉𝐻𝑉𝐷𝐶) wind farm in terms of efficiency and reliability. The wind 
turbine sizes chosen are 2MW and 10MW, in order to study the state of the industry at 
that time and potential future wind turbines. The work concludes that a series DC wind 
farm using a conventional matrix converter can be operated with up to 6-15% less losses 
than the traditional parallel AC wind farm of equivalent size. It is also pointed out, that 
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the exact loss profile. The system reliability is estimated to be better with the parallel 
AC wind farm concept. Furthermore this paper points out that larger-scale wind turbines 
in a series string contribute to a higher (better) Average System Availability Index 
(ASAI), because the length of required collection system cable is smaller. More detailed 
converter-focused studies have been continued in [29], [30]. A variant based on reduced 
matrix converter, high-frequency isolation transformer and full-bridge diode rectifier has 
been proposed in [31]. Wind turbine converter conversion losses have been estimated to 
range between 4-9% at rated operation with a 10 kHz switching frequency for a 2MW 
wind turbine in [32]. 
The authors of [33]–[35] describe a series DC wind farm based on medium-voltage, 
direct-drive PMSG3, diode bridge rectifier and buck converter. HVDC insulation would 
be achieved using a transformer between generator and diode bridge rectifier, uprated  
generator insulation, or by using an insulated tower element. The onshore converter is 
chosen to be a line-commutated 12-pulse thyristor converter. The authors argue that 
while a diode rectifier has disadvantages in terms of generator current THD and lack of 
reactive power provision, the drawbacks are made up for by better efficiency4, reliability, 
and lower cost. Various system protection cases and measures are discussed in [35]. While 
a buck converter offers a compelling simplicity for the wind farm configuration, the choice 
of a buck converter as DC/DC converter unnecessarily limits freedom in system sizing, 
since the rated generator voltage has to be chosen relatively high only to be stepped down 
afterwards. The authors argue that the diode of a buck converter is the deciding factor 
for choosing this topology, as it can automatically serve as a bypass element, in case of 
faults. However, in [35] further bypass equipment is deemed necessary.  
In [36]–[41] a wind turbine for series DC wind farms is studied, that uses a thyristor 
converter as rectifier after the generator. Such a rectifier necessitates a synchronous 
generator which is chosen as PMSG or self-excited synchronous generator. The onshore 
converter station is also chosen as thyristor converter. A synchronous condenser is 
suggested at the onshore inverter station to compensate for reactive power consumption 
of the inverter station. For the thyristor converters used as wind turbine rectifier, the 
                                      
3 5MW, 145 pole pairs, 2.89kV. This design appears to have been reverse engineered from the Multibrid 
M5000 design; however, it was omitted to incorporate the single-stage gearbox with a gear ratio of 1:10. 
Hence, the high number of generator pole pairs. According to [25] the actual pole-pair count is 14. 
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thyristors’ reactive power draw from the generator and low power quality pose significant 
challenges. 
In [42], a voltage balancing system is proposed to be applied to wind turbine 
converters. This essentially features delta converters that have been discussed for PV 
application previously [43]. It appears that the wind turbine rectifier is based on a two-
level VSC. Simulation studies for a 690V, 200kW generator are based on a fixed wind 
turbine VSC DC voltage of 1000V. To maintain such voltage during unequal wind speeds 
in the series string (with shared HVDC link current), the delta converters are used to 
facilitate such operating points. This configuration realizes an approach of differential 
power processing for series-connected offshore wind farms. Due to the nature of delta 
converters, this concept requires three conductors connnecting each wind turbine, 
instead of one for most other series-connected concepts. 
Other converter topologies that have been studied for application in series-connected 
offshore wind farms as wind turbine converters are modular multilevel converters [44],  
VSC and biode-bridge rectifier-based power factor correction [45], voltage-source 
converter, dual-active bridge converter and storage [46], VSC, tap-changing transformer 
and diode-bridge rectifier [47], VSC and double full-bridge double-tapped inductor 
converter [48], and diode-bridge rectifier with synchronous generator excitation control 
[49]. 
The discussion of sizing of wind turbine converters in series string applications remains 
incomplete. For extreme operating conditions, such as a string with turbines operating 
near cut-in wind speed and near rated wind speed, the output voltages have to be very 
different, since all turbines see the same current in a string. In order to be able to 
withstand those, as well as transient conditions that can depend on interactions between 
local offshore and remote onshore converters, wind turbine converters might require to 
be oversized in their output voltage rating. Work and a further review on related literature 
are provided in Chapter 5. 
1.2.4 Comparative evaluation of Offshore Wind Farm collection 
systems 
The purpose of this section is to provide some background information on how different 
wind farm configurations compare based on published work. Typical criteria for 
comparison would include wind farm efficiency, reliability, energy production cost, 
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comparison of a small and a large wind farm in [10], wind farm parameters, such as total 
power rating, wind turbine power rating, distance from shore, wind farm layout, and 
site-specific wind characteristics can potentially have a significant influence on the 
comparison of different wind farm layouts. 
The work of [6], [10] has already been discussed in previous sections. To summarize 
the results in here regarding the comparison of AC and DC wind farm configurations, 
one should have a look at Fig. 12 in [10]. There, the results of a comparison of energy 
production cost against distance from shore among pure AC, AC with HVDC link, 
parallel DC, and series DC wind farm configurations for a 160MW, 10m/s wind site are 
shown. For small wind farms (60MW), the energy production cost is more sensitive to 
distance from shore than for larger ones. For these small wind farms, a parallel DC 
configuration is found to be less economic than a pure AC configuration up to a 
transmission length of about 90km. For the larger wind farms (160MW), the pure AC 
configuration becomes less economical compared to AC wind farms with HVDC link, 
parallel DC and series DC configurations starting at 130km, 90km and 0km, respectively. 
The large DC series configuration is deemed more economic in all cases, except when 
compared to a small AC wind farm for distance from shore of 0-10km. This study shows 
very clearly the structural differences between different wind farm configurations in terms 
of economic viability for a subset of varied system parameters (distance from shore and 
size of wind farm). However, it has to be noted that this study has been published in 2006 
which was before the large-scale deployment of offshore wind parks in European Seas. It 
is therefore quite possible that some basic assumptions have shifted since then. 
In [50] a comparison of pure AC and AC wind farms with an HVDC link is made. The 
study compares wind farms of sizes 100-500MW in terms of economic assessment 
(investment, O&M, and energy loss costs). Farms with 150kVac, 400kVac, and VSC-
based HVDC (±150𝑘𝑉𝑑𝑐) transmission systems have been studied. Several system 
parameters have been studied for their sensitivities with regard to system efficiency. For 
a 100MW wind farm, it has been found that starting at 90km distance from shore, an 
HVDC link becomes cost-effective for wind farms with AC collection system. The 
methodology presented is very exhaustive and could potentially serve as base for 
comparative studies involving DC collection system configurations which have not been 
covered in this work. 
The authors of [11], [51] compare the efficiency of isolated full-bridge, SAB and series 
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converter step-up configuration. The study compares these converters for a generator 
with 5kV rated output voltage (rectified). The rectifier is either a diode rectifier or a 
VSC. Different DC voltage control strategies (constant or variable with variable 
generator voltage as MPP varies) are studied, as well as losses at different wind speeds. 
The study shows that a SAB converter efficiency suffers significantly when operated 
under variable voltage conditions. It is found that the full-bridge and SPR converters 
handle these situations much better with the SPR having a better efficiency in most 
cases. Furthermore, it is shown, that a control strategy with variable voltage in the wind 
turbines’ DC busses is advantageous in terms of DC/DC converter efficiency, compared 
to constant DC-bus voltage. This is especially interesting for this PhD research, since 
the use of a diode-bridge rectifier as generator rectifier implies such variable voltage 
operation. 
The authors of [52] modeled wind farm losses, equipment cost and reliability for 
different AC and DC topologies. For AC wind farms, the wind turbine generators are 
assumed to be DFIGs which nowadays are becoming less and less interesting for new 
developments [4]. For DC configurations, a full-scale power electronic interface with VSC 
and isolating DC/DC converter has been chosen. The topologies examined are AC wind 
farms without HVDC link in radial and radial with loop collection system configurations, 
as well as parallel DC, series DC, and series DC with multiple strings configurations for 
a wind farm rating of 300MW. The authors conclude, that for the selected wind farm 
configurations and sizing, the series DC configuration is the only configuration with 
better overall efficiency than AC radial configurations. In terms of reliability the authors 
show that AC configurations currently have a higher reliability than DC configurations 
(for AC configurations, the electric energy not served is approximately halved while the 
availability is about 10 per cent points of ASAI). This difference mainly appears to 
originate from the higher failure rates of power electronic equipment compared to any 
other equipment. Furthermore, within the class of DC configurations, reliability is best 
with a multi-string series configuration, and worst for a parallel DC configuration (due 
to long collection system cables). The authors assume no cable redundancy for series 
DC connected wind farms. In terms of equipment cost, the authors conclude that the 
cheapest AC system is one with an AC radial configuration, while other AC 
configurations would be 7% more expensive. A series DC configuration would cost 85% 
of the cost of an AC radial configuration, and a multi-string series DC solution would 
be at 102%. Parallel DC configurations would be 55% more expensive. This study shows 
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components, system configuration, and system analysis might be required to find an 
optimal design. 
In [53], an assessment of different collection systems in terms of losses and equipment 
cost has been performed for a 400MW wind farm. The examined collection system 
configurations are AC system with HVDC link, parallel DC with a turbine output 
voltage of 30kV (each wind turbine uses a PMSG, VSC and isolating DC/DC step-up 
converter) and central 30kV to 300kV step-up converter, and parallel DC with a turbine 
output voltage of 1.2kV (each wind turbine uses a PMSG and a VSC), step-up converters 
(1.2kV to 30kV) for a group of wind turbines and a central 30kV to 300kV step-up 
converter. These configurations were labelled ‘AC’, ‘DC1’, and ‘DC2’, respectively. Each 
wind turbine operates with a 5MW, 690V generator. The DC/DC converters are based 
on the full-bridge DC/DC topology with medium-frequency transformer operating at a 
switching frequency of 1kHz. The assumed wind site is characterized by Weibull 
parameters k=2 and c=9.5. Based on the calculation of yearly yield and energy losses, 
the wind farm efficiencies for ‘AC’, ‘DC1’, and ‘DC2’ are determined as 92.58%, 92.35%, 
and 92.46%, respectively, which are very close to one another. Slightly larger differences 
would be seen when only implementing a 200MW wind farm. Equipment cost of DC 
configurations is found to be larger than those of AC configurations (by 2% and 7%, 
respectively). For smaller wind farms (200MW), these differences remain similar. The 
authors attribute the cost increases of DC systems mainly to high cost of DC/DC 
converters and DC switch gear. Both technologies are still under active research and 
development, so that future progress and economies of scale could potentially help reduce 
these cost components compared to other equipment typically used in (AC) wind farms. 
Lastly, the authors point out, that DC farms might be able to improve their efficiency 
in the future, if generators with larger voltage ratings, or DC/DC converters with higher 
voltage transformation ratios become available on an economically feasible basis. 
1.3 Research Objectives 
The review has shown that wind farms with a series-connected DC collection system 
have potential to improve offshore wind generation. Different approaches have been 
taken with regard to selection of conversion topologies and system sizing. Some works 
have highlighted significant potentials in DC wind farms, but fail to completely take 
advantage of those potentials (such as efficiency gains with variable DC voltage operation 
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interdependencies of wind turbines in a series string reveals that there is a closer 
correlation between wind turbine output voltages and currents with the incoming wind 
conditions, than with conventional AC wind farms. The impact of real world operating 
conditions on wind turbine operating points and resulting converter sizing has not been 
studied extensively.  
The thesis is focused on developing a wind farm configuration that can turn this 
correlation of wind speeds into an additional degree of freedom for system design and 
sizing, and exploit it for improvements in overall conversion efficiency, system 
availability, and amount of required offshore conversion equipment. 
Thus, the objective of the proposed work is to perform an in-depth system study of an 
offshore wind farm with DC collection systems where each individual wind turbine uses 
a diode-bridge rectifier and partial power processing converter in order to take advantage 
of the correlation of wind speeds within a wind farm. By examining real-world, high-
resolution data from offshore wind farms, and modeling expected operating conditions, 
the requirements on series-connected DC wind farms will become better understood. 
The overall goal of this thesis is to develop the fundamental wind turbine design, control 
and operational principles, develop a framework for determining preferable converter 
ratings, and provide a quantification of potential benefits achievable with this new 
configuration, 
By using partial power processing converters with diode-bridge rectifiers, benefits in 
three aspects are realized:  
 Lower generation cost per kWh. Resulting from a reduction in equipment 
and improvement of conversion efficiency, the production cost of electricity from 
offshore wind energy using the proposed wind farm configuration is expected 
to be lower than that using convetional technology (see Chapter 7). 
 Less power electronic equipment deployed. This can lead to a reduction 
in equipment weight and volume in offshore wind turbines, and lower cost. 
 Reduced electric conversion losses. Work presented in Chapters 3-5 and 7 
shows that with a proper system sizing and HVDC link operation strategy, the 
power electronic converter equipment can run at operating points that incur 
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1.4 Thesis Organization 
The main content chapters of this thesis are Chapter 3 to Chapter 7. Necessary 
background for these is provided in Chapter 2. The proposed wind farm configuration is 
introduced in Chapter 3. Chapter 4 is dedicated to developing appropriate control 
algorithms for the wind turbine, wind turbine converters, and HVDC system, including 
for ancillary services. Furthermore, this chapter presents transient simulations of this 
wind farm configuration. Chapter 5 presents a framework for determining converter 
ratings in series-connected DC offshore wind farms. This framework is applied to the 
proposed wind farm configuration, as well as two further series-connected wind farm 
configurations for comparison. Since wind turbine startup is not available using 
conventional methods for the proposed configuration, a novel startup scheme is 
developed in Chapter 6. Finally, Chapter 7 presents a comparative economic assessment 
among  all considered series-connected DC wind farm configurations, as well as a 









2.1 Horizontal-Axis Wind Turbines 
 
Figure 2.1 Basic Wind Turbine Components  
(source: [54], Public Domain) 
Modern large-scale wind turbines for electricity generation are usually classified as 
horizontal axis, upwind wind turbines with three blades, as illustrated in Figure 2.1. The 









where 𝜌 is the air density (1.225 kgm3 at standard conditions), 𝐴 the rotor swept area, 𝑈  
the wind speed, and 𝐶𝑝 the power coefficient. According to the Betz limit, the maximum 
possible power coefficient is 1627 = 0.593. Commercially available wind turbines usually 
operate at a maximum power coefficient of 0.4 − 0.5. The power coefficient varies, as the 
ratio between speed at the tip of a blade and the wind speed (the so-called “Tip Speed 
Ratio”, TSR, 𝜆) varies and is a function of the turbine blade design. The tip speed ratio 





where 𝜔𝑇  is the rotational speed of the turbine, 𝑅 the blade radius, and 𝑈  the wind 
speed. At an optimal tip speed ratio 𝜆𝑜𝑝𝑡, which depends on the turbine blade design, 
the maximum power coefficient can be achieved. While the tip speed ratio is held at its 
optimal value, maximum power extraction can be achieved. The process of maintaining 
operating conditions to extract the maximum amount of power available at a given time 
is called maximum power point tracking (MPPT).  
Ideally, the rotor blades always have to face the wind (rotor plane perpendicular to 
oncoming wind direction). Yaw drives built into the nacelle can turn the nacelle and 
rotors as needed to maintain optimal rotor orientation. Furthermore, most wind turbines 
deployed today convert wind energy based on the principle of lift. In order to maintain 
an optimal angle of attack, or to reduce power conversion (e.g., at wind speeds above 
rated wind speed), a so-called “pitching system” is installed to alter the rotor blade 
angle, and thus the angle of attack which results in a reduction of the power coefficient. 
Variable-speed wind turbines are usually controlled following MPPT from a minimum 
“cut-in” wind speed (wind turbine is off below cut-in wind speed) to rated wind speed 
by maintaining the tip speed ratio at its optimum value. From rated wind speed to a 
maximum “cut-out” wind speed, output power is held at rated value. In this range, the 
pitching system ensures that wind energy conversion does not exceed the rated power of 
the wind turbine. To turn off and halt a wind turbine at wind speeds above cut-out, a 
combination of pitching system, mechanical brake, and electrical brake can be applied. 
Horizontal axis wind turbines (HAWT) have to be mounted high in the air to extract 
large amounts of wind power. Towers to facilitate this are usually tubular steel towers, 
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economically and at ever larger heights is one of the fundamental challenges in wind 
turbine tower construction. 
2.2 Electromechanical energy conversion in wind 
turbines 
The conversion of energy in the wind to electric energy relies on an aerodynamic, a 
mechanical, and an electric system. This section concerns the mechanical, and electric 
system types. Wind turbine generators (WTGs) interface the mechanical wind turbine 
system to the electricity grid by converting kinetic energy transported through the shaft 
into electric energy that is injected into the electricity grid. Five dominant general WTG 
topologies have formed over the past decades [56]. Type 1 (Figure 2.2) and Type 2 
(Figure 2.3) WTG topologies are not of concern for the purpose of this research due to 
the limited ability to perform MPPT. The interested reader is referred to [56] for further 
background.  
When the induction generator excitation of WTG type 1 and 2 is replaced by a power 
electronic back-to-back converter system fed from the grid connection point, the doubly-
fed induction generator (DFIG) is obtained, WTG type 3 (Figure 2.4). The converters 
typically have a power rating of only 10-30% [56], [57] of full rated power. However, this 
arrangement allows the operation at sub- and super-synchronous speeds and fast reactive 
power control is available through the power electronic converter configuration. A 
gearbox is still required. This type is still a common configuration in some existing 
applications, followed by type 4 [58]. For new developments, type 4 is dominating [4]. 
In order to allow a fully variable-speed wind turbine operation that can always operate 
at its aerodynamic optimum, in type 4 WTGs the electrical frequency is fully decoupled 
from the mechanical speed using a power electronic converter system in a back-to-back 
configuration (Figure 2.5). The power electronic converters have to be rated to the full 
power rating of the turbine. This configuration allows fast-responding four-quadrant 
operation; however, active power is unidirectional. If a large reactive power capacity is 
required at high active power output, the converter system has to be oversized 
accordingly. Depending on the individual design, a gearbox might not be necessary, 
improving reliability, and reducing volume and maintenance cost. However, the 
generators have to be purpose-designed for such applications, as these generators tend 
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less concept is referred to as ‘direct-drive (DD) wind turbine’. To improve generator 
efficiency, permanent-magnet excited synchronous generators have become the 
dominating technology in new large-scale wind turbine designs [4]. 
[56] also describes a type 5 WTG topology. Here, a synchronous generator interfaces 
the grid. A variable-speed wind turbine is realized by using a speed/torque converter 
(for example, a continuously variable transmission, CVT) that decouples turbine 
rotational speed from generator rotor speed. Effectively, this system forms an electrical 
interface that is very similar to that of conventional steam power plants. Reactive power 
control is achieved through controllable excitation (automatic voltage regulator, AVR). 
DeWind D8.2 2MW, AMSC-Windtex SuperGear 2MW, and Wikov W2000 2MW wind 
turbines are rare examples of such a configuration deployed commercially [4]. 
This thesis document focuses on wind turbines of type 4 from now on, unless stated 
otherwise. 
 
Figure 2.2 Typical Configuration of a type 1 WTG 
 
Figure 2.3 Typical Configuration of a type 2 WTG 
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Figure 2.5 Typical Configuration of a type 4 WTG 
2.3 Offshore Wind Farms 
Wind farms are constructed by locating a large number of wind turbines in close 
proximity within one project. In particular, wind farms located at sea (offshore) have 
become a common way of implementation. Wind farms can consist of only a few or up 
to hundreds of wind turbines. Large-scale wind farms are attractive at sea due to the 
benefits of economies of scale, higher average wind speeds and capacity factors, lower 
intrinsic turbulences and wind shear, less resulting visual intrusion, the lack of natural 
and human-made obstacles impacting wind flow, and existence of fewer other 
restrictions, such as infrastructure, environmentally sensitive areas, and competing land 
use [1], [59]. One significant issue in wind farms is wakes. The air flow behind a turbine 
becomes turbulent and its speed is reduced temporarily. If another wind turbine is 
located closely behind, its maximum power output will be reduced. Therefore, proper 
wind farm array design needs to take wake effects into account [59]. A collection system 
within the wind farm concentrates the power of all wind turbines at a small number of 
points within the farm (e.g., one, two, or three). At these points, an offshore substation 
is placed to condition the power for transmission to shore [59]. Typical collection system 
voltages are 33kVAC to 66kVAC [60]. 
Depending on the distance to shore, AC or DC transmission systems are being 
implemented. AC transmission systems typically operate in the range of 150kVAC to 
220kVAC and only require line-frequency transformers on both ends [59]. For short 
distances, this scheme is more cost-effective, since the cost of transformers is relatively 
low. However, the line losses are higher than with an equivalent DC transmission system. 
For this reason, DC transmission systems are more cost-effective for wind farms located 
farther away from shore (starting at around 90km distance [50]). DC transmission 
systems use line-frequency step-up transformers and power electronic converters on 
either side to interface AC and DC systems. Typical transmission voltages in DC 
transmission systems for offshore wind farms are in the range of ±150kV to ±320kV [61]. 
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2.4 High-Voltage DC Transmission 
HVDC Transmission can be realized using Line-Commutated Converters (LCCs) 
based on Thyristors, or Voltage-Sourced Converters (VSCs) based on IGBTs [62]. A 
typical LCC-HVDC configuration is shown in Figure 2.6 and a typical VSC-HVDC 
configuration is shown in Figure 2.7. In both figures, a bipolar configuration has been 
depicted. This configuration is the most flexible, but also the most expensive 
configuration. Alternate arrangements are monopolar configurations in which the neutral 
return conductor is omitted or replaced by earth returns. A symmetrical monopolar 
configuration has the positive and negative DC conductor, whereas an unsymmetrical 
monopolar configuration only consists of one conductor and earth return. A high-level 
comparison between LCC-HVDC and VSC-HVDC transmission systems is provided in 
Table 3.2. 
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Figure 2.7 Bipolar VSC-HVDC transmission system [64], [65]. 
 
Table 2.1 Comparison of HVDC technologies [61], [64], [65] 
LCC-HVDC TRANSMISSION  VSC-HVDC TRANSMISSION 
Mature Rapid growth 
Most cost-effective solution for long-distance bulk 
power transmission 
 
Usually requires strong AC system Can support weak AC systems, can form 
islands or realize black starts 
Lower losses Higher losses 
DC current can be controlled, down to zero DC current cannot be controlled directly 
DC voltage flexible (positive, zero and negative) DC voltage mostly fixed, always positive 
Needs reactive power (compensation). Capacitor-
commutated conversion eliminates this requirement.
Independent active and reactive power 
control 
Multi-terminal operation challenging Multi-terminal operation possible 
Large harmonic filters required Lower harmonic filter requirements 
Higher reliability and DC fault tolerance DC line faults difficult to handle 
Large footprint of converter stations Smaller footprint of converter stations 
Large installations: Itaipu1&Itaipu2, Brazil, 
3150MW, ±600kVdc, 796km  
Large installations: SylWin1, Germany, 
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2.5 Partial and Differential Power Processing 
Partial and differential power processing converters are classes of converter 
configurations in which only a fraction of the total power flow is processed by a power 
electronic converter whereas the remaining power flow bypasses most of the converter 
components. Their rating can be at a fraction of total power capacity [66], [67]. When 
input and output voltages are in close proximity, reductions in conversion losses, weight, 
and volume can be achieved [66]. Based on the style of connection of the converter and 
the bypass path, common PPPC connections are referred to as input-series, output-
parallel (ISOP), and input-parallel, output-series (IPOS), as shown in Figure 2.8. 
According to [66], positive power flow in the converter will result in an output voltage 
boost for an IPOS configuration and a buck operation for ISOP configuration. If the 
direction of converter power flow is reversed, the output voltage mode (buck or boost) 
is also reversed while maintaining overall positive power flow. PPPCs have been 
evaluated for use in low-voltage power supplies [66], [68], cell balancing [69], electric 
vehicle DC/DC conversion [70], and photovoltaic systems for the mitigation of partial 
shading losses [43], [67]. 
 
Figure 2.8 Partial power processing converter connections. 
(a) Input-parallel, output-series (IPOS); (b) Input-series, output-parallel (ISOP) 
When applying the PPPC concept to a series string of converters at their outputs, 
differential power processing (DPP) can be obtained [43], [67]. In DPP, individual 
converters only process the difference of power flow between a natural power flow 
imposed by the string current and converter input voltage, and the amount of actually 
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2.6 Thesis Scope and Assumptions 
In this thesis, a series-connected DC wind farm is constructed from individual strings, 
only. While DC wind farms with parallel connections of series strings (“series-parallel”) 
have been studied in literature, the commonly found challenges around string protection 
and the lack of an economic case have lead to the work in this thesis to focus on single-
string, series-connected wind farms.  
Simulations in this thesis have been performed in ways that are designed to capture 
the dynamics of interest while reducing the computational complexity. Due to the large 
size of offshore wind farms (80-90 wind turbines), full dynamic simulations of the entire 
wind farm and its HVDC system are computationally infeasible with modern computers. 
For this reason, full-order dynamic simulations have been performed for 5 wind turbine 
models and upscaled to represent a string of 30 series-connected wind turbines. 
Simulations capturing long term operation have been performed for the entire wind farm 
with longer durations using steady-state models for electrical systems and dynamic 
models for the aero-mechanic systems. This approach is appropriate since electrical time 
constants can be assumed to be much shorter than those of the aerodynamic and 
mechanical systems that are of interest, and under regular operation electrical systems 
can be assumed to function with stable and normal operation. 
Lastly, this thesis focuses on using a dedicated HVDC system per wind farm. It does 
not consider the use of HVDC systems shared between multiple wind farms, as it can 
be implemented in large clusters of offshore wind farms. This assumption is a result from 
the variable HVDC voltage and current that the proposed wind farm operates with. 
Using one HVDC system for multiple wind farms could be considered an interesting 
potential future research direction. 
2.7 Summary 
This chapter reviewed basic components of offshore wind farms. The most commonly 
applied wind turbine concept is the horizontal-axis, three-blade upwind wind turbine 
that usually operates with a maximum power coefficient of about 0.4 to 0.5. At sea, 
wind turbines can be deployed in large quantities, forming offshore wind farms. When 
the distance to shore is large, it may be more economical to use HVDC transmission to 
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converter topology at the shore connection is a thyristor-based line-commutated 
converter, whereas competing concepts are the voltage-source and modular multi-level 
converter-based stations. Series-connected DC wind farms are a research-stage concept 
to deliver tighter integration of offshore wind turbines and onshore converter stations to 
derive benefits in terms of converter equipment needed, conversion efficiency, and 
generation cost. Differential power processing can be leveraged to reduce converter 
capacity in systems with many individual conversion stages that operate at similar 
operating points, such that only differences in operating points require processing by a 
power electronic converter. One approach to implement such concept is through the use 
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An Offshore Wind Farm Featuring 
Differential Power Processing 
3.1 Output Power Differences in Offshore Wind 
Farms 
Offshore wind farms are known to be exposed to steadier and higher winds, leading to 
higher capacity factors [55]. Winds can move fairly evenly across the open sea and are 
not as obstructed as on land in the presence of hills, valleys, forests, cities and other 
surface features. As a result, output power differences witin an offshore wind farm may 
well be dominated by wake effects [55]. To investigate the magnitude of output power 
differences within a typical offshore wind farm, operational data was retrieved from the 
Danish Wind Farm ‘Horns Rev 1’. 
The Horns Rev 1 wind farm is located 14km from the west coast of Denmark as shown 
in Figure 3.2. It consists of 80 Vestas V80 2MW wind turbines arranged in an array of 
8 by 10 turbines [71]. 1 Hz output power measurement data from each turbine has been 
obtained for the period of February 16th, 2005 to December 21st, 2005. After removing 
data rows with invalid or missing data points, non-operational wind turbines, as well as 
wind turbine start-up/shutdown transitions, 109 days, 1 hour, and 22 minutes of data 
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turbine output power in the farm for each second. As it can be seen in Figure 3.2, there 
is a very significant likelihood for all wind turbines to operate at a similar output power. 
The likelihood of wind turbines’ output powers to deviate by more than 30% of rated 
power from the farm average is less than 1.3%. Similarly, in 90% of the cases, wind 
turbines’ output powers deviate less than 17.5% of rated power from the average output 
power. The particularly high likelihood of zero output power deviations in the farm 
 
Figure 3.2 Location of Horns Rev 1 offshore wind farm in Denmark (red circle).  
© 2021 OpenStreetMap, www.openstreetmap.org  
 
Figure 3.1 Histogram of wind turbine output power differences from average wind 
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mainly stems from long periods at which incoming wind speed is high enough to operate 
all wind turbines at rated power. 
Differential power processing is based on the principle to only use converters to process 
power deviations from a common ‘average’ level of power flow. Past PMSG-based wind 
farm designs rely on full-scale, full power processing converters for all wind turbine 
converter stages. While wind farms with a series-connected DC collection system exhibit 
sensitivities to local output power differences in all wind turbine converters of a series 
string [72], none of them exploit the opportunity of differential power processing in the 
wind turbine converter stage becomes apparent in this data analysis of the Horns Rev 1 
wind farm data.  
To explore this opportunity, a DC wind farm design featuring partial power processing 
converters is presented in this chapter. 
3.2 Proposed Wind Farm Overview 
The proposed wind farm configuration is shown in Figure 3.3. Each wind turbine 
consists of a medium-voltage PMSG, a three-phase diode-bridge rectifier, and an IPOS-
connected, bidirectional PPPC that ensures MPP operation. The PPPC can be realized 
using one or multiple isolated DC/DC converters. The PPPC design is discussed further 
in section 3.5.  
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All wind turbines are connected in a single series string in order to obtain an HVDC 
link without the need for a dedicated offshore HVDC converter station. This HVDC link 
is realized in a bipolar configuration in order to keep the required insulation levels low. 
The on-shore inverter station converts HVDC power to AC power to be absorbed by the 
grid. Its converter topology is of current-sourced type, such that the HVDC-link current 
𝐼𝐻𝑉𝐷𝐶  can be controlled by the on-shore converter station. For such station the twelve-
pulse thyristor converter, as shown in Figure 3.4, is a mature technological option [64]. 
However, other converter topologies with the ability to control the DC-side current can 
also be compatible.  
A highly reliable communication link enables a system controller to determine the 
optimum HVDC current to be scheduled depending on the state of all wind turbines. To 
address potential short-term interruptions in the communication link, a fallback HVDC-
link current scheduling law is presented in chapter 4.5 that only relies on local 
measurements at the onshore converter station. Communication delays do not affect the 
HVDC-link current control due to a very low bandwidth of current reference calculation 
of the chosen onshore converter, and the fact that the communication channel is not 
part of a feedback control loop. Instead, it is merely used in the process of deriving a 
reference value for local feedback control of the HVDC-link current 𝐼𝐻𝑉𝐷𝐶 . 
 
Figure 3.4 Basic schematic of an onshore thyristor-based inverter station 
3.3 Steady-State Model 
The basic operating principle of the proposed wind farm configuration is outlined in 
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3.3.1 System operation below rated wind speed 
As outlined in section 2.1, the maximum mechanical power 𝑃𝑚𝑒𝑐ℎ captured by a wind 





where 𝜌 is the air density, A the area swept by the wind turbine blades, 𝑐𝑝 the power 
coefficient as a function of tip speed ratio 𝜆 and pitch angle 𝛽, and 𝑈𝑤 the wind speed. 
While wind speed is between cut-in and rated values, a conventional speed controller 
to maintain near-optimal tip speed ratio is used. The objective of this control loop is to 
operate the turbine at or near the maximum power coefficient 𝑐𝑝,𝑚𝑎𝑥 by regulating the 
rotor speed 𝜔𝑟. A simplified illustration of this controller is shown in Figure 3.5. This 
controller generates a power reference 𝑃𝑑𝑐∗  for the control loops of the electrical system. 
Below rated power, 𝑃𝑑𝑐∗  is obtained by deriving the set of values for 𝜔𝑟 and 𝑃𝑑𝑐 for which 
𝑐𝑝,𝑚𝑎𝑥 is obtained by maintaining optimal tip speed ratio. 𝑃𝑑𝑐∗  is limited to the rated 
wind turbine power.  
Deriving the relationship between DC-side voltage (𝑉𝐺𝑑𝑐) and current (𝐼𝐺𝑑𝑐) of a 
three-phase diode-bridge rectifier connected to the PMSG with DC-side capacitor, and 
including the generator inductance, following analytical procedures, is complicated as 
reported in [73]. Therefore, for the purpose of steady-state analysis, an empirical, rather 
than analytical approach using steady-state simulations in MATLAB/Simulink can be 
followed to describe the relationship between 𝑉𝐺𝑑𝑐 = 𝑓(𝑃𝑚𝑒𝑐ℎ) and 𝐼𝐺𝑑𝑐 = 𝑔(𝑃𝑚𝑒𝑐ℎ). 
Figure 3.6 shows 𝑉𝐺𝑑𝑐 and 𝐼𝐺𝑑𝑐 for the entire MPP operating range using system 
parameters provided in section 3.6 (on page 41). 
 




  33   
Without a PPPC, the HVDC link would absorb a fixed amount of power determined 
by 𝑉𝐺𝑑𝑐 and 𝐼𝐻𝑉𝐷𝐶 and MPP operation could not be guaranteed. In order to be able to 
set 𝐼𝐺𝑑𝑐 different from 𝐼𝐻𝑉𝐷𝐶 for the purpose of MPP operation, the PPPC can 
draw/return additional power from/to the diode-bridge rectifier by adding/subtracting 
current to/from the bypass current 𝐼𝐵𝑃 . 𝐼𝐵𝑃  is equal to 𝐼𝐻𝑉𝐷𝐶  due to the series 
connection of the PPPC output stage. As a result, the PPPC input current can be 
expressed as a function of rectifier DC current 𝐼𝐺𝑑𝑐 and HVDC-link current 𝐼𝐻𝑉𝐷𝐶 : 
 𝐼𝑃𝑃𝑃𝐶𝑖𝑛 = 𝐼𝐺𝑑𝑐 − 𝐼𝐵𝑃 = 𝐼𝐺𝑑𝑐 − 𝐼𝐻𝑉𝐷𝐶 (3.2)
Assuming lossless operation, the amount of power processed by the PPPC and its 
output voltage in order to achieve MPP operation (𝑃𝑃𝑃𝑃𝐶 &𝑉𝑜𝑃𝑃𝑃𝐶) are given as: 







The wind turbine output voltage, 𝑉𝑡𝑢𝑟𝑏𝑖𝑛𝑒, can be written as: 





Figure 3.6 Voltages and currents on DC-side of rectifier for entire operation range at 
MPP (simulation and curve fitting of simulation results). (a) 𝑉𝐺𝑑𝑐 versus 𝑃𝑚𝑒𝑐ℎ 
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While 𝐼𝐺𝑑𝑐 is equal to 𝐼𝐻𝑉𝐷𝐶  for a given wind turbine, all switching operation of the 
PPPC converter can be deactivated, so that no switching, primary-side switch 
conduction, and medium-frequency transformer losses are incurred. Then, the converter 
output stage incurs conduction losses, only. 












where the suffix 𝑛 denotes a quantity relating to the 𝑛th turbine in a series string of 𝑁  
wind turbines. 
3.3.2 System operation between rated and cut-out wind speed 
While wind speed is between the rated and the cut-out wind speed, it is being assumed 
that the wind turbine’s pitch angle is adjusted by a pitch controller and rated output 
power and rotor speed are maintained. As a result, electrical system modeling for rated 
wind speed applies in this operating range. The turbine is deactivated for wind speeds 
below cut-in or above cut-out values. A control scheme to start up and shut down wind 
turbines is presented in Chapter 6 on page 117. 
3.4 Considerations on Wind Farm Components 
The proposed wind farm configuration differs from established norms and conventions 
in multiple aspects. This section outlines some of these deviations and discusses their 
rationale, importance and impacts. 
3.4.1 PPPCs and HVDC-link operation 
A proper HVDC current scheduling scheme has a significant influence on the total 
amount of power processed by all PPPCs. The amounts of power processed by the 
PPPCs are not entirely tied to the absolute level of power generation or average wind 
speed in a wind farm, as PPPCs only need to process a power deviation from a common 
level of power absorption set by the HVDC-link current-scheduling scheme (see eq. 
(3.4)). This highlights that even partially-sized PPPCs will not by themselves result in 
a limitation of variable-speed operation. Instead, the PPPCs are used to only process 
the power differences between power reference 𝑃𝑑𝑐∗  and the power draw that would occur 
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current and voltage are variable quantities, unlike with the conventional parallel AC 
wind farms with a fixed-voltage HVDC link. 
3.4.2 Generator voltage level 
The use of medium-voltage generators reduces resistive losses compared to low-voltage 
generators (e.g., 690V), and renders use of boost converters with large voltage gains 
unnecessary. Commercially deployed medium-voltage wind turbine generators operate 
at voltages as high as 3300 to 4000V [9]; further related designs have been reported in 
[33] and [74]. Due to the elimination of a boost converter and controlled rectifier in the 
proposed scheme, the choice of generator voltage directly influences the rated output 
voltage of a wind turbine, and thus affects the minimum number of wind turbines 
required in a series string to obtain a sufficiently high HVDC-link voltage. 
3.4.3 Diode-Bridge Rectifiers 
The choice of a diode-bridge rectifier over a VSC results in lower cost, lower losses, 
control equipment elimination, and higher robustness. However, it introduces two 
drawbacks, namely an increased level of generator current harmonics, and the inability 
to provide compensation for reactive power consumed by the generator inductance [73]. 
These can lead to increased losses in the generator, increased excitation requirements 
and the need to design a more robust drivetrain [75]. Possible measures to dampen the 
negative impacts can be introduction of small parallel-connected capacitors between 
generator and rectifier to provide reactive power support [76] or potential use of an 
elastic coupling between wind turbine rotor and generator. For the sake of simplicity, 
these measures have not been adopted in this work. 
3.4.4 Offshore HVDC converter station and system operation 
Compared to conventional AC wind farms with HVDC link, the proposed scheme can 
offer lower mass and volume of offshore-deployed electric conversion equipment; 
especially as power electronic converters in wind turbines would be smaller in deployed 
capacity, and a central offshore HVDC converter station would no longer be required. 
Conversion efficiency increases can be achieved through reduction of number of 
conversion stages involved, the replacement of full-scale power processing with partial 
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3.4.5 HVDC insulation 
The challenge of insulation against HVDC potential is common to all concepts based 
on series-connected wind turbines, and has been discussed in this context, for example 
in [17], [19], and [33]. Among the most commonly chosen solutions is the use of low-
frequency AC transformers with increased insulation level to ground between generator 
and rectifier. This solution has been adopted for the proposed wind farm configuration, 
as shown in Figure 3.3. In the interest of limiting transformer weight and size, a 
Multibrid wind turbine concept [77] could be adopted to maintain a higher level of 
electrical generator frequency, compared to direct-drive PMSGs. However, particularly 
with the increasing diameter of direct-drive PMSGs for increasingly large wind turbines, 
a direct-drive generator may also be feasible. Due to the existing uncertainties in 
maximum economically feasible insulation level, this study assumes a maximum HVDC 
voltage-to-ground potential of ±100𝑘𝑉  for the proposed scheme as it closely relates to 
the peak voltage value of 66kV AC transformers used in collection systems of 
conventional AC wind farms. 
3.5 Partial Power Processing Converter Design 
The selection of a suitable PPPC is dominated by two main aspects: (i) proper PPPC 
connection (IPOS or ISOP connection) and (ii) a suitable converter topology and 
modulation scheme. 
3.5.1 PPPC connection 
The choice of partial power processing converter connection affects its sizing and the 
losses incurred in a wind farm. The work in [66] points out that in order to achieve a 
particular voltage boost, IPOS connections require less converter capacity than ISOP 
connections operated with reversed PPPC power flow. In particular, for the IPOS 
connection, the required PPPC capacity is always smaller than that of an equivalent 
full-scale converter. For that reason, an IPOS connection was found to be more 
appropriate for the proposed wind farm configuration. 
3.5.2 PPPC topology 
The choice of converter topology and unidirectional or bidirectional PPPC power flow 
capability have significant consequences on the HVDC link operation strategy, PPPC 
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capability results in 𝐼𝑃𝑃𝑃𝐶𝑖𝑛 being zero or positive at any time. A bidirectional PPPC 
can produce negative, zero or positive 𝐼𝑃𝑃𝑃𝐶𝑖𝑛 . This means that the point of lowest 
losses (𝑃𝑃𝑃𝑃𝐶 = 0) is in the center of its operational range for a bidirectional PPPC, 
whereas it is at the lower operational range limit for a unidirectional PPPC. For a 
bidirectional PPPC, control action can be taken in both directions around the point of 
lowest power processed with respect to changing 𝐼𝑃𝑃𝑃𝐶𝑖𝑛 . This makes a reduction in 
PPPC size and losses more likely, as unidirectional PPPCs would have the point of 
lowest power processed at a limit for 𝐼𝑃𝑃𝑃𝐶𝑖𝑛 , resulting in the need for addition of a 
control margin. For this reason, a PPPC topology with bidirectional power flow 
capability is considered in this study.  
Based on the design of high-efficiency dual-active bridge (DAB) converters for wind 
turbine application in [15], a DAB converter, shown in Figure 3.7,  is considered. For 
the sake of simplicity, a single phase-shift (SPS) modulation has been adopted as 
discussed in [78]. However, more sophisticated modulation schemes could potentially be 
used to decrease current flow in the DAB medium-frequency transformer and increase 
zero-voltage switching ranges under a wide range of operating points. For the chosen 
modulation scheme, the power output for the dual-active bridge converter is a function 




𝜙 (1 − |𝜙|
𝜋
) (3.7)
where 𝑁𝑝𝑠 and 𝐿𝑡 are the transformer turns ratio and leakage inductance (see Figure 
3.7), 𝑓𝑠 is the converter switching frequency, and 𝜙 the phase shift of the DAB-SPS 
modulation. 
 
Figure 3.7 Dual-active bridge converter with unfolder circuit. 
The PPPC can be realized in a multi-converter configuration, which is further 
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the unfolder output voltage 𝑉𝑜𝑀𝐶 and current 𝐼𝑜𝑀𝐶 can be regarded as the PPPC output 
voltage 𝑉𝑜𝑃𝑃𝑃𝐶 and current 𝐼𝐻𝑉𝐷𝐶 , as denoted in Figure 3.3 on page 30. Furthermore, 
the DAB output power 𝑃𝐷𝐴𝐵 is equal to the PPPC output power 𝑃𝑃𝑃𝑃𝐶 . 
The insulation of the DAB’s medium-frequency transformer is only required to 
withstand the maximum wind turbine output voltage to avoid internal short circuits due 
to the IPOS connection [66], not the full HVDC potential to ground. This results from 
the connection of the bypass path within the PPPC converter. Insulation against full 
HVDC potential to ground is provided by the low-frequency transformer and has been 
discussed in section 3.4.5. 
In order to enable bidirectional power flow with an IPOS-connected PPPC, an unfolder 
circuit has to be added to the output stage of the DAB [80], as shown in Figure 3.7. 
Positive PPPC power flow implies positive output voltage 𝑉𝑜𝑀𝐶 and output current 
𝐼𝑜𝑀𝐶 . In this case, only switches S1u and S4u are on, denominated as unfolder polarity 
𝑈𝐹 = 1. For reverse power flow operation of the PPPC (resulting in negative 𝑉𝑜𝑀𝐶 and 
𝑈𝐹 = −1), the DAB converter is operated in reverse power flow mode and the unfolder 
circuit only operates with switches S2u and S3u activated. As a result, the unfolder 
terminal characteristics can be described as: 
 𝑉𝑜𝑀𝐶 = 𝑈𝐹 × 𝑉𝑜𝐷𝐴𝐵 ; 𝑉𝑜𝐷𝐴𝐵 ≥ 0 (3.8)
  𝐼𝑜𝐷𝐴𝐵 = 𝑈𝐹 × 𝐼𝐻𝑉𝐷𝐶 ; 𝐼𝐻𝑉𝐷𝐶 ≥ 0 (3.9)
where 𝑉𝑜𝐷𝐴𝐵 and 𝐼𝑜𝐷𝐴𝐵 are the DAB output voltage and current before unfolder circuit, 
as shown in Figure 3.7. Since the PPPC output is connected in series, 𝐼𝑜𝑀𝐶 is equal to 
𝐼𝐻𝑉𝐷𝐶 , thus 𝐼𝐻𝑉𝐷𝐶  is used in equation (3.9) in place of 𝐼𝑜𝑀𝐶 . 
The capacitor disconnect switch 𝑆𝑐 is normally on and only required to be operated 
during wind turbine start ups (as discussed further in Chapter 6 on page 119). 
3.5.3 Unfolder circuit operation 
To reduce conduction losses and cost, and increase robustness, it is meaningful to 
realize the unfolder switches S1u-S4u using contactors. This is possible, as S1u-S4u 
assume static positions, do not participate in converter modulation, and are never 
required to break load current without an alternate low-impedance path available. To 
ensure a successful transition between positive and negative PPPC power flow, unfolder 
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the transition, the DAB control loop must be halted, switches S1-S8 deactivated and the 
DAB phase-shift 𝜙 held at zero. 
 
Figure 3.8 Unfolder switch states during 𝑃𝐷𝐴𝐵 power polarity transitions. 
3.5.4 Unfolder circuit control 
The unfolder circuit switch states decide over the polarity of DAB power and voltage. 
As a polarity change in the output voltage reference 𝑉𝑜𝑀𝐶∗  (derived from a control loop) 
is detected, the unfolder switch states need to be changed eventually to allow 𝑉𝑜𝑀𝐶 to 
be set to a value with that new polarity. In order to avoid surge currents from the DAB 
output capacitor 𝐶𝑜, such transitions should only be initiated, once 𝑉𝑜𝑀𝐶 has reached a 
sufficiently small absolute voltage threshold 𝑉𝑜𝑀𝐶𝑇ℎ𝑟𝑒𝑠. The resulting unfolder control 
logic is described in Figure 3.9. Here, 𝑈𝐹𝑑𝑒𝑠𝑖𝑟𝑒𝑑 refers to the desired polarity based on 
the polarity of 𝑉𝑜𝑀𝐶∗ . 
 
Figure 3.9 Unfolder control logic. 𝑉𝐷𝑐𝐵𝑎𝑠𝑒 is the DC voltage per unit base. 
3.5.5 Multi-converter configuration 
Differential power processing is based on the notion that individual converters only 
process a power differential from a common ‘average’ power draw. In this wind farm 
configuration, PPPCs the common power draw is equal to 𝑉𝐺𝑑𝑐𝐼𝐻𝑉𝐷𝐶 . The difference 
between that common power draw and the power reference 𝑃𝑑𝑐∗  is processed by the PPPC 
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current 𝐼𝑃𝑃𝑃𝐶𝑖𝑛 is a function of differences between common power draw (𝑉𝐺𝑑𝑐𝐼𝐻𝑉𝐷𝐶) 
and power reference 𝑃𝑑𝑐∗ . In times when the differences are low, only small values for 
𝑃𝑃𝑃𝑃𝐶 , 𝐼𝑃𝑃𝑃𝐶𝑖𝑛 and 𝑉𝑜𝑃𝑃𝑃𝐶 are needed. 
Secondly, it is known that DAB converters’ zero voltage switching (ZVS) regions are 
maximized when the DAB operates near or at unity voltage gain 𝑚 [79]: 
 𝑚 𝑁 𝑉 /𝑉  (3.10)
When implementing a multi-converter configuration as shown in Figure 3.10, it 
becomes possible to reduce conversion losses during operation with low differential power 
processing requirements, and increase converter redundancy. 
 
Figure 3.10 PPPC multi-converter configuration (4 IPOS-connected DABs, 𝐾 = 4). 
In this scheme, one large DAB is replaced by 𝐾 smaller DABs. The sum of terminal 
ratings of the smaller DABs is equal to those of the large DAB assumed previously. With 
this configuration, it becomes possible to deactivate some DABs when the required total 
PPPC output power is low, reducing conduction and switching losses. Additionally, the 
assignment of DAB voltage references can be altered in such a way to maximize the 
likelihood of ZVS operation in as many DABs as possible. Related control algorithms 
are discussed in Chapter 4. Additionally, wind turbine availability can possibly be 
increased during the outage of a single DAB, since other DABs may still be available to 
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With a multi-converter PPPC configuration, the terminal quantities between overall 
PPPC and individual DABs are related as follows. The primary bridges of all DABs in 






where the index 𝑘 denotes the 𝑘’th DAB of 𝐾 DABs in a PPPC. Similarly, the PPPC 
output voltage and power is the sum of individual DAB output voltages and powers 












For all inactive DABs, 𝐼𝐷𝐴𝐵𝑖𝑛,𝑘, 𝑉𝑜𝑀𝐶,𝑘 and 𝑃𝐷𝐴𝐵,𝑘 are equal to zero. 
3.5.6 Inactive wind turbines 
During planned outages, very low or very high wind speed conditions, and some faults 
within the PPPC or generator, the wind farm must be operated with some wind turbines 
deactivated. A deactivated wind turbine can be bypassed by opening the breaker between 
generator and diode-bridge rectifier (see Figure 3.3), the DC-bus capacitor switch 𝑆𝐶𝑑𝑐, 
and activating all four unfolder switches. In the event of a fault in the collection or 
transmission system, the fault must be isolated by disconnecting all AC systems: each 
wind turbine breaker and the AC breakers of the onshore station must open.  
3.6 A 450MW Reference Wind Farm Design 
To support numerical analyses, and component or subsystem design considerations on 
the proposed as well as other wind farm configurations, a reference wind farm design is 
presented in this section. This reference wind farm is derived from multiple reference 
designs in literature and close to some commercial designs, where data was available. In 
particular, the wind turbine structures, aerodynamics and drivetrain are adopted from 
the NREL 5MW reference wind turbine design [81]. Since the NREL 5MW design lacks 
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design that is close to that of the Areva M5000-135 5MW wind turbine model which 
features a so-called Multibrid drivetrain concept [77][35]. This drivetrain features a 
single-stage gearbox (instead of conventional two to three-stage gearboxes), and a 
medium-speed, medium-voltage generator. For wind turbines of higher power ratings, 
the use of medium-voltage, direct-drive generators is a popular option, as well [82][83]. 
A 5MW design has been adopted in this thesis, due to the richness of available 
component data in literature, as well as computational models leveraging these designs, 
such as SimWindFarm [84]. 
The reference wind farm is assumed to be located at the site of the FINO3 
meteorological mast in the European North Sea, approximately 80km off the German 
island Sylt, as shown in Figure 3.11. 
 
Figure 3.11 Location of FINO3 meteorological mast  
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Figure 3.12 Reference wind farm layout and cabling for 90 wind. 
 
The wind farm layout is adapted from the rectangular 800MW reference wind farm 
design derived for the same location and discussed in [85]. In contrast, this reference 
wind farm design assumes the use of 90 5MW wind turbines to come to a 450MW wind 
farm, instead of 80 10MW wind turbines. This is to better accommodate unique 
properties of series-connected wind farm designs, where groups of wind turbines are 
assigned to three subfarms. The wind farm layout and cabling for this reference wind 
farm is shown in Figure 3.12. Wind turbines are arranged in 5 rows of 18 wind turbines. 
The spacing between rows was set to 8 rotor diameters, while wind turbines within a 
row are set 6.7 rotor diameters apart. The wind farm is split into three subfarms that 
are interconnected at the onshore inverter station’s AC terminals. In this thesis, 
assignment of wind turbines to subfarms was chosen to be sequential without further 
optimization. 
In the following, parameters for the wind turbines’ aerodynamics, drivetrain, 
generators and electrical systems are defined. The definition of some parameters may be 
given in later chapters when parameters are employed in models and analyses. 
Table 3.1 defines per unit base values and fundamental quantities for each wind 
turbine. Fundamental aerodynamic characteristics are given in Table 3.2. These values 
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turbine design has been adapted in a few ways to accommodate a Multibrid single-stage 
gearbox design and medium-voltage generator, following designs discussed in [35] and 
[77]. Drivetrain and generator parameters are given in Table 3.3 and Table 3.4 which are 
adopted from [84]. The wind turbine generator design follows that of [35] with the 
exception of incorporating a single-stage gearbox. This is consistent the Areva M5000-
135 wind turbine drivetrain and generator design. The gear ratio has been adjusted 
slightly to mate NREL 5MW blade designs with the drivetrain and generator 
specifications of the Areva M5000-135 wind turbine. Wind turbine control parameters 
are taken from [84] and listed in Table 3.5. This does not include PPPC control, which 
is discussed in Chapter 4. Table 3.6 lists baseline electrical parameters for the proposed 
wind farm configuration. The resulting wind turbine power curve is shown in Figure 
3.13. Finally, Table 3.7 shows key parameters for the HVDC system and onshore inverter 
station. This design largely follows the CIGRE HVDC benchmark system as adapted in 
[35] for the use in single-string, series-connected DC wind farms. 





Rated Wind Speed 𝑈𝑤,𝑟𝑎𝑡𝑒𝑑 11.25m/s [81] 1 
Cut-in Wind Speed 𝑈𝑤,𝑐𝑢𝑡−𝑖𝑛 3.5m/s  [81] 1 
Cut-out Wind Speed 𝑈𝑤,𝑐𝑢𝑡−𝑜𝑢𝑡 25m/s [81] 
Rated Rotor Speed 𝜔𝑟𝑜𝑡,𝑟𝑎𝑡𝑒𝑑 12.96RPM [81] 1 
Rated Generator Speed 𝜔𝑔𝑒𝑛,𝑟𝑎𝑡𝑒𝑑 148.5RPM [35] 1 
Rated Electric Output Power 𝑃𝐵𝑎𝑠𝑒 5.0MW [81] 
Rated Rotor Power 𝑃𝑟𝑜𝑡,𝑟𝑎𝑡𝑒𝑑 5.282MW - 
DC Voltage Base 𝑉𝑑𝑐𝐵𝑎𝑠𝑒 5,800V - 
DC Current Base 𝐼𝑑𝑐𝐵𝑎𝑠𝑒 862A - 
1With adaptations. 





Rotor diameter 𝑑𝑟𝑜𝑡 126m [81] 
Swept area 𝐴𝑟𝑜𝑡 12,469m2 [81] 
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Optimal Tip Speed Ratio 𝜆𝑜𝑝𝑡 7.6 [81][84] 
Rotor Power and Thrust coefficients according to rotor design of [81][84] 
Power Coefficient at 𝜆𝑜𝑝𝑡 and zero pitching angle 𝐶𝑝,𝑚𝑎𝑥 0.4865 [81][84] 
Hub Height 90m [81] 
Pitch Actuator Delay Time 50ms [84] 
Pitch Actuator Hydraulic Time Constant 50ms [84] 
 
Table 3.3 Wind Turbine Drivetrain Parameters 
PARAMETER SYMBOL DEFAULT VALUE SOURCE 
Rotor Moment of Inertia 𝐽𝑟𝑜𝑡 35,444,067kg/m2 [84] 
Main Shaft Spring Constant 867,637,000Nm/rad [84] 
Main Shaft Viscous Friction 6,215,000Nms/rad [84] 
Gearbox Gear Ratio 𝑛𝐺𝐵 11.4585 - 
Braking Torque (High-Speed Shaft)  23,801Nm [81] 1 
Nacelle Mass 350t [84] 
Tower Eigenfrequency 0.321Hz [84] 
Tower Damping Coefficient 0.08 [84] 
1With adaptations. 





Rated Generator power 𝑃𝑔𝑒𝑛,𝑟𝑎𝑡𝑒𝑑 5.176MW - 
Rated Generator Voltage 𝑉𝐺𝑒𝑛,𝑟𝑎𝑡𝑒𝑑 5,000V [35] 
Generator Pole Pair Count 𝑛𝑃𝑃 14 [35]1 
Generator Moment of Inertia 𝐽𝑟𝑜𝑡 3,828kg/m2 [84] 
Generator D & Q Inductances 𝐿𝑆 0.1885pu - 
Rated Voltage Line-to-Line 𝑉𝐺𝑒𝑛,𝑟𝑎𝑡𝑒𝑑 5,000V [35] 
1With adaptations. 
Table 3.5 Wind Turbine Control Parameters 
PARAMETER DEFAULT VALUE SOURCE 
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Pitch Control Integral Gain 105.46°/rad [84] 
Pitch Control Rate Limit 8°/s [84] 
Pitch Actuator Control Gain 10°/s2 [84] 
Power Controller Torque Ramp Limit 15,000Nm/s [84] 
 
Table 3.6 Wind Turbine Electrical Parameters 
PARAMETER SYMBOL DEFAULT 
VALUE
Diode-Bridge Rectifier Diodes Infineon D2601NH,  
9000V, 2810A 
Main DC Bus Capacitance 𝐶𝑑𝑐 4.5mF
Number of Multi Converters 𝑁𝑀𝐶 4 
DAB Primary Bridge IGBTs Hitachi MBN500H65E2, 
6.5kV, 500A 
DAB Secondary Bridge IGBTs Hitachi MBN500H65E2, 
1.7kV, 3600A 
DAB output capacitor 𝐶𝑜 2.2mF
DAB switching frequency 𝑓𝑠 7.5kHz
DAB transformer turns ratio 𝑁𝑝𝑠 8
DAB transformer leackage inductance (referred to primary side)2 𝐿𝑡 185μH
DAB transformer ESR 𝑅𝐿𝑡 45.5mΩ
2 This value changes for evaluations done in Chapter 7. 
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Table 3.7 HVDC System Electrical Parameters 
PARAMETER DEFAULT VALUE SOURCE 
Collection/Transmission System Cable Nexans 800 mm2, 187kV, 898A,  
22.1mΩ/km, 197nF/km,  
401μH/km 
Thyristor Converter Rated Power 3 × 150MW - 
Maximum DC voltage 2 × 113kV 
Maximum DC current 1200A [35] 
Thyristor devices Mitsubishi FT1500AU-240 
12kV, 1500A Thyristors 
Onshore DC filter inductance 𝐿𝑑𝑐 500mH 
Offshore DC filter inductance 𝐿𝑜𝑓𝑠 50mH 
Transformer Grid-side Rated Voltage 230kV 
Transformer Thyristor-side Rated Voltage 103kV 
Transformer Leackage Inductance 19.3mH [35] 
3.7 Discussions 
The presented wind farm configuration is designed to provide a range of benefits by 
exploiting system-level optimization opportunities: 
 Removal of a costly and bulky offshore HVDC converter station, 
 Reduction of conversion stages needed to transmit power to shore through series 
connection of DC output wind turbines, and 
 Improvements of electric operating points in wind turbine and HVDC system 
to reduce wind turbine converter loading, ratings, and losses through HVDC 
system operation strategies and differential power processing.  
The resulting variable-voltage and variable-current HVDC link suggests that the 
proposed wind farm configuration may be particularly well suited for wind farms that 
are directly connected to shore without a dedicated offshore HVDC backbone network. 
However, during the development of multiple neighbouring wind farms, transmission 
cables could be laid at once for all wind farms to reduce cost overhead due to an offshore 
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could focus on the interconnection of the proposed wind farm to fixed-voltage or limited 
variable-voltage HVDC links using high-power DC/DC converters. 
Furthermore, the implementation of wind farms with multiple strings of wind turbines 
(“series-parallel DC wind farms”) are expected to result in more challenges relating to 
extreme operating points, wind turbine startup, and system protection. Future research 
should explore this configuration, as it promises a potential reduction of transmission 
cables and consolidation of onshore converter stations.  
Lastly, the choice of thyristor converters for the onshore inverter station is merely 
based on their technical maturity. However, there are significant limitations to this 
technology when used in this context: (1) inferior harmonic performance and need for 
bulky harmonic filters, (2) need for reactive power compensation and limited reactive 
power control, (3) black start capabilities are challenging, and (4) operation with weak 
grids is limited. An emerging alternative technology are modular multilevel converter 
(MMC) based HVDC inverter stations. In particular, full-bridge MMCs might be capable 
of providing the necessary DC current control, as explored in [86]. This would overcome 
most limitations of the thyristor technology.   
3.8 Summary 
In this chapter, a novel wind farm configuration was introduced that leverages 
differential power processing to improve overall system efficiency, amount and ratings of 
offshore-deployed equipment, and support energy production cost reductions. Firstly, a 
data analysis from the Horns Rev 1 wind farm has shown that there is a significant 
likelihood for wind turbines in a wind farm to be operating at or near the same output 
powers most of the time. Based on this observation, a wind farm configuration was 
proposed that uses highly-efficient and robust diode-bridge rectifiers in each wind turbine 
for bulk power rectification, combined with partial-scale, partial power processing 
converters to facilitate differential power processing and enable maximum power point 
tracking. This wind farm is based on a series-connected DC collection system to remove 
the need for a bulky and costly offshore HVDC converter station, as well as wind turbine 
inverters and step-up transformers. The resulting transmission system is operated with 
variable currents and voltages to closely align with natural operating points of the wind 
turbines and their rectifiers. It will be shown in Chapter 7, that this supports a 
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as closely at the wind turbines’ natural operating points (e.g. [35]). Differential power 
processing is implemented using PPPCs that are realized with multiple dual-active 
bridge converters per wind turbine. Such configuration allows to optimize zero-voltage 
switching in dual-active bridge converters, and potentially increase wind turbine 
availability during some PPPC outages. Lastly, a 450MW reference wind farm design 
has been presented that is used throughout this thesis for transient simulations, and 
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Wind Farm Control 
This chapter discusses the control of individual wind turbines, as well as the wind 
farm overall. This entails wind turbine controls to facilitate maximum power point 
tracking and operation at rated power, control of wind turbine PPPCs and the operation 
of the HVDC link. Various additional operational modes are treated, including operation 
without communication link, low-voltage ride-through (LVRT), power curtailment, and 
inertial response. Finally, time-transient simulations for a 150MW wind farm 
demonstrate each of the features discussed in this chapter. 
4.1 Wind Turbine Speed and Pitch Control 
Wind turbine conventional variable speed and pitch control is adopted in the proposed 
wind farm configuration to: (1) operate the wind turbine at optimal tip speed ratio 
below rated wind speed, (2) operate the wind turbine at rated speed and output power 
between rated and cut-out wind speed, and (3) facilitate wind turbine startup and 
shutdown. In particular, the controls implemented in [84] are used as foundation and 
altered slightly. The general control diagram is shown in Figure 4.1. In this control 
scheme, the low pass-filtered generator rotational speed 𝜔𝑔𝑒𝑛 is used to derive an electric 
power reference 𝑃𝑟𝑒𝑓 , as well as a reference pitching angle 𝛽𝑟𝑒𝑓 . A tracking curve between 
generator reference torque and rotational speed is used for speed control. Below cut-in 
wind speed, the reference generator torque 𝜏𝑔𝑒𝑛,𝑟𝑒𝑓  is set to zero. Between generator 
speeds corresponding to cut-in and rated wind speeds, the reference generator torque is 
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For generator speeds at or above rated value, 𝜏𝑔𝑒𝑛,𝑟𝑒𝑓  is held at its torque value for 
rated power operation. The rated generator torque value is then used to compute the 
electric power reference 𝑃𝑟𝑒𝑓  through multiplication with the filtered generator speed 
𝜔𝑔𝑒𝑛,𝑓 . 
 
Figure 4.1 Wind turbine speed and pitch control scheme for the proposed wind farm 
configuration 
Pitch control is implemented as in [84], where a PI controller is employed to use blade 
pitch to prevent generator speeds above its rated value 𝜔𝑔𝑒𝑛,𝑟𝑎𝑡𝑒𝑑. While generator speed 
is below its rated value, the control pitching angle 𝛽𝑐𝑡𝑟𝑙 is held at zero and wind-up of 
the PI controller is suppressed. [84] employs gain scheduling for the PI controller gains 
for improved controller performance, which has also been adopted for this wind farm 
configuration. To enable additional operational modes, such as those during wind turbine 
startup and shutdown, an additional pitching reference override signal 𝛽𝑜𝑣𝑟 has been 
added. The final pitching angle reference signal 𝛽𝑟𝑒𝑓  then becomes the maximum value 
of 𝛽𝑐𝑡𝑟𝑙 and 𝛽𝑜𝑣𝑟. To implement power curtailment capabilities, a maximum power 
demand signal 𝑃𝑑𝑒𝑚 is included. Finally, the reference power 𝑃𝑑𝑐∗  can be biased using 
the signal 𝑃𝑖𝑛𝑡𝑒𝑟𝑡𝑖𝑎 to provide the ability to implement farm-wide inertial response. These 
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4.2 Operational Limits with Dual-Active Bridge 
Converters as PPPCs 
The presented wind farm configuration employs PPPCs to realize differential power 
processing. As a result, the operating points of PPPCs are related to the output power 
differences within a wind farm. Each DAB within the PPPC is realized with finite 
component ratings. To ensure that DABs are operated within their ratings, wind turbine 
converter control presented in section 4.3 includes a model predictive component to limit 
controller reference and output variables. Furthermore, the determination of DAB 
component ratings itself is discussed in Chapter 5. For both control and determination 
of converter ratings, relations are needed to predict at which operating points given DAB 
converter ratings are violated. This section discusses the basic relations. Further 
derivations are presented in later chapters for the purpose of converter sizing and wind 
turbine startup considerations. 
For a IPOS-connected DAB in this wind farm configuration, there are a number of 
parameters which are affected by the differential power processing operation. Some other 
parameters are solely influenced by the absolute output power of each wind turbine. 
Most notably, the following ratings are dominantly related to the absolute wind turbine 
output power: 
 DAB primary bridge IGBT voltage rating (determined from 𝑉𝐺𝑑𝑐 at rated 
output power) 
 DAB secondary bridge IGBT current rating (determined from DAB operation 
at 90° phase shift, rated wind turbine power, zero DAB output voltage, and 
rated HVDC-link current) 
However, other parameters are determined based on the differential power processing 
nature of operation, such as: 
 DAB transformer turns ratio 𝑁𝑝𝑠 and leackage inductance 𝐿𝑡, as it relates to: 
o Maximum DAB power 
o DAB primary bridge IGBT current rating 




  53   
4.2.1 DAB power limit 
In the following, relations relating to the latter set of parameters will be derived. As 




𝜙 (1 − |𝜙|
𝜋
) (4.1)
Maximum power values are obtained for a phase shift 𝜙 at ± 𝜋2 [79]. Hence, 𝜙 must be 
constrained to the interval [− 𝜋2 ;
𝜋
2].  
4.2.2 DAB current limit 
The peak transformer current on its primary side 𝐼𝐿,𝑝𝑘 can be calculated for SPS 
modulation as [79]: 




where 𝑖𝐿0 and 𝑖𝐿1 mark characteristic saddle or extremum points of the transformer 
current waveform, as defined in Figure 4.2. 
 
Figure 4.2 Definition of DAB transformer current points 𝑖𝐿0 and 𝑖𝐿1 
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In (4.3)-(4.6), 𝑚 is the DAB converter gain and 𝜙 is the phase shift in radians of the 
SPS modulation. 𝑚 is given as: 
 𝑚 = 𝑁𝑝𝑠𝑉𝑜𝑀𝐶/𝑉𝐺𝑑𝑐 (4.7)
To predict the violation of DAB switch current ratings, 𝑖𝐿,𝑝𝑘 can be calculated and 
compared to component current ratings on the DAB’s primary side. To examine 
component current ratings on the secondary side, 𝑖𝐿,𝑝𝑘 is multiplied by 𝑁𝑝𝑠 prior to 
evaluation of component ratings. 
Conversely, in order to limit 𝜙 to values such that a particular transformer peak 
current is not exceeded during control loop execution, equations (4.3) and (4.4) can be 





2𝑖𝐿0 − (1 − 𝑚)𝜋
2𝑚
, 2𝑖𝐿0 > (1 − 𝑚)𝜋


























where 𝜙𝐿0 and 𝜙𝐿1 represent the phase angles that correspond to a particular 𝑖𝐿0 and 
𝑖𝐿1 current, respectively. In this reformulation, the conditions on 𝜙 from (4.3) and (4.4) 
have been rewritten in terms of 𝑖𝐿0 and 𝑖𝐿1. In order to estimate the maximum and 
minimum allowable phase angles, 𝜙𝑚𝑎𝑥 and 𝜙𝑚𝑖𝑛, to not exceed a maximum peak current 
rating 𝑖𝐿,𝑝𝑘, variables 𝑖𝐿0 and 𝑖𝐿1 can be substituted by 𝑖𝐿,𝑝𝑘. It is important to note, 
that 𝑖𝐿,𝑝𝑘 is normed to 
𝑉𝐺𝑑𝑐
2𝜋𝑓𝑠𝐿𝑡
 just as 𝑖𝐿0 and 𝑖𝐿1 are in (4.2). While a current rating 
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certain operating conditions. Therefore, it is important to consider ±𝑖𝐿,𝑝𝑘 such that 
conditions in (4.3) and (4.4) are fulfilled in the equations derived from it. In the 
following, ±𝑖𝐿,𝑝𝑘 are considered for each line in (4.8) and (4.9) individually, such that 
the sign of ±𝑖𝐿,𝑝𝑘 matches the signs of 𝑖𝐿0 and 𝑖𝐿1, respectively.  
Regarding the first line in (4.5): 
 𝑖𝐿0,0 = 𝑚𝜙𝐿0,0 +
1 − 𝑚
2
𝜋, 𝜙𝐿0,0 > 0 ∧ 𝑚 > 0  (4.10)
In this equation, the postfix ‘,0’ refers to the first line in the equation for 𝑖𝐿0. 𝜙𝐿0 denotes 
the phase angle 𝜙 corresponding to 𝑖𝐿0. In the following, the same principle will be 
applied to all lines in (4.5) and (4.6). 
In (4.10):  








It should be noted, that 𝑚 > 0 and 𝜙𝐿0,0 > 0 in this case. Therefore, substituting 






























In (4.13), it should be noted that the conditions are self referencing in terms of 𝜙𝐿0,0. 
For the purpose of implementation, all possible solutions for 𝜙𝐿0,0 should be computed 
and those not fulfilling the stated conditions should be discarded. As (4.8) and (4.9) 
represent a set of linear functions, only one line in (4.13) will be valid at a time. This is 
also indicated in Figure 4.3. For any discarded values, 𝜙𝐿0,0 is assigned the value 𝜋2 which, 
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Figure 4.3 Relationship between 𝑖𝐿0,0 and 𝜙, and polarity of 𝑖𝐿,𝑝𝑘 
Regarding the second line in (4.5): 
 𝑖𝐿0,1 = −𝑚𝜙𝐿0,1 +
1 − 𝑚
2
𝜋, 𝜙𝐿0,1 < 0 ∧ 0 < 𝑚 < 1 (4.14)
In this equation, the postfix ‘,1’ refers to the second line in the equation for 𝑖𝐿0. 𝜙𝐿0 
denotes the phase angle 𝜙 corresponding to 𝑖𝐿0. In the following, the same principle will 
be applied to all lines in (4.5) and (4.6). 
In (4.14):  








It should be noted, that 0 ≤ 𝑚 < 1 and 𝜙𝐿0,1 < 0 in this case. As a result, the term 
1−𝑚
2𝑚 𝜋 is always non-negative, resulting in 𝑖𝐿0,1 to always be non-negative according to 
the conditions in (4.15) and (4.16). Therefore, substituting −𝑖𝐿,𝑝𝑘 for 𝑖𝐿0 in the second 















For the purpose of implementation, solutions for 𝜙𝐿0,1 not fulfilling the stated conditions 
should be discarded. Equation (4.17) is also illustrated in Figure 4.4. For any discarded 
values, 𝜙𝐿0,1 is assigned the value − 𝜋2 which, in practical application, is equivalent to 
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Figure 4.4 Relationship between 𝑖𝐿0,1 and 𝜙, and polarity of 𝑖𝐿,𝑝𝑘 
Regarding the first line in (4.6): 
 𝑖𝐿1,0 = 𝑚𝜙𝐿1,0 −
1 − 𝑚
2
𝜋, 𝜙𝐿1,0 > 0 ∧ 𝑚 > 0  (4.18)
In (4.18):  








It should be noted, that 𝑚 > 0 and 𝜙𝐿1,0 > 0 in this case. Therefore, substituting 






























In (4.21) it should be noted that the conditions are self referencing in terms of 𝜙𝐿1,0. 
For the purpose of implementation, all possible solutions for 𝜙𝐿1,0 should be computed 
and those not fulfilling the stated conditions should be discarded. As (4.8) and (4.9) 
represent a set of linear functions, only one line in (4.21) will be valid at a time. This is 
also indicated in Figure 4.5. For any discarded values, 𝜙𝐿1,0 is assigned the value 𝜋2 which, 
in practical application, is equivalent to discarding its value. 
𝜙 < 0 ∧ 0 ≤ 𝑚 < 1
𝜙 
𝑖𝐿0,1  
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Figure 4.5 Relationship between 𝑖𝐿1,0 and 𝜙, and polarity of 𝑖𝐿,𝑝𝑘 
Regarding the second line in (4.6): 
 𝑖𝐿1,1 = 𝜙𝐿1,1 −
𝑚 − 1
2
𝜋, 𝜙𝐿1,1 < 0 ∧ 𝑚 > 1 (4.22)
In (4.22):  








It should be noted, that 𝑚 > 1 and 𝜙1,1 < 0 in this case. As a result, the term 𝑚−12 𝜋 
is always non-negative, resulting in 𝑖𝐿1,1 to always be negative according to the 
conditions in (4.23) and (4.24). Therefore, substituting −𝑖𝐿,𝑝𝑘 for 𝑖𝐿1 in the second line 















For the purpose of implementation, solutions for 𝜙𝐿1,1 not fulfilling the stated conditions 
should be discarded. Equation (4.25) is also illustrated in Figure 4.6. For any discarded 
values, 𝜙𝐿1,1 is assigned the value − 𝜋2 which, in practical application, is equivalent to 
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Figure 4.6 Relationship between 𝑖𝐿1,1 and 𝜙, and polarity of 𝑖𝐿,𝑝𝑘 
As a result, the maximum and minimum allowable phase angles 𝜙𝑚𝑎𝑥(𝑚) and 𝜙𝑚𝑖𝑛(𝑚) 
to prevent primary current rating 𝑖𝐿,𝑝𝑘 violations are derived as the maximum of 
𝜙𝐿0,0,𝑚𝑎𝑥(𝑚), and 𝜙𝐿1,0,𝑚𝑎𝑥(𝑚) and minimum of 𝜙𝐿0,1,𝑚𝑖𝑛(𝑚) and 𝜙𝐿1,1,𝑚𝑖𝑛(𝑚): 
𝜙𝑚𝑎𝑥(𝑚) = min{𝜙𝐿0,0,𝑚𝑎𝑥(𝑚), 𝜙𝐿1,0,𝑚𝑎𝑥(𝑚)}
𝜙𝑚𝑖𝑛(𝑚) = max{𝜙𝐿0,1,𝑚𝑖𝑛(𝑚), 𝜙𝐿1,1,𝑚𝑖𝑛(𝑚)} 
(4.26)
(4.27)
As mentioned before, conditions (4.26) and (4.27) were derived for the primary side 
DAB transformer current. In order to consider secondary side peak transformer currents, 
the peak current limit 𝑖𝐿,𝑝𝑘 for the secondary side needs to be referred to the primary 
side by dividing the secondary-side rating by the transformer turns ratio 𝑁𝑝𝑠. 
4.2.3 DAB output voltage limit 
The maximum and minimum values of output voltage of the PPPC are determined by 
the voltage ratings of switches S5-S8 and S1u-S4u. From (3.4) the HVDC-link current 





As a result, to not violate the maximum and minimum PPPC output voltage limits 




















Assuming all DABs of a PPPC being designed with the same output voltage limits 
𝑉𝑜𝑀𝐶 and 𝑉𝑜𝑀𝐶 , 𝑉𝑜𝑃𝑃𝑃𝐶 and 𝑉𝑜𝑃𝑃𝑃𝐶 are equal to the number of multi converters times 
their respective DAB limits. 
To limit the DAB output voltage to its rated value during execution, respective 
reference values in the DAB control loops for 𝑉𝑜𝑀𝐶 and/or 𝑉𝑜𝑃𝑃𝑃𝐶 can be limited to 
rated values. Assuming a stable control loop with negligible overshoot, this will result in 
an effective output voltage limitation during regular operation. 
4.3 Wind Turbine Converter Control 
Each wind turbine contains a control system to control the operation of its PPPC. 
The primary objective of the PPPC is to realize the electric power reference 𝑃𝑑𝑐∗  that 
was obtained from the wind turbine speed control loops discussed in section 4.1. 
The control objective is achieved by actively regulating the PPPC output voltage in 
such a way, that the wind turbine reference power is delivered to the HVDC system. A 
feedback control loop for the PPPC output voltage was chosen to support stable HVDC 
link operation, as the onshore station is operating with a feedback control loop for the 
HVDC link current. 
The PPPC control system shown in Figure 4.7 is implemented in three subsystems. 
In a first subsystem (shown at the top in Figure 4.7), the wind turbine power reference 





Since these relations are derived as DC average values, it is meaningful to low pass-
filter the 𝐼𝐻𝑉𝐷𝐶  measurement to prevent harmonics in 𝐼𝐻𝑉𝐷𝐶  from being passed on into 
the PPPC voltage reference calculation. Using the PPPC output voltage reference, an 
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The PPPC voltage gain reference is used for the determination of number of active 
DABs within a PPPC and allocation of PPPC output voltage reference to individual 
DABs. 
 
Figure 4.7 Control diagram for PPPCs and each of its DABs 
The second subsystem (shown in the center block of Figure 4.7) is used to derive 
output voltage references 𝑉𝑜𝑀𝐶∗  for each DAB/multi converter from the PPPC output 
voltage reference 𝑉𝑜𝑃𝑃𝑃𝐶∗ . This allocation algorithm is based on two considerations: 
1. Maximize number of DABs operating at unity voltage gain 
2. Deactivate DABs that are not needed 
It is known that for a conventional DAB with SPS modulation, the ZVS operating 
region is largest at or near a unity voltage gain 𝑚 [79]. Consequently, it is expected that 
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individual DABs operating at high conversion efficiency. Similarly, when the PPPC 
output voltage is low, only using a fraction of all available DABs may be sufficient with 
respect to the component ratings of those DABs. This allows to deactivate switching of 
some DABs and reduces conversion losses further. As a result, the algorithm to allocate 
the PPPC output voltage reference 𝑉𝑜𝑃𝑃𝑃𝐶∗  to its DABs as 𝑉𝑜𝑀𝐶,𝑚∗  is implemented as 
follows: 
 If the PPPC voltage gain 𝑀𝑃𝑃𝑃𝐶∗  is less or equal than the total number of 
DABs available, operate 𝑐𝑒𝑖𝑙(𝑀𝑃𝑃𝑃𝐶∗ ) DABs at unity gain and allocate the 
remaining output voltage reference to one other DAB. All other DABs are to 
be deactivated. 
 If the PPPC voltage gain 𝑀𝑃𝑃𝑃𝐶∗  is larger than the total number of DABs 
available, the PPPC output voltage reference 𝑉𝑜𝑃𝑃𝑃𝐶∗  is allocated proportionally 
to all DABs available 
 If the PPPC voltage gain 𝑀𝑃𝑃𝑃𝐶∗  is zero, all DABs are deactivated. 
The third and last subsystem is implemented for each DAB in a PPPC. In this 
subsystem, the DAB output voltage is regulated to its reference value 𝑉𝑜𝑀𝐶,𝑚∗  using a 
closed-loop feedback control loop. In addition, the control loop features measures to 
ensure that converter component ratings are not exceeded during operation, and that 
excessive unfolder operations due to undesired harmonics in the voltage reference are 
avoided. In particular, the converter output voltage rating is enforced by limiting the 
reference 𝑉𝑜𝑀𝐶∗  to rated values 𝑉𝑜𝑀𝐶 and 𝑉𝑜𝑀𝐶 . Excessive unfolder operations due to 
noise in the reference value that originates from harmonics in 𝐼𝐻𝑉𝐷𝐶  are limited by the 
dead zone that is implemented unfolder polarity-dependent as shown in Figure 4.7. The 
PPPC output power limitation and current ratings are respected through saturating the 
PI controller output phase shift at 𝜙𝑚𝑎𝑥(𝑚) and 𝜙𝑚𝑖𝑛(𝑚) as computed in equations 
(4.26) and (4.27). In addition to those equations, 𝜙𝑚𝑎𝑥(𝑚) and 𝜙𝑚𝑖𝑛(𝑚) are computed 
to respect secondary side current ratings, as well. This has been outlined in section 4.2.2. 
4.4 HVDC-Link Current Scheduling with Converter 
Limits 
As outlined in Chapter 3, the scheduling of the HVDC current sets the baseline for 
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PPPCs. In conjunction with variable wind farm output voltage, an HVDC onshore 
converter topology is required that can handle wider variations of HVDC-link voltage 
and HVDC-link current without significantly oversizing the converter, and that can 
actively control the link current. Due to these requirements, a voltage-source converter 
topology is deemed inappropriate and a current-source converter topology is selected, 
instead. For the purpose of this study, a twelve-pulse thyristor converter-based onshore 
station has been chosen.  
4.4.1 Derivation of an HVDC-link current scheduling scheme for 
PPPC power minimization 
In this section, a scheduling strategy for a bidirectional IPOS-connected PPPC is 
derived. The primary objective of the HVDC-link operation strategy has been chosen to 
minimize the total amount of power processed by all PPPCs in the wind farm. The 
expectation is that this is likely to improve conversion efficiency, as the amount of DABs 
incurring switch-mode conversion power losses will be low. The index “𝑛” denominates 
the 𝑛-th out of a total of 𝑁  operating wind turbines in a series string. Non-operational 
wind turbines in the series string are simply bypassed as outlined in Chapter 3 and 
disregarded for this analysis. For all calculations, the assumption of lossless wind turbine 
operation has been made. 
When using a bidirectional PPPC, 𝑃𝑃𝑃𝑃𝐶,𝑛 can be negative, zero or positive. The 
minimization of total power processed in the PPPCs and thus maximization of total 
wind turbine power in the bypass paths can be expressed as a function of 𝐼𝐻𝑉𝐷𝐶 : 
 




where 𝐹  is the total amount of  power processed in all PPPCs. Using (3.3) the objective 
can be rewritten as: 
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With given operating conditions, expressed here as 𝑉𝐺𝑑𝑐,𝑛 and 𝐼𝐺𝑑𝑐,𝑛, the condition 








For the purpose of HVDC-link scheduling, (4.33) and/or (4.35) can be used to solve 
for the optimum 𝐼𝐻𝑉𝐷𝐶  using algorithms, such as Newton-Raphson, or those discussed 
in [87] (implemented in MATLAB as ‘fzero’ and used in this thesis).  
This scheme can be used to derive a reference value 𝐼𝐻𝑉𝐷𝐶∗  for the current control 
feedback loop at the onshore station. This reference value has been low pass-filtered with 
a cutoff frequency of 2Hz to suppress interactions between faster offshore wind turbine 
controls and the slower 𝐼𝐻𝑉𝐷𝐶∗  scheduling. This also results in a significantly relaxed 
performance (bandwidth and delay) requirement on the communication system 
transmitting wind turbine measurements (𝑉𝐺𝑑𝑐,𝑛, 𝐼𝐺𝑑𝑐,𝑛 and 𝐼𝐻𝑉𝐷𝐶) to the onshore 
station. 
4.4.2 Derivation of an HVDC-link current scheduling scheme 
respecting wind turbine converter ratings 
The previous scheme was derived without any consideration of wind turbine converter 
ratings. During operating conditions causing larger deviations of operating poins among 
wind turbines, it is possible that wind turbine converters would be required to operate 
beyond their component ratings. As the control loop presented in section 4.3 would 
prevent individual wind turbines operating beyond their ratings, curtailment of wind 
energy production would be the consequence. In order to minimize the curtailment of 
energy production and maximize the available operational range for given wind turbine 
converter ratings and HVDC system specifications, the previously derived HVDC-link 
current scheduling scheme is augmented with modes that respect wind turbine converter 
ratings. 
In the following, additional modes for the scheduling scheme will be derived. These 
modes will be enacted when a previous, higher-priority mode cannot be used due to 
violation of component ratings. The operating priority of these modes is as follows 
(1=highest priority, 4=lowest priority): 
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2. Reduce 𝐼𝐻𝑉𝐷𝐶  when it is scheduled above a maximum 𝐼𝐻𝑉𝐷𝐶 to remain within 
PPPC ratings 
3. Increase 𝐼𝐻𝑉𝐷𝐶  when it is scheduled below a minimum 𝐼𝐻𝑉𝐷𝐶  to remain within 
PPPC ratings 
4. Increase 𝐼𝐻𝑉𝐷𝐶  when it is scheduled in such a way that 𝑉𝐻𝑉𝐷𝐶 is expected to 
exceed its rated value. 
In addition, during inertial response, the HVDC-link current value is being held at its 
previous value until inertial response is deactivated again. 
Modes 2 and 3 require a prediction of which HVDC-link current will cause one or more 
wind turbine converters to start curtailment due to component ratings being exceeded. 
For the purpose of this scheme, it is suggested to precompute a 3D lookup table: 
 𝑎𝑡𝐿𝑖𝑚𝑖𝑡𝐶𝑎𝑐ℎ𝑒 = 𝑓(𝑃𝐺𝑑𝑐 = 𝑉𝐺𝑑𝑐𝐼𝐺𝑑𝑐, 𝑉𝐺𝑑𝑐, 𝐼𝐻𝑉𝐷𝐶) (4.36)
𝑎𝑡𝐿𝑖𝑚𝑖𝑡𝐶𝑎𝑐ℎ𝑒 can be precomputed numerically during wind turbine design for all 
possible operating conditions defined by 𝑃𝐺𝑑𝑐, 𝑉𝐺𝑑𝑐 and 𝐼𝐻𝑉𝐷𝐶  to indicate if such 
operating condition will cause the violation of a PPPC rating. When there is no 
violation, 𝑎𝑡𝐿𝑖𝑚𝑖𝑡𝐶𝑎𝑐ℎ𝑒 is equal to zero, while it is equal to one otherwise. To 
precompute this lookup table, it is important to observe DAB power, current and voltage 
limits that relate to component ratings within the DABs. This can be achieved using 
relations discussed previously: 
1. DAB power can be calculated using equation (3.3) and multi-converter 
assignment (Figure 4.7). The required phase shift 𝜙 can be derived using 
equation (4.1). This phase shift is required to be within the range of [− 𝜋2 ; +
𝜋
2]. 
2. Primary and secondary transformer peak currents can be estimated using 
relations (4.2)-(4.4). These can be compared against current ratings of adjacent 
device ratings, such as IGBT peak current ratings. 
3. Equation (4.29) can be used to predict a violation of the PPPC output voltage 
rating. 
During realtime execution, 𝑎𝑡𝐿𝑖𝑚𝑖𝑡𝐶𝑎𝑐ℎ𝑒 will be queried for minimum and maximum 
𝐼𝐻𝑉𝐷𝐶  values at which no converter limits are exceeded for each wind turbine. The final 
minimum and maximum 𝐼𝐻𝑉𝐷𝐶  values, 𝐼𝐻𝑉𝐷𝐶  and 𝐼𝐻𝑉𝐷𝐶 , are the maximum and 
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a. Mode 2: Reduce 𝑰𝑯𝑽𝑫𝑪 when it is scheduled above a maximum 𝑰𝑯𝑽𝑫𝑪 
to remain within PPPC ratings 
If mode 1 results in an 𝐼𝐻𝑉𝐷𝐶∗  value that exceeds 𝐼𝐻𝑉𝐷𝐶  obtained through the 
evaluation of 𝑎𝑡𝐿𝑖𝑚𝑖𝑡𝐶𝑎𝑐ℎ𝑒 for each wind turbine in the series string, the maximum 
value 𝐼𝐻𝑉𝐷𝐶  is used as 𝐼𝐻𝑉𝐷𝐶∗  instead. As a result, PPPCs with the tightest limits on 
𝐼𝐻𝑉𝐷𝐶  will operate at their limits without energy curtailment, instead of curtailing 
energy production. 
To account for the impact of harmonics in 𝐼𝐻𝑉𝐷𝐶  measurements, 𝐼𝐻𝑉𝐷𝐶  is being 
reduced by a safety margin of 0.07 pu in the simulations provided in this chapter. 
b. Mode 3: Increase 𝑰𝑯𝑽𝑫𝑪 when it is scheduled below a minimum 𝑰𝑯𝑽𝑫𝑪 
to remain within PPPC ratings 
If modes 1 and/or 2 result in an 𝐼𝐻𝑉𝐷𝐶∗  value that is below 𝐼𝐻𝑉𝐷𝐶  obtained through 
the evaluation of 𝑎𝑡𝐿𝑖𝑚𝑖𝑡𝐶𝑎𝑐ℎ𝑒 for each wind turbine in the series string, the minimum 
value 𝐼𝐻𝑉𝐷𝐶  is used as 𝐼𝐻𝑉𝐷𝐶∗  instead. As a result, PPPCs with the tightest limits on 
𝐼𝐻𝑉𝐷𝐶  will operate at their limits without energy curtailment, instead of curtailing 
energy production. 
To account for the impact of harmonics in 𝐼𝐻𝑉𝐷𝐶  measurements, 𝐼𝐻𝑉𝐷𝐶  is being 
increased by a safety margin of 0.07 pu in the simulations provided in this chapter.  
It is worth noting that with mode 3, there is a potential for energy curtailment: if 
𝐼𝐻𝑉𝐷𝐶  is less than 𝐼𝐻𝑉𝐷𝐶 , there is no solution for which all PPPCs in the series string 
can operate within their limits. As a result, it is required to operate some PPPCs at 
their limits and with power curtailment. In this scheduling scheme, a priority has been 
set for respecting 𝐼𝐻𝑉𝐷𝐶  over 𝐼𝐻𝑉𝐷𝐶 . As a result, low-power wind turbines will be kept 
in operation, while high-power wind turbines will curtail some energy production. 
c. Mode 4: Increase 𝑰𝑯𝑽𝑫𝑪 when it is scheduled in such a way that 𝑽𝑯𝑽𝑫𝑪 
is expected to exceed its rated value. 
Since HVDC-link voltage and current are variable in the proposed system, there is a 
possibility that 𝐼𝐻𝑉𝐷𝐶  is chosen, such that the resulting 𝑉𝐻𝑉𝐷𝐶 for a particular operating 
condition exceeds the rated voltage of the HVDC system, 𝑉𝐻𝑉𝐷𝐶 . The estimated HVDC-














where 𝑁  is the number of wind turbines in the series string. If 𝑉𝐻𝑉𝐷𝐶,𝑒𝑠𝑡 > 𝑉𝐻𝑉𝐷𝐶 , the 









4.5 HVDC-link Current Scheduling during Loss of 
Communication 
In the event of a temporary communication system outage, the previously discussed 
HVDC-link current scheduling scheme cannot be applied due to its reliance on 𝑃𝐺𝑑𝑐 and 
𝑉𝐺𝑑𝑐 measurements. To enable the continuation of power production in such 
circumstances, a fallback HVDC-link current scheduling scheme can be implemented. 
The presented scheme is derived from the 𝑉𝐺𝑑𝑐 = 𝑓(𝑃𝑚𝑒𝑐ℎ) and 𝐼𝐺𝑑𝑐 = 𝑔(𝑃𝑚𝑒𝑐ℎ) 
relations presented in Figure 3.6. An 𝐼𝐻𝑉𝐷𝐶/𝑉𝐻𝑉𝐷𝐶  characteristic is derived by solving 
the set of equations 𝑓 and 𝑔 for 𝐼𝐺𝑑𝑐/𝑉𝐺𝑑𝑐 and upscaling 𝑉𝐺𝑑𝑐 by the number of series-
connected wind turbines. For extreme voltages, 𝐼𝐻𝑉𝐷𝐶  is held constant. The resulting 
HVDC-link current scheduling law is shown in Figure 4.8 for the wind farm parameters 
discussed in section 3.6.  
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While this scheme only relies on local measurements at the onshore station, it is 
impossible to optimize wind farm operation for a particular objective (e.g.,  minimize 
total power processed by all PPPCs). During extreme operating conditions, this scheme 
may result in premature energy curtailment. However, because local wind turbine 
converter controls prevent exceeding converter ratings, this operation is safe for wind 
turbine converters. However, the presented scheme does not prevent excessive HVDC-
link voltages. For this reason, it would be necessary to add a simple protection scheme 
at the wind farm site that monitors the HVDC-link voltage and triggers wind turbine 
curtailment or deactivation during excessive HVDC-link voltages. 
4.6 Ancillary Services 
In this section, the provision of key ancillary services is discussed. These encompass 
low voltage ride through (LVRT), active power control and inertia response. Reactive 
power and AC voltage control services would be implemented equivalently to those in 
thyristor-based HVDC systems, using STATCOMs, switched capacitors and/or 
synchronous condensers, or would be implemented through the use of an MMC-based 
onshore station [86]. For this reason, reactive power and AC voltage control services are 
not discussed further in this thesis. 
4.6.1 Low-Voltage Ride-Through 
During low AC voltage, limited ability by the grid to absorb active power requires 
alternate means of dissipating or reducing wind power production. Current offshore wind 
farms rely on braking resistors at the onshore station to dissipate wind energy during 
the fault [88] while all offshore systems continue normal operation. This solution has 
been adapted for the proposed system and is shown in Figure 4.9. A series string of 
braking chopper modules is inserted into the HVDC link to support 𝐼𝐻𝑉𝐷𝐶 control 
during low voltage ride during conditions. Under normal operating conditions, switch 
𝑆𝑏𝑝 is closed to avoid braking chopper switch conduction losses. During an LVRT event, 
the braking chopper elements are controlled in such a way to maintain tight HVDC-link 




  69   
 
Figure 4.9 HVDC braking chopper to support low voltage ride through. 
The HVDC braking chopper is activated (𝐵𝑎𝑐𝑡𝑖𝑣𝑒 = 1) when a low AC voltage level is 
detected, if the HVDC-link current significantly exceeds its reference value by a threshold 
𝐼𝑏,𝑒𝑟𝑟,𝑇ℎ𝑟𝑒𝑠, or when the maximum HVDC-link current 𝐼𝐻𝑉𝐷𝐶,𝑚𝑎𝑥 is exceeded. This is 
shown in the block diagram of Figure 4.10 
 
Figure 4.10 LVRT braking chopper activation logic 
While the HVDC braking chopper has been activated, a series string of braking 
modules (as shown in Figure 4.9) is used to maintain a tight control of the HVDC-link 
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Figure 4.11 LVRT braking chopper control logic  
In this control scheme, the number of activated braking modules (𝑆𝐵𝑀  signal for such 
module is equal to zero and switch 𝑆𝐵𝑀  is off) is determined from a combination of 
calculation of required braking resistance, and a feedback control loop. The objective of 
this control is to maintain offshore operating conditions during an LVRT event (i.e., 
maintain 𝐼𝐻𝑉𝐷𝐶  at its reference value). For this reason, the cable-side onshore HVDC-
link voltage is assumed to be reasonably constant during the time-limited LVRT event 
(step 1 in Figure 4.11). Based on this assumption, a required braking resistance and 
number of active braking modules is derived in step 3. To compensate for any deviations 
and errors, such as in the assumption of step 1, a feedback control loop is added (step 
2). In step 4, the number of active braking modules derived from steps 2 and 3 are 
added. In addition, to ensure timely limitation of excessive HVDC-link currents, a 
minimum braking resistance is enforced for HVDC-link currents above 1.025pu 
(𝑁𝐵𝑀𝑚𝑖𝑛,𝐻𝑖𝑔ℎ𝐶𝑢𝑟). If the HVDC-link current is significantly below its reference value, 
the braking chopper is deactivated to support the recovery of HVDC-link current 
(𝑒𝑟𝑟𝐹𝑟𝑎𝑐 < 0.8). Lastly, to reduce conduction losses during normal operation, the 
braking chopper bypass switch 𝑆𝑏𝑝 is activated in step 5, when all braking modules are 
configured to be bypassed. For the wind farm design presented in section 3.6, the HVDC 
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Table 4.1 HVDC Braking Chopper Parameters 
PARAMETER SYMBOL DEFAULT VALUE 
Number of braking modules NBM 45 
Braking module resistance RBM 20Ω
Minimum number of active braking modules during high 
HVDC-link current event 
NBM,HighCur 20 
 
4.6.2 Power Curtailment / Active Power Control 
Active power control allows to reduce wind power production below the maximum 
power available. The implementation of active power control has been adapted from 
[89][84]. In [89][84], wind farm power reductions are allocated to individual wind turbines 
proportionally to the power available, which is obtained from online estimations using 
nacelle wind speed. In the proposed system, wind power reductions are allocated to the 
high-power wind turbines first, to reduce output power differences and total PPPC power 
processed within the series string during power curtailment. The 𝑃𝑑𝑒𝑚 signal of Figure 
4.1 on page 51 is leveraged in order to command a certain reference power to each wind 
turbine. In addition, the pitch control system is used to maintain a rotor speed slightly 
above that equal to the regular MPP operational speed at demanded power. 
4.6.3 Inertial Response 
There are several methods to implement an inertia response [90]. The adopted method 
(Fig. 7 in [90]) is provided in Figure 4.12. During a frequency excursion event, a power 
reference offset is computed and added to each individual wind turbine’s power reference 
𝑃𝑑𝑐∗ . Hence, there are little differences in operation for the proposed electrical system 
compared to active power control. For the purpose of demonstrating inertial response, 
the virtual inertia constant 𝐻𝑣 has been chosen to be equal to three times the wind 
turbine’s inertia constant (𝐻𝑣 = 14.82𝑠). 
 
Figure 4.12 Inertia response emulation. 𝐻𝑣 is the virtual inertia constant. All other 
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4.7 Case Study: a 150MW Offshore Wind Farm 
The complete wind farm system has been simulated using a dynamic wind farm model 
implemented with the Simscape Power Systems toolbox of MATLAB/Simulink. To limit 
the simulation complexity, a wind farm consisting of 30 wind turbines is modelled using 
five wind turbine models, each representing six wind turbines. To maintain correct 
dynamics, the output voltages of each wind turbine model are scaled accordingly. The 
distance to shore is 100km. The aerodynamic and mechanical sub-system models have 
been adopted from the NREL 5MW reference wind turbine [81] as implemented in the 
SimWindFarm toolbox [89][84]. It has been assumed, that a single-stage gearbox is used 
in conjunction with a 14-pole pair medium-voltage generator, adapted from [33]. Dual-
active bridge converters have been simulated using their generalized average model as 
discussed in [91]. Wind farm parameters are those given in section 3.6. Two scenarios 
have been chosen to demonstrate the fundamental system operation; wind speed profiles 
for a staggered step change of wind speeds, and those measured by the five wind turbines 
of the Wind Energy Institute of Canada (WEICan), located in North Cape, Prince 
Edward Island, Canada. Further test cases are presented to demonstrate operation near 
converter ratings, ancillary service performance (LVRT, active power control and inertia 
response), as well as wind farm operation during a temporary communication system 
outage. 
4.7.1 Normal operation 
a. Simulation of wind speed step changes 
In this scenario, all wind turbines are first subjected to a rated wind speed of 11.25m/s, 
followed by staggered step changes to 8.25m/s for six wind turbines at a time. The 
results, shown in Figure 4.13, demonstrate the stable operation of the wind farm under 
these conditions. Starting at t=10s, output powers of wind turbines start to differ. As a 
result, PPPCs are required to start processing power. However, as it can be seen, the 
maximum amount of power processed by a PPPC in this condition is about 2.5MW 
(50%𝑃𝐵𝑎𝑠𝑒) at a maximum 𝑉𝑜𝑃𝑃𝑃𝐶 of less than 6kV (see Figure 4.13 (e) and Figure 4.13 
(f)).  
As wind turbine output powers drop, the rectifier currents 𝐼𝐺𝑑𝑐 drop, eventually 
resulting in the scheduling of a lower HVDC-link current. In this particular case, 𝐼𝐻𝑉𝐷𝐶  
follows the 𝐼𝐺𝑑𝑐 values of wind turbines 13-18 in order to minimize total PPPC power. 
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except during brief unfolder transitions (see Figure 4.13 (f)). All other PPPCs process 
the difference in power between their power reference 𝑃𝑑𝑐∗  and the power absorbed by 
the HVDC link (equal to 𝑉𝐺𝑑𝑐,𝑛𝐼𝐻𝑉𝐷𝐶). As 𝐼𝐻𝑉𝐷𝐶  drops after t=30s (Figure 4.13 (b)), 
the PPPC output voltages 𝑉𝑜𝑃𝑃𝑃𝐶 in Figure 4.13 (e) are required to increase in order to 
process a similar amount of absolute power difference. This is reflected in the higher 
positive 𝑉𝑜𝑃𝑃𝑃𝐶 magnitude of wind turbines 19-30, compared to the negative values of 
wind turbines 1-12 at earlier times in the simulation. The HVDC-link voltage 𝑉𝐻𝑉𝐷𝐶 is 
the sum of all wind turbine output voltages 𝑉𝑡𝑢𝑟𝑏𝑖𝑛𝑒 (shown in Figure 4.13 (c)). The 
wind turbine output voltage is the sum of 𝑉𝐺𝑑𝑐 and 𝑉𝑜𝑃𝑃𝑃𝐶 for each turbine. Starting 
at t=10, PPPC output voltages are zero or negative, contributing to a lowering of 
𝑉𝑡𝑢𝑟𝑏𝑖𝑛𝑒 and 𝑉𝐻𝑉𝐷𝐶 (see Figure 4.13 (c) and Figure 4.13 (d)). Starting at t=30s, the 
HVDC-link current is scheduled to drop in accordance with the scheduling strategy 
described in section 4.4. This causes active PPPCs to adopt more positive output 
voltages, resulting in an overall increase of 𝑉𝐻𝑉𝐷𝐶 . Once 𝐼𝐻𝑉𝐷𝐶  has settled at the new 
steady-state operating point near t=40s, 𝑉𝐻𝑉𝐷𝐶 starts to fall again, as the output power 
of wind turbines 19-30 continues to fall until t=70s, when the new steady-state operating 
point has been reached for all turbines. 
The operation of DAB converters of wind turbine 1 is shown in Figure 4.14 highlighting 
the operation of multiple IPOS-connected DABs forming a PPPC. In Figure 4.14 (a) 
and (c), it can be seen how the PPPC output voltage 𝑉𝑜𝑃𝑃𝑃𝐶 is synthesized from the 
output voltages of its four DAB converters, 𝑉 , . While 𝑉𝑜𝑃𝑃𝑃𝐶 is of low absolute value, 
only few DAB converters are active and process power to create a non-zero output 
voltage 𝑉𝑜𝐶 . Near t=30s, 𝑉𝑜𝑃𝑃𝑃𝐶 reaches its largest absolute value, which is obtained 
from the operation of all four DAB converters. As evident from Figure 4.14(e), the DAB 
output voltage references are set in such a way that as many DAB converters as possible 
operate at a DAB reference voltage gain 𝑀𝐷𝐴𝐵∗  equal to one. Unfolder operations, 
related control loop execution interruptions during unfolder transitions and control loop 
dead zones (compare to Figure 4.7) can be identified from small transients in the 𝑉𝑜𝑃𝑃𝑃𝐶 
waveform that can be observed in the intervals of t=10s to t=20s and t=30s to t=40s. 
As it can be seen, the controller is adequate to limit these transients sufficiently. The 
peak value of the primary-side DAB transformer current for each DAB converter of wind 
turbine 1 is shown in Figure 4.14 (d). From Figure 4.14 (c) and (d) it can be seen that 
the PPPC output voltage and input current loading follows the differential power 
demand of the wind turbine. DAB converters not required for the requested PPPC power 
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The dominating source of harmonics in the PPPC quantities are the harmonics in the 
HVDC-link current, resulting from the operation of the onshore thyristor converter. 
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Figure 4.14 Simulation results for ‘high wind’ profile. Displaying DAB converter 
quantities for PPPC of wind turbine 1. 
b. WEICan wind speed measurements 
In a second scenario, 1Hz wind speed measurements from the ultrasonic sensors 
mounted on the nacelles of the five WEICan wind turbines have been used as inputs to 
the wind turbine models of this wind farm. A 10 minute profile has been selected in 
which the wind speeds are above cut-in and below rated wind speed. As can be seen in 
Figure 4.15 (a), one wind speed signal (WT 7-12) is consistently below that of others. 
This introduces larger output power differences in the wind farm, similar to those that 
can be observed due to wake effects. The simulation results shown in Figure 4.15 
demonstrate a stable wind farm operation for all wind turbines operating at their MPPs. 
It can be seen that the PPPC output powers and voltages are well below rated values 
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below those values obtained from the artificial wind profile considered at first. The most 
extreme operating points for this scenario are given in Table 4.2. Upon close observation 
of 𝑉  in Figure 4.15 (i), it can be seen that at any time at least one 𝑉  value is 
equal to zero. This is a result from the HVDC-link current scheduling algorithm that 
tends to schedule 𝐼𝐻𝑉𝐷𝐶 in such a way that at least one PPPC operates with zero power 
and output voltage to achieve a minimal overall PPPC power. Figure 4.15 (j) shows the 
number of active DAB converters per PPPC. As 𝑉  for wind turbines 19-24 (purple) 
tends to be low for the majority of the wind profile, the number of active DAB converters 
for these wind turbines is also low. In contrast, the low-power wind turbines 7-12 (red) 
exhibit the largest output power differences with respect to the natural power absorption 
defined by the scheduled 𝐼 . As a result, these wind turbines operate with the largest 
𝑉  magnitudes and highest numbers of DAB converters per PPPC for most of the 
wind profile. 
Figure 4.16 shows the DAB converter operation of wind turbine 7 that is operating 
the most heavily loaded PPPCs. In Figure 4.16 (a) and (c), the relation between PPPC 
output voltage 𝑉  and individual DAB converter output voltages 𝑉 ,  becomes 
apparent. For most of the simulation, 𝑀 ,  is larger than one. For this reason, all 
DAB converters operate with the same output voltage. Around t=400s and after t=550s, 
the magnitude of 𝑉  is low enough, such that selected DAB converters can 
temporarily operate at lower loading or be deactivated entirely. 
 
Table 4.2 Extreme PPPC and DAB Operating Points for WEICAN Scenario 
QUANTITY MAXIMUM VALUE MINIMUM VALUE 
P  1.42 MW -1.95 MW 
V  3 kV -2.77 kV 
V ,  810 V -693 V 
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Figure 4.15 Simulation results for the WEICan wind profile. “WT” = Wind 
turbine. 
 
Figure 4.16 Simulation results for the WEICan wind profile. Displaying DAB 
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4.7.2 Operation near Converter Ratings 
The objective of this section is to verify the proper operation of the wind farm in 
scenarios in which converter limits might be violated, if not protected against. The 
expected behaviour would be that PPPC control loops limit DAB operating points in 
such a way that no rating (current, voltage or power transfer) is violated. Further 
impacts to the wind farm system may occur as a result that may reduce the amount of 
energy produced, but no component will operate beyond its limits. To test this, two test 
cases have been designed. In the first test case, wind turbines operate at rated power 
while one set of wind turbines experiences a ramp change of wind speed towards cut-in 
wind speed. In the second test case, wind turbines operate near cut-in wind speed, while 
one set of wind turbines experiences a wind speed ramp towards rated wind speed (full 
power operation). PPPC ratings have been chosen such that converter ratings will be 
violated well before the final steady-state operation is reached. 
For simulations in this section, each PPPC has been realized with two DABs, each 
rated at 0.215pu output voltage, 0.36pu input current, and the transformer leackage 
inductance is 740μH. All other parameters remain the same as before. 
The simulation results of the first test case are shown in Figure 4.17. As seen in Figure 
4.17 (a), wind speeds for wind turbines 7-30 are constant at 11.25 m/s, the rated wind 
speed. Wind speed for wind turbines 1-6 start at 10m/s and ramp down towards cut-in 
wind speed. Since the events of interest happen before cut-in wind speed is reached, the 
simulation has been ended after 70 seconds. Figure 4.17 (b) shows the HVDC link current 
values: the reference value 𝐼𝐻𝑉𝐷𝐶,𝑟𝑒𝑓  is shown in red, the actual HVDC-link current 
𝐼𝐻𝑉𝐷𝐶  is shown in blue, the maximum possible HVDC-link current to not violate any 
converter limits of active wind turbines, 𝐼𝐻𝑉𝐷𝐶,𝑚𝑎𝑥, is shown in yellow, and the minimum 
possible HVDC-link current to not violate any converter limits of active wind turbines, 
𝐼𝐻𝑉𝐷𝐶,𝑚𝑖𝑛, is shown in purple. The HVDC scheduler mode is shown in Figure 4.17 (j). 
The scheduler modes are denominated as follows, similar to the presentation in section 
4.4.2: 
1. Minimize total PPPC power processed 
2. Reduce 𝐼𝐻𝑉𝐷𝐶  when it is scheduled above a maximum 𝐼𝐻𝑉𝐷𝐶 to remain within 
PPPC ratings 
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4. Increase 𝐼𝐻𝑉𝐷𝐶  when it is scheduled in such a way that 𝑉𝐻𝑉𝐷𝐶 is expected to 
exceed its rated value. 
5. HVDC brake activated due to LVRT event, or to limit high HVDC link current 
It can be seen that the HVDC scheduler remains in mode 1 for the entire operation. 
This means that it operates to minimize the total PPPC power processed by scheduling 
the HVDC link current at 1pu to match the rectified DBR current in wind turbines 7-
30. As a result, those wind turbines are able to operate with their PPPCs deactivated 
(or only active at times for small controller action), as indicated in Figure 4.17 (i) and 
(h). Wind turbines 1-6 operate with less output power (Figure 4.17 (f)). As a result, 
their PPPCs are required to operate with negative output power and voltage. The more 
their wind speed falls, the more negative output power and voltage become to maintain 
optimal tip speed ratio. Figure 4.17 (o) displays the DAB output voltages for wind 
turbine 1: blue indicates 𝑉𝑜𝐶 for the first DAB, red for the second. As can be seen, 
initially the first DAB is scheduled to operate with fixed output voltage of 0.12pu, 
corresponding to 𝑀𝐷𝐴𝐵 equal to one. The second DAB operates with an increasingly 
negative output voltage to realize the overall required PPPC output voltage. When both 
DABs reach 𝑀𝐷𝐴𝐵 equal to one, they both operate with the same output voltage, as 
defined in the control laws of section 4.3. The negative output voltage rating is indicated 
in this graph with a bold black line near -1200V. 
Similarly, Figure 4.17 (p) shows the DAB primary-side transformer peak currents for 
wind turbine 1. The current rating is indicated with a bold black line at 310A. 
Whenever a PPPC controller limits PPPC operation due to proximity to maximum 
or minimum converter ratings, a value of one is shown in Figure 4.17 (m) and Figure 
4.17 (n), respectively. 
As wind turbines 1-6 produce less power due to a falling wind speed, the maximum 
possible HVDC link current 𝐼𝐻𝑉𝐷𝐶,𝑚𝑎𝑥 continues to fall, as well. This is a result from 
the changes in wind turbine output power, and DC voltage 𝑉𝐺𝑑𝑐 for wind turbines 1-6. 
Similarly, it can be seen in Figure 4.17 (o) and (p) that DAB voltages and currents 
approach their rated values. At t=35 s, the DAB current (Figure 4.17 (p)) reaches its 
rated values. The controllers adjust the SPS phase shift in such a way to maintain 
operation at rated current and prevent exceeding it. However, due to negative power 
operation of the DAB, this results in a negative runaway of the DAB output voltages as 
indicated in Figure 4.17 (o) at t=35 s. Since there is insufficient DAB converter capacity 
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when their output voltage reaches rated values (compare to Figure 4.17 (o) at t=35 s). 
Resulting from the necessary deactivation of DABs in wind turbines 1-6, the wind 
turbine output power increases. With PPPCs operating with negative power, 𝐼𝐺𝑑𝑐 could 
be held at a value lower than 𝐼𝐻𝑉𝐷𝐶 , since 𝐼𝑃𝑃𝑃𝐶𝑖𝑛 is negative. With PPPCs deactivated, 
𝐼𝐺𝑑𝑐 increases to 𝐼𝐻𝑉𝐷𝐶 and the wind turbine output power becomes equal to 𝑉𝐺𝑑𝑐 ×
𝐼𝐻𝑉𝐷𝐶 . Since this power is above the maximum power available from the wind, the wind 
turbine starts to decelerate quickly until it comes to a halt, as shown in Figure 4.17 (k). 
As the wind turbine reaches a very low generator speed, the shutdown sequence became 
activated near t=55s activating the mechanical disc brake and pitching rotors out of the 
wind. Exact operating schedules in situations like these can be further adjusted, should 
there be further requirements from the aeromechanical system, such as earlier activation 
of braking and pitching systems.  
At the time when DABs of wind turbines 1-6 become deactivated, these turbines are 
taken out of consideration for the HVDC-link current scheduling algorithm. This 
algorithm is only applied to fully operating wind turbines. As a result, the maximum 
possible HVDC-link current 𝐼𝐻𝑉𝐷𝐶,𝑚𝑎𝑥 increases to the value when all wind turbines are 
operating at rated wind speed following the events at t=35s. 
This simulation demonstrates that operation near or at converter limits is possible 
and that violations of converter limits operating with negative PPPC power can be 
handled successfully. Necessitated by the DAB output voltage runaway possible at 
negative converter limits, it usually is required to deactivate a DAB in such conditions 
and curtailed operation below maximum power cannot be maintained. If such operation 
was desired, it would be necessary to alter the HVDC-link current scheduling algorithm 
to prevent a violation of negative PPPC converter limits in the first place. However, this 
would result in other wind turbines in the wind farm reaching their maximum PPPC 
limits instead, leading to power curtailment. Future work could investigate prediction 
schemes to decide which scenario is more preferable in different operating conditions. 
 
In the second test case, all wind turbines start operating at a wind speed of 4m/s, as 
shown in Figure 4.18 (a). Wind speed for wind turbines 1-6 is then ramped up to rated 
wind speed within 200s. A margin of 0.1pu current has been chosen for HVDC-link 
current scheduling modes 2 and 3: scheduled HVDC-link current will be kept higher or 
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For this reason, at t=0s, the HVDC-link current scheduler already operates in mode 
3. HVDC-link current for mode 1 would be approx. 0.07pu above minimum HVDC-link 
current, thus violating the margin selected. As a result, all wind turbine start operating 
with a slight negative PPPC output power and voltage, as seen in Figure 4.18 (h) and 
(i). As wind speed for wind turbines 1-6 increases, their output power and generator 
speed increases according to MPPT (Figure 4.18 (f) and (k)). Likewise, PPPC output 
voltage and power increase gradually (Figure 4.18 (i) and (h)). Near t=145s, the 
converters for wind turbines 7-30 reach their maximum negative PPPC power limit 
(phase shift equal to 90°). As a result, the PPPCs cannot maintain the desired PPPC 
output voltages anymore and they start to decrease at a faster rate (as seen in Figure 
4.18 (i) near t=150s). When the DAB output voltages reach their negative rated value 
(Figure 4.18 (o)), the DABs are deactivated at t=170s. At that time, the sudden 
deactivation of 24 PPPCs creates a fast transient on the HVDC link as apparent in 
Figure 4.18 (c). As a result, the onshore station’s current control loop experiences a 
temporary large transient in HVDC-link current, but is able to maintain stable control 
(Figure 4.18 (b)). To aid limiting the HVDC-link current excursion during this transient, 
the HVDC brake chopper is briefly activated, as indicated by the HVDC scheduler mode 
switching to mode 5 (Figure 4.18 (j)). After this transient has settled, wind turbines 7-
30 are outside their normal operating region and proceed a shutdown similar to the 
previous test case. As a result, only wind turbines 1-6 are included in the HVDC link 
scheduling from t=170s onward. Consequently, the HVDC-link current is scheduled in 
such a way that PPPCs of wind turbines 1-6 can operate at or near zero output voltage 
and power, minimizing the total amount of power processed by PPPCs. 
This test case demonstrates that the presented scenario can be handled successfully 
without violating any converter limits.  
4.7.3 Low-Voltage Ride-Through 
In this scenario, the wind farm is operating at rated wind speeds and power. At time 
t=20s, the AC grid voltage amplitude is reduced to 0pu due to a severe grid fault near 
the wind farm grid connection point. The grid voltage recovers after 4 seconds. As seen 
in Figure 4.19, the wind farm can maintain stable operation during the fault and resume 
normal power delivery after the fault. Upon detection of the fault, the braking chopper 
is activated to take over control of the HVDC-link current. During this time, generated 
power is dissipated in the chopper resistors, therefore 𝑃𝐻𝑉𝐷𝐶 , 𝐼𝐻𝑉𝐷𝐶  and 𝑉𝐻𝑉𝐷𝐶 remain 
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undisturbed and a fast LVRT action is provided. As seen in Figure 4.19 (b), (e) and (f), 
each wind turbine continues to be exposed to the same HVDC-link current level and 
maintains the same output voltage and power. Upon fault recovery, the Thyristor 
converter can resume power delivery, at which point the braking chopper is deactivated 
and the Thyristor converter resumes full control of the HVDC-link current. As depicted 
in Figure 4.19 (b) and (c), the transitions between Thyristor converter operation and 
braking chopper cause transients in the HVDC-link voltage and current. However, these 
values remain within the range of rated values in addition to commonly chosen safety 
margins. 
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4.7.4 Active Power Control / Power Curtailment 
In the following scenario, active power curtailment is demonstrated. Here, all wind 
turbines are operated at a wind speed of 7.5m/s and an MPP farm output power of 
45MW. At t=40s, an output power reference of 22.5MW is set for the wind farm. At 
t=130s, this curtailment request is lifted. The simulation results in Figure 4.20 show 
that the wind farm can seamlessly transition to curtailment operation and resume 
regular operation afterwards. In Figure 4.20 (a), the reference and actual wind farm 
power is shown. As a rate limiter is implemented in the wind turbine control loop (see 
Figure 4.1), actual wind farm power ramps down until the power reference is reached. 
As seen in Figure 4.20 (c) and (e), pitch control engages to limit the wind turbine 
rotational speed during curtailment. 
 




  86   
4.7.5 Inertial Response 
During a wind farm operation at rated wind speed and power, a grid frequency event 
is simulated to test the wind farm inertia response. The frequency excursion is shown in 
Figure 4.21 alongside simulation results of the wind farm’s response. As it can be seen 
in Figure 4.21 (e), the wind farm increases output power temporarily according to the 
derived inertia power reference shown in Figure 4.21 (c). This reference is derived in the 
onshore station controller following the scheme in Figure 4.12 based on local grid 
frequency measurements. A short transient can be observed in the wind turbine output 
power for wind turbines 25-30 near t=23s due to an unfolder polarity change and 
subsequent DAB control loop reactivation. 
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4.7.6 Operation during communication system outage 
This scenario explores wind farm operation during a temporary communication system 
outage. For this purpose, the WEICan wind profile was simulated with a loss of 
communication being detected at t=20s. It is assumed that the communication system 
resumes regular operation at t=450s. Figure 4.22 shows that wind farm is able to 
maintain stable operation, very similar to the simulation results obtained with 
communication system in place (Figure 4.15). A slight change in HVDC-link current 
(Figure 4.22 (b)) can be observed during the transitions (t=20s and t=450s) which stems 
from the change in scheduling algorithm. As a result, the minimization of total PPPC 
cannot be maintained anymore. Consequently, the total amount of PPPC power 
processed is larger by up to 92% near t=135s, as seen in Figure 4.23. As differences are 
smaller for the majority of time in this test case, the HVDC-link current scheduling 
strategy presented in section 4.4 maintains only minor drawbacks over the 
communication-based default method during regular system operation. 
 
Figure 4.22 Simulation results for the WEICan wind profile during a 








Figure 4.23 Total PPPC power processed for WEICan wind profile during 
communication system outage. 
4.7.7 Summary 
This chapter discussed the control-related concepts and issues for the proposed wind 
farm configuration. Control loops were designed or adapted to operate wind turbines 
following established variable-speed schemes. Control systems for the electrical systems 
ensure the stable trasfer of generated power while optimizing system operating points 
for low losses and respecting wind turbine converter ratings. It has been shown that 
ancillary services, such as LVRT, active power control and inertial response can be 
provided. While the presented wind farm configuration commonly requires a 
communication link for optimal operation, a communication-less operation scheme has 
also been derived and demonstrated to enable regular system operation with only few 
drawbacks. Dynamic simulations confirm the viability, stability and functionality of the 
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A Sizing Framework for Wind 
Turbine Converters 
In this chapter, a generic wind turbine converter sizing framework applicable to single-
string, series-connected DC wind farms is introduced. As will be shown, unique operating 
characteristics of the electrical systems in series-connected DC wind farms render 
traditional approaches of determining converter ratings insufficient. In this chapter, the 
proposed sizing framework is applied to the wind farm configuration presented in 
Chapter 3, as well as two other configurations for comparison purposes. Results from 
this chapter are incorporated in the comparative economic assessment in Chapter 7. 
5.1 Overview and Previous Work 
In single-string, series-connected DC wind farms (Figure 5.1), the HVDC voltage and 
current typically are both a function of the operating states of all wind turbines [33][16], 
unlike with conventional wind farms where the HVDC voltage is fixed [53]. As a result, 
the operating conditions of each wind turbine converter are influenced by its operating 
points, as well as those of all other wind turbines in the farm. Consequently, the choice 
of component ratings for a wind turbine converter is dependent on the expected 
operating points of its wind turbine and simultaneous operating points of all other wind 
turbines in the farm. Several works have explored the valid operating regions for 
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[72][16][35]. For conventional wind turbines with AC voltage output, collection system 
buses operate at fixed voltage and the operating points of one wind turbine converter 
do not affect those of other wind turbine converters. Hence, converter ratings are chosen 
based on the operating conditions at full-power operation. Most previous studies on 
series-connected DC wind farms have been based on a pre-determined set of converter 
ratings. The authors of [92]–[96] discuss various control approaches utilizing the 
modification of wind farm operating points and/or wind power curtailment to limit 
extreme operating points and overvoltage conditions in series-connected wind farms 
based on fixed component ratings. In [72], aerodynamic wake modeling is applied to a 
series-parallel wind farm based on VSCs to demonstrate the adequacy of chosen 
component ratings and maximize energy production. A similar wake model is used in 
[96]. In [46] and [97], the application of energy storage in wind turbines is considered to 
avoid undervoltage and overvoltage conditions. [46] recognizes the probabilistic nature 
of energy storage capacity requirements; yet associated likelihoods are not derived 
systematically.  
 
Figure 5.1 General structure of a single-string, series-connected DC Wind Farm. 
(“Gen.” = Generator) 
In contrast with the previous works that are largely focused on optimizing wind farm 
operation based on a fixed and chosen set of wind farm component ratings, or rely on 
assumed likelihoods for extreme operating conditions, component ratings are considered 
variable in this chapter. A methodology to aid determining desirable component ratings 
is proposed. In particular, this thesis contributes a methodology for sizing the voltage 
and current ratings of wind turbine converters’ components in single-string, series-
connected wind farms. This methodology allows capturing the influence of wind turbine 
converter topology, wind conditions at the chosen site, and wind farm layout on wind 
turbine converter ratings. The methodology determines the amount of annual energy 
curtailment due to converter rating limitations in order to allow for optimizing the trade-
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5.2 Converter Sizing Challenges in Series-Connected 
DC Wind Farms 
In conventional wind turbines featuring a full-scale back-to-back VSC for fixed AC 
voltage output (as shown in Figure 5.2) the determination of component voltage and 
current ratings (sizing) tends to be governed by the system operation at full power. For 
example, IGBT voltage ratings of a 2-level VSC are based on the nominal voltage of the 
internal DC bus, as well as a certain safety margin. IGBT current ratings are largely 
based on the expected currents at full-power operation. Overall, the sizing of wind 
turbine converters is independent of expected of actual operating states of neighboring 
wind turbines. 
 
Figure 5.2 Conventional wind turbine electric power conversion system. 
In contrast, the sizing of wind turbine converters for series-connected DC wind farms 
is dependent on operating states of neighboring wind turbines, and not necessarily 
entirely based on full-power operating conditions. Figure 5.1 shows the general structure 
of a single-string, series-connected DC Wind Farm, consisting of 𝑁  wind turbines and 
incorporating an HVDC link. To illustrate the difference, this section discusses two 
sample operating conditions of a single-string series-connected wind farm using a VSC 
as rectifier in each wind turbine. This wind farm features two 5MW wind turbines and 
3.3kV generators. Furthermore, it is considered that the minimum VSC DC output 
voltage, 𝑉𝑡𝑢𝑟𝑏𝑖𝑛𝑒,𝑛, is equal to 2
√
2√
3  times the generator line-to-line terminal voltage to 
ensure PWM operation in the linear region is maintained and over-modulation is avoided 
[98], ignoring effects of the stator impedance, as well as reactive power flows. 
In the first operating condition, both wind turbines operate at rated power. To satisfy 
the minimum VSC DC output voltage requirement, both VSCs have to operate with an 
output voltage of at least 5.4kV as shown in Figure 5.3. This results from both generators 
operating at rated speed and AC voltage. In Figure 5.3, the green area indicates the 
range of HVDC-link current that can be chosen, such that the VSC output voltage is 
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HVDC-link currents that would require a VSC output voltage below its minimum output 
voltage, in order to operate with rated output power. As a result, the string current 
𝐼𝐻𝑉𝐷𝐶  must (be controlled to) be equal to or less than 928A. Hence, the VSCs’ IGBTs 
must be rated to withstand a voltage of at least 5.4kV plus a safety margin. 
 
Figure 5.3 Illustration of required DC output voltages and valid HVDC-link 
currents of a wind farm with two wind turbines featuring VSCs as rectifiers operating 
at rated output powers. Green area: valid rectifier operating points; pink area: 
minimum VSC output voltage criterions violated. 
Now considering a second operating condition at lower total power output, it will be 
shown that a higher IGBT voltage rating is required. Here, wind turbine 1 operates at 
rated power (5MW), while wind turbine 2 operates at 30% rated power (1.5MW). As 
shown in Figure 5.4, the minimum VSC output voltage for wind turbine 2 drops, as the 
generator speed and AC voltage is lower at wind conditions resulting in 1.5 MW output 
power for a variable-speed wind turbine operating at optimal tip-speed ratio. The 
maximum string current 𝐼𝐻𝑉𝐷𝐶  corresponds to the point where a VSC’s output voltage 
reaches its minimum value first as string current is increased. In this case, the lower 
minimum output voltage of wind turbine 2 requires the string current 𝐼𝐻𝑉𝐷𝐶 to be at 
most 232A to satisfy the minimum DC output voltage requirement of the VSC of wind 
turbine 2, as seen in Figure 5.4. This significantly lowers the string current and forces 
the VSC of wind turbine 1 to operate at a significantly elevated output voltage level of 
at least 21.5kV. Accordingly, the VSCs’ IGBTs would have to be rated to at least 21.5kV 
to allow this operating condition to exist without power curtailment. In typical wind 
farm designs, each wind turbine would be installed with the same converter ratings, 
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Figure 5.4 Illustration of required DC output voltages and valid HVDC-link 
currents of a wind farm with two wind turbines featuring VSCs as rectifiers operating 
at differing output powers. Green area: valid rectifier operating points; pink area: 
minimum VSC output voltage of rectifier 2 violated. 
This example demonstrates that in series-connected DC wind turbines, the sizing of 
wind turbine converters introduces an interdependency among wind turbines and is not 
entirely based on operation at full power. 
5.3 A Generic Converter Sizing Framework for Wind 
Turbine Converters in Single-String, Series-
Connected Wind Farms 
In this section, a generic wind turbine converter sizing framework for single-string, 
series-connected DC wind farms is developed that addresses the interdependencies 
outlined in section 5.2. 
5.3.1 System description 
This section considers the general structure of a single-string, series-connected DC 
Wind Farm shown in Figure 5.1. The output power of wind turbine 𝑛, 𝑃𝑛, is generated 
according to internal control laws at a particular generator line-to-line voltage 𝑉𝑔𝑒𝑛,𝑛 
and electrical frequency 𝑓𝑔𝑒𝑛,𝑛. A rectifier is used in each wind turbine to convert the 










where 𝐼𝐻𝑉𝐷𝐶  is the HVDC-link current. In the rest of this study, the states of wind 
turbine 𝑛 in a string of 𝑁  turbines are represented in vector 𝑺𝒏: 
 𝑺𝒏 = [𝑺𝑻 ,𝒏 𝑺𝑰,𝒏]𝑇  (5.2)
This vector consists of the converter terminal state vector 𝑺𝑻 ,𝒏 and converter internal 
state vector  𝑺𝑰,𝒏. While 𝑺𝑰,𝒏 is specific to the chosen converter topology, 𝑺𝑻 ,𝒏 is 
generally defined as: 
 𝑺𝑻 ,𝒏 = [𝑃𝑛 𝑉𝑔𝑒𝑛,𝑛 𝑓𝑔𝑒𝑛,𝑛 𝐼𝐻𝑉𝐷𝐶]𝑇  (5.3)
For each wind turbine rectifier type, a steady-state, topology-specific relationship 
between converter terminal and internal states, and rectifier output voltage 𝑉𝑡𝑢𝑟𝑏𝑖𝑛𝑒,𝑛 
can be established: 
 𝑉𝑡𝑢𝑟𝑏𝑖𝑛𝑒,𝑛 = 𝑓(𝑺𝒏) (5.4)
For a particular converter topology, (5.4) would model the complete steady-state 
internal relationships of such converter, unlike in (5.1) which expresses 𝑉𝑡𝑢𝑟𝑏𝑖𝑛𝑒,𝑛 based 
on converter terminal quantities. Equation (5.4) will be used to consider converter 
component limitations for the purpose of sizing the converter. In this study, it is being 
assumed that the converters in all wind turbines of a farm have the same components 
ratings. 
In a single-string series-connected DC Wind Farm, 𝐼𝐻𝑉𝐷𝐶  is actively controlled by the 









The HVDC-link current reference is derived from an HVDC-link current scheduling 
law specific to the topology and design of wind farm and power converter. Various 
objectives can be implemented with such law, such as eliminating an offshore-onshore 
communication link [33], maintaining a constant HVDC-link voltage [33], minimizing 
processed power [99], maximizing energy yield (compare to [72]), or minimizing required 
converter ratings. Once an HVDC-link current scheduling law has been selected, all basic 
electrical system states are known as per (5.1)-(5.3) and (5.5), other than 𝑃𝑛, 𝑉𝑔𝑒𝑛,𝑛 and 
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wind farms featuring an AC voltage collection system, wind turbine and HVDC link 
voltages, 𝑉𝑡𝑢𝑟𝑏𝑖𝑛𝑒,𝑛 and 𝑉𝐻𝑉𝐷𝐶 are not held constant. Instead, they all are functions of 
wind turbine output power 𝑃𝑛 and the HVDC-link current 𝐼𝐻𝑉𝐷𝐶 . 
5.3.2 Generic sizing problem formulation 
The choice of wind turbine rectifier topology, converter ratings, and HVDC-link 
voltage rating introduce constraints on the range of feasible HVDC-link currents. This 
directly affects wind turbine output voltages, particularly in the presence of wind speed 
and output power differences within the series string, as illustrated in section 5.2.  
The rectifying converter can introduce minimum and/or maximum constraints on wind 
turbine output power 𝑃𝑛(𝑺𝒏) or wind turbine output voltage 𝑉𝑡𝑢𝑟𝑏𝑖𝑛𝑒,𝑛(𝑺𝒏). Some of 
these constraints can depend on the wind turbine’s current state 𝑺𝒏. The limitations 
result from the component ratings within the converter, and from the choice of converter 
topology.  
In addition, the HVDC-link insulation rating introduces a maximum possible HVDC-
link voltage constraint 𝑉𝐻𝑉𝐷𝐶,𝑅 and 𝐼𝐻𝑉𝐷𝐶  should not exceed values that cause an 
excessive HVDC-link voltage. Similarly, there is a maximum rated HVDC-link 
current 𝐼𝐻𝑉𝐷𝐶,𝑅. Furthermore, wind turbine startup and shutdown can introduce 
additional constraints on converter sizing or HVDC link operation [100], as well as wind 
farm configuration-specific fault handling schemes and certain fault-ride through 
schemes. For example, certain wind turbine output converter voltage or current ratings 
can be required to facilitate wind turbine startup [100], or withstand faults in the DC 
collection system [101]. 
5.3.3 Full operational range sizing 
To ensure that all wind turbines can realize all possible electric operating points within 
the series string, wind turbine converter ratings can follow a full operational range sizing 
approach. In this approach, one can consider a wind farm consisting of two series-
connected wind turbines (as shown in Figure 5.1, assuming 𝑁 = 2). Wind turbine 1 
operates at an operating point that puts the wind turbine converter at the maximum of 
its operational range. Typically, this could refer to the wind turbine converter operating 
at maximum output voltage while the wind turbine outputs rated power. Wind turbine 
2 operates at an operating point that puts the wind turbine converter at the minimum 
of its operational range. Typically, this could refer to the wind turbine converter 
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speed. Converter ratings are then chosen to enable this operating condition. 
Furthermore, additional constraints related to wind turbine startup or fault handling 
may need to be observed. Sample realizations of this approach are provided in sections 
0 and 5.6. 
5.3.4 Partial operational range sizing 
In certain wind farm configurations, it may happen that the likelihood of operation at 
or near the full operational range component ratings is very low, or the required 
component ratings to realize full operational range sizing are considered excessive. In 
such cases, it can be meaningful to examine the benefits of intentionally reducing 
converter ratings to only cover a fraction of the full operational range within the wind 
farm and implement a curtailment scheme for those operational points that are beyond 
the implemented converter ratings. In addition, full operational range sizing may not 
prevent violations of the HVDC-link voltage constraint 𝑉𝐻𝑉𝐷𝐶,𝑅. For these cases, a 
partial operational range sizing approach is discussed next. 
As shown in section 5.2, for all wind turbine operating conditions, there is a range of 
feasible HVDC-link currents that can be selected. To express the interaction between 
scheduled HVDC-link current and converter limits, it is meaningful to derive each limit 
of a particular converter as a function of minimum or maximum possible HVDC-link 
current. This allows the prediction of violations of converter limits as a function of 𝐼𝐻𝑉𝐷𝐶 
for given wind turbine powers 𝑃𝑛, and informs the choice of HVDC-link current during 
operation, as well as the prediction of required converter ratings to make an expected 
operating condition feasible for a particular HVDC-link current.  
Within the topology-specific, steady-state relationship of (5.4), there can be numerous 
limitations on (internal) state variables or relationships based on (internal) state 
variables. These limitations can be of static nature, mostly related to component ratings. 
However, dynamic, 𝑺𝒏-dependent limitations can also exist in some converter topologies. 
For many of these limitations, the topology-specific relationships of (5.4) can be solved 
for 𝐼𝐻𝑉𝐷𝐶 analytically or numerically, where the limited variable is represented by its 
rated boundary value or relationship. For instance, for a wind turbine converter with a 
rated maximum output voltage 𝑉𝑡𝑢𝑟𝑏𝑖𝑛𝑒,𝑅,𝑛, (5.1) can be reformulated to yield the 









Limits that are not a function of 𝐼𝐻𝑉𝐷𝐶  indicate that the series-connection of wind 
turbines has no influence on the determination of that component rating and a 
traditional sizing approach could be taken. For example, power electronic switches facing 
the generator might often be chosen to withstand the maximum current that occurs at 
full-power operation. For this reason, limits that are independent of 𝐼𝐻𝑉𝐷𝐶  are not 
discussed further in this study. 
5.3.5 Limits on HVDC-link current 
To summarize 𝐼𝐻𝑉𝐷𝐶-dependent limits, equations for all converter limits can be 
formulated from the topology-specific relationship of (5.4). The 𝑁 × 𝑀  matrix 𝑳𝑰𝑯𝑽𝑫𝑪  
holds minimum HVDC-link current values for all 𝑁  turbines and all 𝑀  limits derived 
previously that result in a lower HVDC-link current limit. Equivalently, the 𝑁 × 𝐺 
matrix 𝑳𝑰𝑯𝑽𝑫𝑪  holds all maximum HVDC-link current values for all 𝑁  turbines and 𝐺 
limits that result in an upper HVDC-link current limit.  
To ensure that the maximum rated HVDC-link voltage 𝑉𝐻𝑉𝐷𝐶,𝑅 is not exceeded under 
any operating condition, another minimum limit on the HVDC-link current, 








The overall maximum and minimum allowable HVDC-link currents 𝐼𝐻𝑉𝐷𝐶  and 𝐼𝐻𝑉𝐷𝐶 
can then be expressed as: 
 𝐼𝐻𝑉𝐷𝐶 = min(𝑳𝑰𝑯𝑽𝑫𝑪)  (5.8)
 
𝐼𝐻𝑉𝐷𝐶 = max ([
max (𝑳𝑰𝑯𝑽𝑫𝑪)
𝐼𝐻𝑉𝐷𝐶,𝑉𝐻𝑉𝐷𝐶
] )  
(5.9)
For as long as 𝐼𝐻𝑉𝐷𝐶 ≥ 𝐼𝐻𝑉𝐷𝐶 , 𝐼𝐻𝑉𝐷𝐶  should be chosen, such that 
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This ensures that no converter in the wind farm operates at or beyond its limits and 
no full or partial wind power curtailment is necessary to avoid exceeding converter limits. 
For such case, HVDC-link current scheduling laws can be used  to optimize for objectives 
not related to converter ratings. 
If 𝐼𝐻𝑉𝐷𝐶 > 𝐼𝐻𝑉𝐷𝐶 , there is no HVDC-link current that can be chosen to maintain all 
converters operating within their limits. In such case, output power curtailment becomes 
necessary in one or more wind turbines, to ensure that converter limits are not violated. 
5.3.6 Sizing wind turbine converters and incoming wind 
conditions 
In the previous section, the converter’s state dependence on 𝐼𝐻𝑉𝐷𝐶 was discussed. 
However, the converters’ states also depend on wind turbine states, such as 𝑃𝑛, 𝑉𝑔𝑒𝑛,𝑛 
and 𝑓𝑔𝑒𝑛, related to the incoming wind conditions, wind turbine control laws and 
dynamic response of the aero-mechanic system. 
To eliminate unknowns relating to the incoming wind conditions that will appear in 
(5.7) and (5.9) - such as 𝑃𝑛, 𝑉𝑔𝑒𝑛,𝑛 and 𝑓𝑔𝑒𝑛 - sizing wind turbine converters in series-
connected DC wind farms requires a formulation of such wind conditions expected to be 
present during the operation of such a wind farm for its operational life (e.g., compare 
to [72]). 
Provided that a formulation of the expected wind turbine operating conditions and 
their likelihoods for the life of the wind farm is available, it then becomes possible to 
predict the likelihood of operating points of wind turbine converters over the life of the 
wind farm. As a result, it is possible to estimate the likelihood of converters to be 
operating within their limits and avoiding power curtailment due to converter limits, 
using relationships (5.7), (5.9) and (5.10). This allows making informed design decisions 
on the converter ratings and converter topological choices for a series-connected DC 
offshore wind farm. The proposed key metric during this design process is the expected 
annual wind energy curtailment due to exceeding converter limits. A flowchart of the 
proposed sizing framework is provided in Figure 5.5. Subsection 5.7.1 expands on the 
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Figure 5.5 Flowchart of partial operational range sizing framework for wind turbine 
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5.4 Sizing Methodology for Dual-Active Bridge 
Converters as PPPCs 
This section discusses the implementation of the partial operating range sizing 
methodology presented in section 5.2 on the wind farm configuration featuring 
differential power processing (DPP) as discussed in Chapter 3 (page 28), denominated 
as “DCS-PPPC” in this chapter. A full operational range sizing is derived in section 5.7 
for reference purposes. This section is based on the system model discussed in sections 
3.3 and 3.5. However, for simplicity of presentation, a multi-converter design is not 
considered. 
The topology-specific, steady-state relationship of (5.4) for this wind farm 
configuration consists of the numerical relationship 𝑉𝐺𝑑𝑐,𝑛 = 𝑓(𝑃𝑛, 𝑉𝑔𝑒𝑛,𝑛, 𝑓𝑔𝑒𝑛,𝑛) of 
Figure 3.6, and (3.4)-(3.5),(3.7)-(3.8) to obtain a relationship for 𝑉𝑡𝑢𝑟𝑏𝑖𝑛𝑒,𝑛 involving 







) + 𝑉𝐺𝑑𝑐,𝑛  (5.11)
5.4.1 𝑰𝑯𝑽𝑫𝑪-dependent converter limits  
As discussed in section 5.3.3, converter limits that are not a function of 𝐼𝐻𝑉𝐷𝐶  would 
lead to a conventional sizing approach and are neglected in this analysis. In particular, 
this relates to the DBR diodes’ voltage and current ratings, as well as the voltage rating 
of the primary DAB switches S1-S4.  
Component ratings depending on 𝐼𝐻𝑉𝐷𝐶 that are derived from converter limits in this 
wind farm configuration are: 
 Current rating of all DAB switches  
 Voltage rating of switches S5-S8 and S1u-S4u 
 DAB leakage inductance 𝐿𝑡 and switching frequency 𝑓𝑠, related to maximum 
PPPC power capability 
The converter limits that need to be considered in relation to these component ratings 
are on the: 
1. DAB output voltage 𝑉𝑜𝑃𝑃𝑃𝐶,𝑛: 𝑉𝑜𝑃𝑃𝑃𝐶,𝑛 and 𝑉𝑜𝑃𝑃𝑃𝐶,𝑛 
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3. Maximum and minimum DAB power (related to maximum and minimum DAB 
phase shift 𝜙): 𝑃𝑃𝑃𝑃𝐶,𝑛 and 𝑃𝑃𝑃𝑃𝐶,𝑛 
5.4.2 PPPC output voltage limits 
As discussed in  section 4.2.3, to not violate the maximum and minimum PPPC output 







5.4.3 Internal DAB current limit 
To determine the DAB switch current ratings, as well as DAB switching frequency 
and leakage inductance, it is necessary to determine the DAB transformer peak current. 
This has already been discussed in section 4.2. Using (4.2)-(4.4) and (4.7), it then 
becomes possible to numerically determine the peak currents in the DABs primary and 
secondary switches S1-S8 as a function of 𝑃𝑛, 𝑉𝐺𝑑𝑐,𝑛 and 𝐼𝐻𝑉𝐷𝐶 , as well as converter 
parameters: 
 𝑖𝐿,𝑝𝑘,𝑛 = 𝑔(𝑃𝑛, 𝑉𝐺𝑑𝑐,𝑛, 𝐼𝐻𝑉𝐷𝐶) (5.13)
Conversely, (5.13) can also be solved numerically for 𝐼𝐻𝑉𝐷𝐶 as a function of 𝑖𝐿,𝑝𝑘,𝑛, 𝑃𝑛 
and 𝑉𝐺𝑑𝑐,𝑛. To ensure that the resulting function has unique solutions, it is done for 
𝑃𝑃𝑃𝑃𝐶.𝑛 ≥ 0 and 𝑃𝑃𝑃𝑃𝐶,𝑛 < 0 separately. For 𝑃𝑃𝑃𝑃𝐶,𝑛 0: 
 𝐼𝐻𝑉𝐷𝐶 = 𝑘+(𝑃𝑛, 𝑉𝐺𝑑𝑐,𝑛, 𝑖𝐿,𝑝𝑘,𝑛) (5.14)
Similarly, for 𝑃𝑃𝑃𝑃𝐶,𝑛 0: 
 𝐼𝐻𝑉𝐷𝐶 = 𝑘−(𝑃𝑛, 𝑉𝐺𝑑𝑐,𝑛, 𝑖𝐿,𝑝𝑘,𝑛) (5.15)
This separation is necessary since 𝑖𝐿,𝑝𝑘,𝑛 is monotonically increasing as ∣𝑃𝑃𝑃𝑃𝐶,𝑛∣ 
increases, yielding two solutions for 𝐼𝐻𝑉𝐷𝐶  for many operating points without such 
separation. 
5.4.4 DAB power limit 
The DAB phase shift 𝜙𝑛 is bound within the range of −𝜋/2 to 𝜋/2. At the two 
extremes, the DAB processes the minimum and maximum possible amounts of power, 












Since the unfolder polarity 𝑈𝐹𝑛 is defined as 𝑠𝑖𝑔𝑛(𝑃𝑃𝑃𝑃𝐶,𝑛) = 𝑠𝑖𝑔𝑛(𝜙𝑛), (5.16) 
resolves to the same solution for 𝜙𝑛 = 𝜋/2  and 𝜙𝑛 = −𝜋/2. An upper limit to the 
HVDC-link current results to maintain stable DAB operation within its power limits: 
 𝐼𝐻𝑉𝐷𝐶 < 𝑉𝐺𝑑𝑐,𝑛𝑁𝑝𝑠/8𝑓𝑠𝐿𝑡 (5.17)
5.4.5 Wind turbine startup and shutdown 
The scheme presented in Chapter 6 demonstrates a wind turbine startup and shutdown 
procedure that does not significantly affect converter sizing. For this reason, wind turbine 
startup and shutdown is not considered further in this analysis. 
5.4.6 Fault ride-through 
As shown in [99], low-voltage ride-through (LVRT) is handled using an onshore braking 
chopper that maintains the operating conditions of the offshore wind farm during an 
LVRT event. Therefore, LVRT does not influence converter sizing for this wind farm 
configuration. 
5.4.7 Fault handling 
It is assumed that wind turbine internal faults in a single-string, series-connected wind 
farm can be handled by de-energizing and bypassing a wind turbine in the string. Faults 
in the collection system could be handled by adopting fault handling schemes, such as 
those discussed in [101], which show that faults can be handled without affecting the 
PPPC input current or output voltage ratings, and allow clearing a ground fault with 
an HVDC-link current peak of approximately 2.5pu. For this reason, a minimum peak 
output current rating constraint of 2.5pu is considered here. 
5.4.8 Internal wind turbine states 𝑺𝑰,𝒏 
Using the steady-state relationship between 𝑉𝐺𝑑𝑐,𝑛 and 𝑃𝑛 provided in Figure 3.6, the 
steady-state average model of sections 3.3 can be computed. Additionally, for the 
purpose of evaluating component limits, it is necessary to determine the DAB peak 
current 𝑖𝐿,𝑝𝑘,𝑛 following section 4.2.2 and equation (5.13). As a result, the internal state 
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 𝑺𝑰,𝒏 = [𝑉𝐺𝑑𝑐,𝑛 𝑖𝐿,𝑝𝑘,𝑛]𝑻  (5.18)
5.4.9 Allowable HVDC-link currents 
In summary, the maximum and minimum allowable HVDC-link currents 𝐼𝐻𝑉𝐷𝐶 and 









𝑘+(𝑃𝑛, 𝑉𝐺𝑑𝑐,𝑛, 𝑖𝐿,𝑝𝑘,𝑛 = 𝐼𝑆1−𝑆4)




















𝑘−(𝑃𝑛, 𝑉𝐺𝑑𝑐,𝑛, 𝑖𝐿,𝑝𝑘,𝑛 = 𝐼𝑆1−𝑆4)












where in 𝑳𝑰𝑯𝑽𝑫𝑪 and 𝑳𝑰𝑯𝑽𝑫𝑪 the rows represent the PPPC output voltage limit, 
primary bridge DAB peak current limit, and secondary bridge DAB peak current limit, 
respectively. The last row of 𝑳𝑰𝑯𝑽𝑫𝑪  represents the maximum DAB power limit. 
The minimum and maximum allowable HVDC link currents for this wind farm 
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5.5 Sizing of a Voltage-Source Converter-Based 
Wind Farm 
 
Figure 5.6 Structure of the DCS-VSC configuration. 
This section implements the sizing methodology for a VSC-based wind farm, as 
discussed in [102], adapted to a single-string configuration from [16] and denominated 
as “DCS-VSC”. In this wind farm configuration, VSCs are used as wind turbine 
converters as shown in Figure 5.6. All other wind farm components are identical to those 










where 𝑉𝑔𝑒𝑛,𝑛 is the generator line-to-line RMS voltage and 𝑚𝑎 the modulation index. To 
maintain linear PWM modulation, the modulation index is assumed to be equal or less 








The HVDC-link current is determined such that each wind turbine operates with a 












The VSC’s switch current ratings are determined from rated AC currents which are 
not a function of 𝐼𝐻𝑉𝐷𝐶 . 
5.5.1 Full operational range sizing 
Considering the wind turbine converter output voltages of a two-turbine series string 














where 𝑉𝑜𝑢𝑡,1 and 𝑉𝑜𝑢𝑡,2 are the converter output voltages of wind turbine 1 and 2, 
respectively, and 𝑃𝑟𝑎𝑡𝑒𝑑 and 𝑃𝑚𝑖𝑛 are the wind turbine powers at rated and cut-in wind 
speeds. Using (5.22), (5.24) and (5.25) can be rewritten as (5.26) and (5.27) to yield 



















where 𝑉𝑔𝑒𝑛,𝑟𝑎𝑡𝑒𝑑 and 𝑉𝑔𝑒𝑛,𝑚𝑖𝑛 are the generator voltages at rated and cut-in operating 
conditions, respectively. 
Numerical analysis of (5.26) and (5.27) for a wind turbine design presented in section 
3.6  reveals that condition (5.27) is tighter for the entire output power range. Using 












For the presented wind turbine parameters, the rated output voltage would need to 
be at least 61.2kV for a 3300V generator, assuming 𝑘 equal to 1.1, 𝑃𝑟𝑎𝑡𝑒𝑑𝑃𝑚𝑖𝑛  equal to 33.21 
and 𝑉𝑔𝑒𝑛,𝑚𝑖𝑛 equal to 1129V. 
5.5.2 Partial operational range sizing 
Given the very high required output voltage rating for full operational range sizing, 
partial operational range sizing appears worth exploring. Given the converter output 
voltage constraint of (5.22), the maximum HVDC-link current constraint due to this 














As a result, the maximum and minimum allowable HVDC-link currents 𝐼𝐻𝑉𝐷𝐶 and 
𝐼𝐻𝑉𝐷𝐶  are derived and written in matrix form as discussed in subsection 5.3.3:  













The overall minimum and maximum allowable HVDC link currents for this wind farm 
configuration can then be determined following (5.7)-(5.9). 
a. Wind turbine startup and shutdown 
Wind turbine startup of this wind farm configuration may face challenges similar to 
those reported in [100]. For the purpose of this study, it is assumed that additional 
hardware and/or control algorithms are used to facilitate wind turbine startup that do 
not result in further sizing constraints on the VSC. 
b. Fault-ride-through and fault handling 
Fault ride-through can be handled in the same way as discussed in section 5.4.6. 
Similarly, it is assumed that fault handling is realized in a way similar to that discussed 
in subsection 5.4.7. However, VSC switch current ratings may not already be sufficient 
and may require an increased rating to withstand a 2.5pu current peak during ground 
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5.6 Sizing of a Farm based on Diode-Bridge Rectifier 
and Buck Converter 
 
Figure 5.7 Structure of the DCS-Buck configuration. 
 
Figure 5.8 HVDC-link current scheduling scheme of [33]. 
Finally, the sizing of a wind farm configuration featuring diode-bridge rectifiers and 
buck converters [33] is discussed in this section. This configuration is labelled as “DCS-
Buck” and shown in Figure 5.7. All components are identical to those of DCS-PPPC, 
aside from the wind turbine converter. The HVDC-link current scheduling scheme of 
[33] is shown in Figure 5.8. Due to the buck converter, the wind turbine output voltage 
must be less than or equal to the diode-bridge rectifier’s DC-side voltage 𝑉𝐺𝑑𝑐,𝑛: 
 𝑉𝑜𝑢𝑡,𝑛 ≤ 𝑉𝐺𝑑𝑐,𝑛 (5.32)
𝑉𝐺𝑑𝑐,𝑛 as a function of 𝑃𝑛 has been derived in section 3.3 and is shown in Figure 3.6. 
5.6.1 Full operational range sizing 
Considering the wind turbine converter output voltages of a two-turbine series string 
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where 𝑉𝑜𝑢𝑡,1 and 𝑉𝑜𝑢𝑡,2 are the converter output voltages of wind turbines 1 and 2, 
respectively, and 𝑃𝑟𝑎𝑡𝑒𝑑 and 𝑃𝑚𝑖𝑛 are the wind turbine powers at rated and cut-in wind 
speed. Using (5.32), (5.33) and (5.34) can be rewritten as (5.35) and (5.36) to yield 










Numerical analysis of (5.35) and (5.36) for a wind turbine design presented in section 
3.6 reveals that condition (5.35) is tighter for the entire output power range. Using 
(5.35), solving (5.1) for 𝐼𝐻𝑉𝐷𝐶  and considering rated converter output voltage 𝑉𝑜𝑢𝑡,𝑟𝑎𝑡𝑒𝑑 
leads to: 
 𝑉𝑜𝑢𝑡,𝑟𝑎𝑡𝑒𝑑 ≥ 𝑉𝐺𝑑𝑐,𝑛(𝑃𝑟𝑎𝑡𝑒𝑑) (5.37)
For the presented wind turbine parameters, the rated output voltage would need to 
be at least 5.8kV for a 5000V generator, and the required output current rating would 
be 862A, neglecting fault handling related issues. The authors of [33] chose an output 
voltage and current rating of 4166V and 1200A. In this design, the buck converter 
semiconductors still require a voltage rating of 5.8kV to withstand the maximum 𝑉𝐺𝑑𝑐 
value, but require a higher current rating for an average output current of 1200A. 
In this thesis, an alternate operational mode is considered as second test case. In this 
test case, the HVDC-link current scheduling scheme is replaced by one that minimizes 
HVDC-link current while adhering to the operational limits of all active converters 
(including a 5% safety margin). Allowing buck converters to operate at 100% duty cycle 
during rated conditions also allows to limit the converter output and transmission system 
current rating to 862A, instead of 1200A. In addition, it is likely to result in a better 
overall conversion efficiency. This is examined further in section 7.3. 
Since operation at rated output values represents the only feasible operating point in 
this configuration to process rated power, the consideration of partial operational range 
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5.6.2 Wind turbine startup and shutdown 
Due to the buck converter’s ability to operate with zero output voltage and power, 
wind turbine startup of this wind farm configuration is expected to be similar to those 
of conventional schemes and without further implications on converter ratings. 
5.6.3 Fault-ride-through and fault handling 
Fault ride-through can be handled in the same way as discussed in section 5.4.6. Fault 
handling for this wind farm configuration has been studied in [35] and it is indicated 
that a peak current rating for short durations of 2pu may be required to contain DC 
link faults. 
5.7 Converter Sizing Case Studies for a 450MW 
Offshore Wind Farm 
To demonstrate the efficacy of the sizing methodology, three case studies for the 
450MW Offshore Wind Farm of section 3.6 are discussed here. Additional parameters 
relating to DAB sizing and operation for the purpose of this study are given in Table 
5.1. The first case study considers sizing such a wind farm with the DCS-PPPC 
configuration. A second study considers the DCS-VSC, followed by a last study on the 
DCS-Buck configuration. 
Table 5.1 Additional DAB Parameters 
DAB CONVERTER (ALL TEST CASES) RATED / BASE VALUES 
Turns ratio 𝑁𝑝𝑠 2 
Switching frequency 7500Hz 
Capacitor 𝐶𝑜 540µF 
Input voltage rating 6500V * 
Output current rating 2864A 
Rated HVDC voltage ± 113kV 
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5.7.1 Determination of wind turbine operational states and 
energy curtailment 
To predict expected wind turbine and wind farm states, 7 years of 10 minute-resolution 
wind measurements of the FINO3 met mast (average rotor equivalent wind speed, wind 
direction and turbulence intensity) were binned into 7508 unique wind conditions and 
the likelihood of occurrence for each bin was recorded. The bin sizes are 1m/s, 10 degrees, 
and 1% for wind speed, direction and turbulence intensity, respectively. For each of these 
7508 wind conditions, the entire wind farm was simulated using the SimWindFarm 
toolbox available for MATLAB/Simulink [84]. This toolbox realizes time-transient, 
dynamic simulations of aerodynamic-mechanical systems of wind turbines in a wind 
farm, taking into account upwind wind speed, wind direction, turbulence intensity and 
wake effects. For each of the 7508 simulation runs, the wind turbine output power, 
rotational speed and rotor-equivalent wind speeds were recorded with a 1-second time 
resolution for a duration of a wind field passing the wind farm twice at any given average 
wind speed. These simulations were executed on heterogeneous computational clusters 
(Compute Canada: Cedar, Graham; local computational nodes of the power electronics 
lab) due to large computational and memory requirements of such a simulation.  
It was assumed that electrical transients are significantly faster than the 1-second time 
step, such that near steady-state operation can be assumed for all electrical systems 
with respect to the chosen time step. The time series of wind turbine power, rotational 
speed and wind speed simulation were then used to compute the operational states of 
the electric wind farm components using their steady-state models as discussed in the 
following paragraphs specific to each wind farm configuration.  
Finally, the average amount of energy curtailed per second due to converter limits was 
computed for each of the 7508 simulations. This average energy curtailment per case 
was then weighed by the likelihood of occurrence of each of the 7508 cases, as recorded 
by the FINO3 met mast. The final amount of energy curtailment is then obtained as: 
 
𝐸𝑐𝑢𝑟𝑡,𝑦𝑒𝑎𝑟 = ∑ 𝑃𝑐𝑢𝑟𝑡[𝑛]
7508
𝑛=1
× 𝜙[𝑛] × (60 × 60 × 24 × 365) 𝑠
𝑎
 (5.38)
where 𝐸𝑐𝑢𝑟𝑡,𝑦𝑒𝑎𝑟 is the expected amount of energy curtailed per year due to converter 
limits, the index number 𝑛 denoting each of the 7508 cases observed by the FINO3 met 
mast, 𝑃𝑐𝑢𝑟𝑡[𝑛] the average energy curtailed per second for case 𝑛, and 𝜙[𝑛] he associated 
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Figure 5.9 Determination of wind turbine operational states and energy curtailment 
for 450MW wind farm sizing case studies. 
For the DCS-PPPC configuration, electrical converter states were calculated based on 
relations in section 5.4 and Chapter 3. To study different converter sizing options, eight 
candidate converter ratings have been applied to the calculation of converter operating 
conditions as shown in Table 5.2 and visualized in Figure 5.10. Test cases 1-7 represent 
a partial operating range sizing, as there is no valid HVDC-link current to realize 
unconstrained converter operation at cut-in and rated output power simultaneously. Test 
case 8 represents a full operational range sizing, as an HVDC-link current of 
Bin 10-minute measurements from FINO3 met mast (wind speed, direction, 
turbulence) into [1m/s, 10 degree, 1% turbulence intensity] bins. 
Result: 7508 bins (“cases”)
Sum all likelihood-weighed energy curtailments and compute curtailment for one 
year.




For each case (n=1,2,…,7508)
Simulate wind farm using time-transient aerodynamic-mechanic model 




Compute electrical states using steady-state models.
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approximately 0.5pu allows an unconstrained operation of converters at full and cut-in 
wind turbine power, as shown in Figure 5.10. 
Table 5.2 DAB Converter Test Cases 
TEST CASE LEAKAGE INDUCTANCE 𝐿𝑡 OUTPUT VOLTAGE RATING INPUT CURRENT RATING 
1 740μH 1247V = 0.22pu 336A = 0.39pu
2 592μH 1558V = 0.27pu 419A = 0.49pu
3 493μH 1870V = 0.32pu 503A = 0.58pu
4 423μH 2181V = 0.38pu 587A = 0.68pu
5 370μH 2493V = 0.43pu 671A = 0.77pu
6 247μH 3739V = 0.65pu 1007A = 1.17pu
7 185μH 4986V = 0.86pu 1342A = 1.56pu
8 118μH 5800V = 1.00pu 2097A = 2.43pu
 
 
Figure 5.10 Possible wind turbine operating points without PPPC sizing-related 
power curtailment for different HVDC-link currents and all 8 DCS-PPPC test cases. 
Converter operating conditions for the DCS-VSC configuration have been calculated 
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for this configuration to assess potential benefits from a partial operational range sizing, 
compared to a full operational range sizing that is represented by an eighth test case. 
VSC output voltage ratings are set to multiples of 9kV, up to 63kV. It is worth noting 
that a VSC with a 63kV output voltage rating can be challenging to implement given 
limited IGBT output voltage ratings available. Such high output voltage rating is 
analyzed mainly to outline the trends on energy curtailment with sizing up to full 
operational range sizing. 
For the DCS-Buck configuration, diode-bridge rectifier states were derived using the 
relations depicted in Figure 3.6. Remaining states were calculated using relations 
discussed in section 5.6 and [35]. As partial operational range sizing has been found 
infeasible for this configuration, two test cases based on full operational range sizing are 
evaluated to confirm that no energy curtailment is to be expected from these sizing 
choices. The first test case is based on the converter output ratings originally discussed 
in [35] (4166V and 1200A), whereas the second test case examines the converter output 
ratings suggested in section 5.6 (5800V and 862A). 
To preserve the general trends of this analysis, component ratings have not been 
matched with commonly available device ratings. In a final design iteration, these and 
desired safety margins should be considered.  
It has been assumed that wind turbine operation at or beyond converter limits results 
in a partial or full wind power curtailment: a wind turbine converter operating at 
maximum limits curtails the wind turbine power to the maximum that can be processed 
with the converter at its current limit, while pitch control ensures proper speed control 
of the turbine; a converter operating beyond minimum limits results in the wind turbine 
coming to a stand-still, as the converter cannot reduce the (inherent) DBR’s natural 
power draw at a given HVDC-link current sufficiently to restore a balance of power 
between incoming wind power and electric power absorption. It is worth noting that the 
minimum limit does not apply to the DCS-Buck configuration, as the buck converter is 
capable of operating down to and at zero output voltage and power at any operating 
condition. The HVDC-link current was scheduled in such a way to minimize the 
occurrence of curtailment action as discussed in section 4.4.2. 
Based on this analysis, the amount of annual energy curtailment due to the converters 
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5.7.2 Results – DCS-PPPC 
 
Figure 5.11 Estimated annual energy curtailment of DCS-PPPC configuration as 
percentage of annual energy production due to PPPC component rating limitations. 
The annual energy curtailment due to exceeding converter limitations has been 
estimated using the simulations outlined in the previous section. As can be seen in Figure 
5.11, there is a significant difference in annual energy curtailment due to wind turbine 
converter sizing decisions. If the PPPCs are rated for 0.22pu output voltage rating (test 
case 1), more than 5% of potential annual energy production is lost due to curtailment. 
As PPPC ratings increase, less energy curtailment is necessary. For a PPPC output 
voltage rating of 0.38pu and input current rating of 0.68pu, only 0.13% of annual energy 
production potential is curtailed (test case 4).  A further increase of PPPC ratings 
decreases the need for curtailment only marginally. Numerical results indicate the 
presence of a negligible amount of energy curtailment for test cases 5, 6 and 7 (<0.01%). 
The full operational range sizing case (test case 8) results confirms that the wind farm 
could operate without energy curtailment due to converter limits. However, it is expected 
that the increase in switch ratings will contribute negatively to converter losses and 
capital cost of wind turbines, compared to partial operational range sizing test cases 
(such as test cases 4 and 5, for example). In particular, it requires 2.6 times the PPPC 
output voltage and 3.6 times the PPPC input current rating compared to test case 4.  
This demonstrates how the presented PPPC sizing methodology can be applied to 
inform decisions about component ratings for power converters for wind farms with 
single-string series-connected DC collection systems.  
Based on these results, it appears reasonable to consider converter ratings similar to 
those of test case 4 or 5 as there is only a negligible decrease in annual energy production 
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between converter cost and value of curtailed energy due to converter rating limitations 
can further solidify the choice of converter ratings. 
5.7.3 Results – DCS-VSC 
 
Figure 5.12 Estimated annual energy curtailment of DCS-VSC configuration as 
percentage of annual energy production due to converter component rating limitations. 
The expected annual energy curtailment due to converter limits has also been 
estimated for the DCS-VSC configuration. The results are shown in Figure 5.12. As can 
be seen, a VSC with output voltage rating of 9kV (test case 1) results in approximately 
3.9% of available energy to be curtailed due to converter limits. However, VSC output 
voltage ratings of 18kV and higher only result in approximately 0.3% of annual energy 
production to be curtailed. For test cases 3 to 7, most energy curtailment stems from 
preventing excessive HVDC-link voltages. There are several design aspects in series-
connected DC wind farms to be considered, such as maximum possible insulation to 
ground (i.e., maximum HVDC-link voltage) and system design for high conversion 
efficiencies [102]. It may be possible to optimize the system to reduce or eliminate the 
HVDC-link voltage rating-related curtailment. Ultimately, an economic assessment 
might be useful to find the lowest-cost design trade-off between rated HVDC-link 
voltages, wind turbine voltage levels, number of wind turbines per string and conversion 
losses – all of which are factors that can relate to the amount of energy curtailment due 
to excessive HVDC-link voltages or stem from measures addressing these. 
5.7.4 Results – DCS-Buck 
Following the methodology discussed in section 5.6, annual energy curtailment has 
been estimated for the DCS-Buck configuration. Since both test cases followed the full 
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expected. The simulation of both test cases confirmed that there is no energy curtailment 
due to converter limits to be expected. The second test case examining converter output 
ratings suggested in section 5.6 (5800V and 862A) resulted in overall higher HVDC-link 
voltages and lower HVDC-link currents. This indicates that there is a potential for 
efficiency improvements in the collection and transmission systems through current 
reduction on an annual average compared to the sizing initially suggested in [35]. 
5.8 Summary 
In this chapter, a methodology for determining the component ratings of wind turbine 
converters in single-string, series-connected DC wind farms has been developed. As 
demonstrated in this work, the series connection of wind turbines with DC output results 
in a strong interdependence of operating points among the wind turbines in a wind farm. 
Consequently, traditional methods of sizing wind turbine converters are not useful for 
determining all component voltage and current ratings in these kinds of wind farms. 
First, this chapter presents a generic sizing framework, applicable to all single-string, 
series-connected DC wind farms. A distinction between full and partial operational range 
sizing approaches is made. It then applies the analytical framework to a wind farm 
configurations featuring differential power processing, voltage-source converters, and 
diode-bridge rectifiers and buck converters. The main design consideration in this sizing 
methodology is the reduction of energy curtailment resulting from finite component 
ratings while minimizing component ratings to partial operational range sizing. Finally, 
a case study for a 450MW wind farm demonstrates the implementation of the proposed 
sizing methodology and shows that converter output voltage rating of about 0.38pu and 
input current ratings of 0.68pu are sufficient for a proper wind farm operation for the 
wind farm configuration featuring differential power processing, with negligible energy 
curtailment despite finite converter ratings, and avoiding extra installation costs due to 
oversizing. Similarly, a voltage-source converter-based wind farm configuration may 
operate with low energy curtailment using converters rated at 18kV or higher. The wind 
farm configuration featuring diode-bridge rectifiers and buck converters requires full-size 
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Wind Turbine Startup and 
Shutdown 
In conventional wind turbines with AC voltage output, wind turbine startup usually 
is facilitated using a special control region defined for the speed and pitch controllers 
[103]. For example, power set point values from the speed controller of the NREL 5MW 
reference wind turbine [81] are shown in Figure 6.1, recomputed from torque reference 
data in [81][84]. For low generator speeds, the power reference is held at zero, such that 
all wind energy is used to accelerate the rotor during startup. Additionally, the pitch 
control system is adjusted to facilitate a certain rate of rotor acceleration [103][104][105]. 
Conventional wind turbine converters possess the ability to regulate the power 
absorption from the generator from zero to rated power independently of other wind 
turbines within a wind farm. This makes wind turbine startup and shutdown relatively 
straightforward procedures with regards to the electrical subsystems of a conventional 
wind turbine. However, this simplicity relies on the availability of full-scale converters 
operating independently of one another in a wind farm. Such a configuration is not 
available in the wind farm configuration proposed in this thesis, which features a 
differential power processing approach. Intentionally limited converter power capacity 
and state dependence on the operating points of other wind turbines in a series string 
create challenges in starting a wind turbine without introducing additional or oversized 
hardware requirements. Wind turbine startup and shutdown procedures for this wind 
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Figure 6.1 NREL 5MW speed controller power references (orange) and ideal power 
reference for MPPT operation (blue). 
The presented wind turbine startup procedure enables wind turbines to successfully 
start under any operating condition, while avoiding increased requirements on the 
component ratings of the converters of each wind turbine. Successful wind turbine 
startup and shutdown for all important wind conditions are demonstrated through 
simulation. 
For the purpose of studying wind turbine startup and shutdown, PPPC device ratings 
listed in Table 6.1 were considered. This was done to simplify the analysis compared to 
previously discussed multi-converter configurations. Conclusions for those more complex 
configurations and ratings are provided in section 6.2.3. 
Table 6.1 PPPC device ratings for startup and shutdown study 
PARAMETER SYMBOL DEFAULT 
VALUE
Number of Multi Converters 𝑁𝑀𝐶 1 
DAB Output Voltage Rating 0.86pu 
DAB output capacitor 𝐶𝑜 540μF
DAB transformer turns ratio 𝑁𝑝𝑠 2
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Figure 6.2 Viable HVDC-link currents for different wind turbine powers 𝑃 , PPPC 
and wind turbine ratings listed in Table 6.1. 
In section 4.2, relations were derived to predict the wind turbine operating conditions 
for which a wind turbine converter operates within or outsite its component ratings. 
Calculated for the component ratings discussed in 3.6 and Table 6.1, the green area in 
Figure 6.2 represents the range of HVDC-link current and wind turbine output power 
in which the chosen DAB device ratings will not be exceeded for one wind turbine, unlike 
in the pink area. It becomes apparent, that the choice of HVDC-link current directly 
influences the PPPC’s ability to follow a certain wind turbine power reference 𝑃 . For 
example, while 𝑃  is equal to 1.0pu, an HVDC-link current in the range of 0.53 to 
1.24pu is possible for the given converter ratings. As all wind turbines in a series string 
experience the same HVDC-link current, there are restrictions to the maximum wind 
turbine output power differences that can be handled in this string. For example, if 𝐼  
was chosen 1.0pu, a low-power wind turbine would lose its ability for MPP operation at 
powers below 0.45pu. 
6.1 Challenges in Wind Turbine Startup 
The control loops presented Chapter 4 do not directly address wind turbine startup. 
This section highlights the challenges of wind turbine startup when applying those 
controls. In particular, two potential approaches are examined: (1) starting the wind 
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bypassed, and (2) starting the wind turbine with the PPPC activated and operating 
according to controls presented in Chapter 4. 
6.1.1 Rotor acceleration with DBR connected from stand-still 
(PPPC deactivated)  
 
Figure 6.3 Wind turbine maximum aerodynamic power available at wind turbine 
generator and natural Diode-Bridge Rectifier power draw (no PPPC operation) versus 
generator speed. 
If the wind turbine was to be started with the DBR connected from a standstill, it is 
difficult to guarantee that the aerodynamic torque 𝜏  consistently supersedes the 
electromechanical developed torque 𝜏  referred to the rotor side of the gearbox. Figure 
6.3 shows the maximum aerodynamic power available at the wind turbine generator for 
different wind speeds and rotational speeds for the 5MW NREL reference wind turbine 
when using the theoretically optimal pitch setting. It also shows the amount of power, 
the DBR would absorb at different rotational speeds for different HVDC-link currents 
using the matching wind turbine design listed in section 3.6. As it can be seen, for a 
significant proportion of operating conditions, aerodynamic power is less than what the 
DBR would absorb. For a wind turbine to start up successfully, aerodynamic power 
would need to be consistently larger than electric power draw, however.  
Furthermore, simulation results shown in Figure 6.4 show a startup attempt from 
standstill for the 5MW wind turbine. This simulation demonstrates further challenges 
during the initial acceleration of the wind turbine rotor. In this simulation, a wind 
turbine is provided with a startup command at t=10s. Its PPPC is deactivated, unfolder 
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DBR DC terminals. As it can be seen in Figure 6.4 (b), no meaningful rotor acceleration 
can be achieved. The difference between generator mechanical and electromagnetic 
counter torques never develops a significant offset to provide rotor acceleration. Initially 
at zero generator speed, the full HVDC-link current flows through all DBR diodes 
resulting in zero 𝑉 . A rise in 𝑉  is only possible, if generator currents exceed the 
𝐼  value in order to change the DBR diode conduction pattern to that of an operating 
DBR. This can be observed in Figure 6.4: a rise in 𝑉 , shown in Figure 6.4 (e), only 
happens when the generator currents, depicted in Figure 6.4 (f), are equal or slightly 
exceed the HVDC link current which is regulated to 0.5pu, here. Following a rise in 𝑉  
there is sufficient power drawn by the electrical system to bring the generator and rotor 
to a halt again, as can be seen in Figure 6.4 (b). This further demonstrates that a wind 
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Figure 6.4 Wind turbine rotor acceleration failing when DBR is exposed to HVDC-link 
current from stand still. Wind turbine startup commanded at t=10s at rated wind 
speed. 
6.1.2 Rotor acceleration with DBR connected from stand-still 
(PPPC activated) 
To avoid the previously discussed challenges, it might be possible to activate the PPPC 
operation during startup. However, as indicated in Figure 6.2, the PPPC would be 
operating outside its ratings for most HVDC-link currents that could be prevailing 
during startup. As shown in Figure 6.2, the HVDC-link current should not exceed 
approximately 0.2pu for PPPCs in startup in order to not exceed PPPC component 
ratings. However, such HVDC-link current would be infeasible for any other wind 
turbines in the same series string operating above an output power of approximately 
0.35pu. Therefore, a wind turbine startup with PPPCs and control of Chapter 4 is 
difficult to realize in certain wind conditions without affecting neighbouring wind 
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an increase of DAB voltage and current ratings would be required. For this reason, this 
procedure is not meaningful and not investigated further. 
6.2 Wind Turbine Startup Procedure 
In this section, the procedures available for shutdown and startup of the proposed 
wind farm configuration are discussed. 
6.2.1 Mechanisms for wind turbine deceleration 
There are several mechanisms available for slowing a wind turbine down to a standstill. 
For the wind turbine configuration considered here, the most notable deceleration 
mechanisms are: (1) aerodynamic braking using the pitch system, (2) shaft-mounted disc 
brake, and (3) electrical braking using the DBR. 
While methods (1) and (2) are available to all pitch-controlled large-scale wind 
turbines, method (3) is specific to the wind turbine design under consideration. It relies 
on the uncontrolled power draw through the DBR when a wind turbine is connected to 
the series-string and the PPPC is inactive. The power draw then becomes: 
 𝑃 𝑉 𝐼  (6.1)
A rotor deceleration solely based on method (3) can only be achieved if the 
aerodynamic power is less than 𝑉 𝐼  (neglecting losses). Therefore, it typically 
requires the additional use of the aerodynamic brake. If the PPPC power was negative 
before PPPC deactivation, an additional braking effect could be achieved through this 
method with less reliance on aerodynamic braking, since under this condition 𝐼  would 
be operated at a value larger than 𝐼 .  
The advantages of method (3) are the avoidance of fast transients in the voltages 𝑉  
and 𝑉  in many cases that can result from a sudden disconnection of the DBR at 
high-power operation, and that more energy is delivered to the transmission system 
without additional hardware required. 
6.2.2 Mechanism for wind turbine acceleration 
In order to accelerate a wind turbine rotor from standstill under sufficient wind 
conditions, the rotor torque 𝜏  must be larger than the generator electromagnetic 
counter referred to the rotor side of the gearbox (neglecting losses). Various approaches 
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can be adjusted in order to operate the rotor with the maximum power coefficient 
available for the given tip speed ratio. The following approach is aimed at keeping 𝜏  
low by rejecting any DBR power draw during early rotor acceleration while operating 
without the PPPC’s dual-active bridge converter. 
To avoid PPPC-related disadvantages and restrictions discussed in section 6.1.2, an 
alternate scheme has been devised to reject any power draw through the DBR, avoiding 
the PPPC to be operating at or outside its ratings. 
In this scheme, the PPPC output capacitor 𝐶  in Figure 3.7 (page 37), wind turbine 
bypass diode 𝐷  in Figure 3.3 (page 30) and the unfolder circuit are leveraged to divert 
the HVDC-link current from the DBR and PPPC switches through bypassing them. The 
related circuit configuration is shown in Figure 6.5.  
 
Figure 6.5 Wind turbine converters during startup in ‘DBR power rejection’ 
scheme. Inactive components in gray; bypass path I involving 𝐶  and 𝐶  in red; 
bypass path II involving 𝐷  in blue. Bypass path I is used to forward bias 𝐷  of 
bypass path II. 
In this configuration, the AC-side DBR breakers are closed, the unfolder polarity 𝑈𝐹 is 
set to 1, and PPPC switches S1-S8 are deactivated. This leads to the bypass current 
𝑖  flowing into capacitor 𝐶 , causing 𝑉  to rise to positive and 𝑉  to fall to 






The rectifier DC voltage 𝑉  is determined by the voltage induced in the generator 
because of its (increasing) rotational speed. As a result, the DC-link capacitor 𝐶  is 
charged slowly as the wind turbine accelerates. 
To ensure zero wind turbine output power, the output voltage 𝑉  has to be zero, 
such that the output-side diode 𝐷  is forward biased bypassing the HVDC-link current. 




  125   
 𝑉 𝑉  (6.3)
To ensure that (6.3) holds under all expected operating conditions, 𝐶  has to be sized 
properly, as discussed next. From (6.3) one can derive that the rate of fall of 𝑉  






Furthermore, due to rectifier and output diodes: 
 𝐼 𝐼  (6.5)
















where 𝐼 ,  is the minimum HVDC-link current expected to be used in the wind 
farm and  𝑑𝑉 /𝑑𝑡  is the maximum slope in 𝑉  expected during wind turbine 
startup. Both quantities are averaged over one fundamental period.  
Once the rotor has gained sufficient speed, normal circuit configuration can be restored 
and normal system operation is resumed for that wind turbine. This transition point 
must be chosen such voltage values for 𝑉  and 𝑉  do not exceed the PPPC’s output 
voltage rating before the transition. Yet, it is desirable to delay the transition, in order 
to minimize the impact on remaining wind turbines in the series string due to limited 
PPPC ratings, as illustrated in Figure 6.2. 
It is worth mentioning that this scheme is superior to a scheme in which rotor speed 
is increased by keeping AC breakers opened, due to the lack of inrush current that a 
sudden charging of 𝐶  would cause upon reclosing of AC breakers. 
6.2.3 PPPC component voltage and current rating requirements 
for wind turbine startup 
In order to enable a successful wind turbine startup, minimum voltage rating 
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be met. While operating during a wind turbine startup (according to section 6.2.2), the 
DAB output components are exposed to voltages of magnitude 𝑉 . As generator speed 
increases, 𝑉  increases. The largest magnitude of 𝑉  during this procedure is 
experienced at the transition point towards normal operation. Here, this transition point 
has been chosen to be at the generator speed that represents steady-state operation at 
cut-in wind speed. At this operating point, 𝑉  is equal to 0.38pu. As a result, DAB 
output stage components must be rated to withstand an output voltage of at least the 
voltage at the transition point (here, 0.38pu). 
In addition, the initiation of a wind turbine startup is only feasible if the wind turbine’s 
steady-state operating point can be maintained in its series string given the prevailing 
wind conditions and component ratings. Online predictions about this can be made from 
the data shown in Figure 6.2.  
When the PPPC is realized in a multi-converter configuration with 𝑁𝑀𝐶 larger one, 
all DABs need to be operated simultaneously as described in this chapter. The sum of 
output voltage ratings must adhere to the discussions in this chapter for a single-DAB 
PPPC. 
As wind turbine shutdown does not necessarily involve an activated PPPC, and can 
solely be performed using the aerodynamic and mechanical brakes, and uncontrolled 
DBR operation, there are no additional requirements on electrical component ratings in 
order to ensure reliable wind turbine shutdowns. 
6.3 Wind Turbine Shutdown Procedure 
The wind turbine shutdown procedure is shown in Figure 6.6. The shutdown procedure 
is activated by the wind turbine/farm control system, when generator speed falls below 
minimum speed 𝜔 ,  due to low-wind conditions, or when a high-wind cutout is 
deemed necessary. The majority of wind turbine deceleration can be achieved by using 
the aerodynamic brake in conjunction with the uncontrolled operation of the DBR, while 
the PPPC is deactivated (shutdown step 2 in Figure 6.6). Once the rotor speed has come 
very close to a stand-still at 𝜔 , , the electrical systems are disconnected and bypassed, 
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Figure 6.6 Wind turbine shutdown procedure. 
6.4 Wind Turbine Startup Procedure 
The wind turbine startup procedure is shown in Figure 6.7. If the wind turbine/farm 
control system demands a wind turbine startup, and sufficient wind energy is available 
(wind speed 𝑈  at or above cut-in speed 𝑈 , ), a startup is initiated. First, (if 
previously applied) the disc brake is deactivated and the pitch angle is adjusted to 
support rotor acceleration. As elaborated in section 6.1.1, the electrical system is 
configured as shown in Figure 6.5 in order to reject any electrical power draw while the 
DBR is connected to the generator. As a result, the wind turbine rotor can accelerate. 
At rotor speed 𝜔 , , which usually is set to the rotor speed at operating conditions 
near cut-in wind speed, normal system operation is resumed, i.e., the PPPC switching 
and control loop operation is resumed. Further rotor acceleration to the new steady-
state operating point is facilitated through normal operation following the wind turbine 
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Figure 6.7 Wind turbine startup procedure. 
6.5 Case Study: Wind Turbine Startup/Shutdown in 
series-connected Wind Farm 
To confirm the effectiveness of the discussed wind turbine shutdown and start 
procedures, a series string of five 5MW wind turbines has been simulated in 
MATLAB/Simulink using the Simscape Specialized Technology toolbox. Each test case 
starts with all wind turbines operating at steady state, followed by a shutdown and a 
startup procedure for wind turbine 1. The test cases are designed to consider all common 
conditions for startup and shutdown, i.e., (1) operation at low wind conditions, (2) 
operating at rated wind speeds, and (3) operation near cut-out wind conditions. In a 
fourth test case, all wind turbines are commanded a shutdown, followed by staggered 
startup commands. This demonstrates the wind farms capability to start from a full 
shutdown. In all cases, the PPPC component ratings are not exceeded. 
6.5.1 Case 1: Operation at low wind speed 
In this case, all five wind turbines operate at 5m/s, near cut-in wind speed. At t=10s, 
the wind speed for wind turbine 1 is set to 0m/s, in order to provoke a wind turbine 
shutdown. At t=105s, the wind speed for wind turbine is set back to 5m/s in order to 
initiate a startup operation. Simulation results of this case are shown in Figure 6.8. 
(1) Wind turbine off
Mechanical Brake: on
Pitch: off position
PPPC (switching & control loop): off
Unfolder: UF=0





(2) Spin-up, DBR power rejection
Mechanical Brake: off
Pitch: startup position
PPPC (switching & control loop): off
Unfolder: UF=-1






PPPC (switching & control loop): on
Unfolder: normal operation
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As it can be seen in Figure 6.8 (c), rotor speed starts to drop as available wind energy 
drops at t=10s. As soon as rotor speed reaches its minimum value 𝜔 , , the wind 
turbine shutdown procedure is activated automatically. This entails the deactivation of 
the PPPC (as can be observed in Figure 6.8 (b) and Figure 6.8 (d)), and activation of 
aerodynamic brake, as seen in Figure 6.8 (e). As the speed of aerodynamic brake 
activation has been limited in this design, the majority of rotor deceleration is achieved 
through the DBRs power draw. Upon wind speed recovery, a wind turbine startup 
procedure is initiated. As shown in Figure 6.8 (d), during startup 𝑉 𝑉  and 
PPPC power (Figure 6.8 (b)) remains zero. This demonstrates the turbine startup 
procedure with DBR power rejection, as described in section 6.2.2. As soon as rotor 
speed has reached the transition point 𝜔 , , PPPC operation is resumed. Further 
rotor acceleration to the steady-state operating point is achieved using regular wind 
turbine controls. 
 
Figure 6.8 Simulation results of test case 1: Operation at low wind speeds. 
Waveforms are shown for wind turbine 1. Operation in startup and shutdown 
procedures (steps (2) and (3) of Figure 6.6, and (2) of Figure 6.7) highlighted in gray. 
6.5.2 Case 2: Operation at rated wind speed 
In this scenario, all wind turbines operate at rated wind speed. At t=10s, a manual 
shutdown command is issued to wind turbine 1. At t=85s, a manual startup command 
is sent. The simulation results are shown in Figure 6.9. The shutdown and startup 
procedures are executed in a very similar way to that for case 1. However, after wind 
turbine startup, a short delay in PPPC operation is caused due to the large power 
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as the HVDC-link current reaches a low enough value, PPPC operation resumes and 
rotor speed is increased to its rated value through regular wind turbine controls.  
Figure 6.10 is based on Figure 6.2 and shows the operating points of all wind turbines 
within the range of valid operating points given the chosen PPPC ratings. The transition 
point from startup with DBR power rejection to regular wind turbine operating with 
activated PPPC is highlighted. As it can be seen, the startup mode with DBR power 
rejection successfully transitions the wind turbine from an operating point outside of 
what the PPPC could handle to an operating point within the valid range of PPPC 
ratings. Afterwards, the PPPC is activated and remaining wind turbine power increase 
is achieved using default controls presented in Chapter 4. 
 
Figure 6.9 Simulation results of test case 2: Operation at rated wind speeds. 
Waveforms are shown for wind turbine 1. Operation in startup and shutdown 
procedures (steps (2) and (3) of Figure 6.6, and (2) of Figure 6.7) highlighted in gray. 
 
Figure 6.10 Simulation results of test case 2: Progression of wind turbine output 
powers in the range of valid PPPC output powers (highlighted in green) during wind 
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6.5.3 Case 3: Operation near cut-out wind speed 
The third test case is designed to verify wind turbine shutdown and startup at high-
wind conditions. Initially, all wind turbines are operated near cut-out wind speed. At 
t=10s, wind turbine 1 experiences a step change to 28m/s in wind speed, which triggers 
a shutdown procedure. At t=85s, wind speed is set back to 24m/s, such that this wind 
turbine will start up and resume operation at rated power. The simulation results for 
this case are depicted in Figure 6.11. 
Both shutdown and startup are performed very similarly to those in case 2. However, 
with the rate of pitch angle reduction selected here, the higher rate of rotor acceleration 
is due to higher wind energy available. To reduce the acceleration rate, a slower reduction 
of pitch angle or a feedback control around rotor acceleration could simply be 
implemented. A small overshoot in rotor speed after wind turbine startup can be 
observed which is governed by the wind turbine pitch controller design.  A slower 
deactivation of aerodynamic brake, or changes to the pitch controller could be used to 
reduce this overshoot, if desired. 
 
Figure 6.11 Simulation results of test case 3: Operation near cut-out wind speeds. 
Waveforms are shown for wind turbine 1. Operation in startup and shutdown 
procedures (steps (2) and (3) of Figure 6.6, and (2) of Figure 6.7) highlighted in gray. 
6.5.4 Case 4: Wind farm start from full shutdown 
In the last case, a full farm shutdown and restart is tested. With the wind farm 
operating at rated wind speed, a shutdown is commanded to all turbines at t=10s. 
Starting at t=85s, the wind turbines are commanded a startup sequence one after 
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rated power operation to stand still and return to rated power operation. While no 
turbine is in operation, the HVDC link has been deactivated. Prior to the first turbine’s 
initiation of startup sequence, the HVDC link operation is resumed at its minimum 
current value, set to 0.1pu. 
 
Figure 6.12 Simulation results of test case 4: Full wind farm shutdown at rated 
wind speeds. Waveforms are shown for wind turbine 1, except in (c). Operation in 
startup and shutdown procedures (steps (2) and (3) of Figure 6.6, and (2) of Figure 
6.7) highlighted in gray. 
6.5.5 PPPC output capacitor size constraints 
(6.7) describes the condition on 𝐶  for the aforementioned startup scheme to be stable 
and successful. For the three presented cases, the maximum allowable PPPC output 
capacitor sizes have been calculated, based on the assumption that the minimum possible 
HVDC-link current is 10% of its rated value. The simulation case with the fastest rotor 
acceleration causes the fastest rise in 𝑉 . This is the case for simulation case 3 where 
wind speeds are near cut-out levels. For this simulation case and PPPC ratings, the 
maximum allowable PPPC output capacitance 𝐶  has been found to be 32mF. 
Conventional design of 𝐶  resulted in the choice of  540μF. This value was found mainly 
based on considerations for output voltage ripples. It becomes apparent that in practice 
the additional constraint on 𝐶  (here, 32mF) does not affect the choice of 𝐶  value, as 
conventional design approaches result in a 𝐶  value far lower than the maximum value 
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6.6 Summary 
In this chapter, wind turbine startup and shutdown procedures have been introduced 
that leverages unique features available in the proposed wind farm configuration. Due 
to a limited differential power processing capability range available to the converters in 
a wind farm, conventional wind farm startup mechanisms are not applicable to this wind 
farm or would require excessive converter component ratings not utilized in normal 
operation. To mitigate this challenge, an alternative wind turbine startup procedure has 
been proposed that uses the converters’ capacitors to reject any electric power draw from 
the turbine during initial rotor acceleration. As a result, restrictions on converter ratings 
are no longer dominated by the startup procedure. Dynamic simulations and component 
rating calculations of a series string of five wind turbines for all dominant startup and 
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A Comparative Economic 
Assessment 
In this chapter, an economic assessment of a selection of wind farm configurations is 
presented. In addition to the proposed wind farm configuration (“DCS-PPPC”), a 
conventional AC wind farm with dedicated HVDC link (“AC+HVDC”), as well as the 
additional series-connected DC wind farm configurations of Chapter 5 (“DCS-VSC” and 
“DCS-Buck”) are considered. For all wind farm configurations, all systems are identical 
except for those electrical systems that are defining a particular wind farm configuration. 
The economic assessement considers capital expenses, maintenance cost, revenues and 
decommissioning costs for a project lifetime of 27 years. In addition, it considers the 
impact of conversion losses and converter ratings for all candidate wind farm 
configurations, as well as multiple converter rating test cases for each of the DC wind 
farm configurations. System reliability is considered based on data in [85], however 
differences in reliability for DC wind farms have been assumed to be negligible. A 
comprehensive study on system reliability and availability for the DC wind farm 
configurations of interest is an important item for future work. 
In the following, the economic model is introduced and all wind farm configurations 
are revisited briefly. This is followed by a documentation of efficiency modeling 
performed for all wind farm configurations and a summary of the converter sizing results 
of Chapter 5. Finally, economic indicators and results are discussed to highlight the 




  135   
identify a candidate converter rating for the proposed wind farm configuration (DCS-
PPPC). 
Due to various cost information across the globe, this chapter is written as a 
comparative economic assessment to highlight structural differences between wind farm 
configurations, instead of aiming to predict very reliable absolute values for levelized 
cost of energy (LCOE). The base dataset for investment, maintenance and 
decomissioning costs originates from the United Kingdom where many offshore wind 
farms have already been commercially deployed. Hence, the economic assessment is 
performed in British Pounds (GBP). 
7.1 Methodology 
In this section, the economic model is discussed. Largely, it has been adopted from 
[85]. The economic base data for capital, financing, maintenance and decommissioning 
expenses, as well as project data have been taken from [106] and are being presented in 
summarized form in this section. Annual energy production (energy yield) for each wind 
turbine including wake and tubulence effects, as well as any necessary curtailment due 
to converter rating limits has been obtained through the computations performed in 
section 5.7. 
Economic base data from [106] is shown in Table 7.1, Table 7.2 and Table 7.3. This 
cost data has been assembled from various companies and consultancies for a fictional 
1GW wind farm located 60km from shore, using 10MW wind turbines at a 10m/s wind 
site and anicipated start of operation in 2022. The anticipated lifetime is 27years.  
Table 7.3 lists a cost breakdown of planning, capital, operations and maintenance, 
installation, and decommissioning expenditures for the wind farm of Table 7.1. A more 
detailed breakdown is available in [106]. This wind farm is based on a high-voltage AC 
transmission system. Based on [107], it has been assumed that the installation cost of 
an offshore HVDC converter station is 5.5 times higher compared to an offshore HVAC 
substation. Furthermore, it has been assumed that the cost of a converter system in a 
wind turbine nacelle (£70,000/MW) accounts for two back-to-back voltage-source 
converters rated at the full wind turbine power rating. As a result, individual power 
electronic converters have been costed at £35,000 per installed megawatt. For the 
purpose of this study, the cost of a VSC has been assumed to be comparable to that of 
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a wind farm availability of 81.22% has been assumed. Also, the discount rates for capital 
and maintenance expenditures, 𝑟𝑐, and energy production, 𝑟𝑝, have been assumed to be 
6% [85]. Transmission cable costs have been assumed to scale linearly with respect to 
length. 
Table 7.1 Wind farm base parameters used in cost model of [106].  
PARAMETER VALUE 
Wind farm rating (MW)  1000 
Wind turbine rating (MW)  10 
Water depth at site (m)  30 
Annual mean wind speed at 100m height (m/s)  10 
Distance to shore, grid, port (km)  60 
Date of financial investment decision to proceed (FID)  2019 
First operation date 2022 
 
Table 7.2 High-level project parameters and results of [106].  
PARAMETER VALUE 
Total capital expenditures (CAPEX)  £2,370,000/MW 
Annual average operating expenditures (OPEX)  £76,000/MW 
Lifetime 27 years 
 
 




Project development and management 120,000 
Turbine 1,000,000 
 Nacelle 400,000 
  Converter system within nacelle 70,000 
  Other (Drivetrain, Generator, Control system, etc.) 330,000 
 Rotor 190,000 
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 Other 340,000 
Balance of plant (transmission system) 600,000 
 Cables 170,000 
  Export cable (AC, 60km) 130,000 
  Array cable (AC) 35,000 
  Cable protection 2,000 
 Turbine foundation 280,000 
 Offshore substation (HVAC transmission) 120,000 
 Onshore substation (HVAC transmission) 30,000 
 Operations base 3,000 
Installation and commissioning 650,000 
 Foundation installation 100,000 
 Offshore substation installation 35,000 
 Onshore substation construction 25,000 
 Onshore export cable installation 5,000 
 Offshore cable installation 220,000 
 Turbine installation 50,000 
 Offshore logistics 3,500 
 Other 212,000 
Operation, maintenance and service (per annum and MW) 75,000/year/MW
 Operations 25,000/year/MW 
 Maintenance and service 50,000/year/MW 
Decomissioning 330,000 
 Turbine 45,000 
 Foundation 75,000 
 Cable 140,000 
 Substation 65,000 
* Individual cost categories are broken down to further sub-categories as indicated in 
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Given that with this information, CAPEX and OPEX can be calculated for all wind 
farm configurations (assuming a system design following section 3.6), the levelized cost 
of energy (LCOE) can be calculated as follows [108]: 
 
𝐿𝐶𝑂𝐸




Levelized cost of energy is defined “as the present value of all costs, divided by the 
present value of all energy produced over the energy project’s lifetime” [108]. In (7.1), 
𝐶𝐴𝑃𝐸𝑋 represents the present value of all capital expenses, 𝑂𝑃𝐸𝑋 the annual 
operating expenses, 𝐴𝐸𝑃  the annual energy production in kWh, 𝑛 the project lifetime, 
and 𝑎𝑣𝑎𝑖𝑙𝑎𝑏𝑖𝑙𝑖𝑡𝑦 the wind farm availability (assumed to be 81.22% as discussed above 
and in [85]). 
7.2 Candidate Wind Farm Designs 
In this section, four wind farm configurations are summarized, such that a comparative 
economic assessment can be conducted on them. All wind farms follow the design 
presented in section 3.6 and only differences, or additional parameters required for 
efficiency modeling, are discussed below.  
The conventional AC Wind Farm with HVDC-link (“AC+HVDC”) consists of wind 
turbines featuring a 3.3kV generator, back-to-back three-level voltage-source converters, 
a step-up transformer for 33kV collection system voltage. The collection system consists 
of 9 strings of 10 parallel-connected wind turbines. The wind farm HVDC transmission 
system is assumed to be similar to the BorWin 1 system [109]. It connects to the offshore 
collection system through a 33kV/155kV transformer and operates at ±250kVdc. Both 
HVDC converter stations are based on half-bridge modular multi-level converters (HB-
MMC). The offshore substation is located in the center of the wind farm. This 
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Figure 7.1 Single line diagram of the conventional AC+HVDC configuration. 
All remaining (DC) wind farm configurations have been discussed in Chapter 5 and 
are recalled in Figure 7.2 to Figure 7.4. 
 
 
Figure 7.2 Single line diagram of the DCS-PPPC configuration. 
 
 
Figure 7.3 Single line diagram of the DCS-VSC configuration. 
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7.3 Loss Modelling 
During the state estimation performed in section 5.7, converter states and losses for 
all candidate wind farm configurations have been computed for all available data. 
Generator copper losses were computed based on the stator resistance. Losses in 
generator-side rectifiers, wind turbine converters, and HVDC MMCs have been 
calculated from datasheet information, based on the voltages and currents experienced 
in all devices that were obtained from time-domain simulations in MATLAB/ Simulink. 
All switch and diode losses (switching, conduction, and reverse recovery) were derived 
from datasheet information, and calculated for the simulated waveforms at the respective 
operating points. 
PPPC losses have been calculated based on the conventional analysis presented in 
[110] and [111]. PPPC medium-frequency (MF) transformer losses were calculated based 
on a transformer model approximating the transformer design of [15] and [112]. High-
voltage, line-frequency (HV, LF) transformer losses were modeled based on efficiency 
curves shown in [9], and medium-voltage, line-frequency (MV, LF) transformer losses 
were approximated from [113]. Core losses of the wind turbine isolation transformers at 
variable generator voltage and frequency have been derived from core losses at rated 
conditions under the assumption that all losses are due to hysteresis losses (worst-case 
scenario). All transformer efficiency curves are shown in Figure 7.5. Losses in the 
thyristor-based onshore station were modeled after recommendations made in [114] 
(filter, transformer, and auxiliary losses), and thyristor valve losses were calculated from 
datasheet information on power losses versus DC current. Collection and transmission 
cable losses were calculated based on datasheet information on the AC or DC resistances. 
Losses due to any potential reactive power flow in the AC wind farm collection system 
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Figure 7.5 Transformer efficiency curves for operation at rated voltage. 
For the AC+HVDC and DCS-VSC configurations, a 3.3kV generator was assumed. In 
the DCS-PPPC and DCS-Buck configurations, a 5kV generator voltage is supportive of 
achieving a high HVDC-link voltage, reducing overall losses, whereas for the AC wind 
farm, a higher generator voltage does not provide as much of a benefit to counterbalance 
the disadvantage of higher converter voltage ratings and insulation requirements. Annual 
energy production and losses have been calculated analogous to the computation of 
annual energy curtailment following equation (5.38). Parameters and device selections 
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WT Generator 5MW, PMSG, 5kV (DCS-VSC & AC+HVDC: 3.3kV), Ld=Lq=0.4337pu. 𝑅𝑠=0.012pu. 
WT rectifier 
 
3-𝜙 diode-bridge rectifier. Diodes: I90D. 5MW 
insulation transformer. 
3-level VSC (NPC). IGBTs: H45. Diodes: H45D; 𝑛𝑝: 2.𝑓𝑠=720.3𝐻𝑧. AC+HVDC: 
𝑛𝑠: 2, 𝑉𝐷𝐶=7𝑘𝑉 . DCS-VSC: 𝑛𝑠: 6, 𝑉𝐷𝐶: see section 5.5. 
DC wind farms: 
DC/DC 
converter; 
AC wind farm:  
WT inverter 
𝑁𝑀𝐶 = 1 … 4: (test cases as per 
chapter 5; test cases 1-4: 𝑁𝑀𝐶 = 1, 
incrementing after) 
Primary bridge 𝐻65. Secondary 
bridge 𝐻17. Unfolder devices: H17D 
MFT turns ratio: 1:8. 𝑓𝑠=7.5𝑘𝐻𝑧. 
Leackage inductance as: Table 5.2. 
IGBT: H45, 
𝑛𝑠: 2, 𝑛𝑝: 2. 
Diode:H65D,





3-level VSC (NPC). IGBTs: H45. Diodes: H45D, 𝑛𝑠: 2, 𝑛𝑝: 2. 
𝑓𝑠=1260𝐻𝑧. 𝑉𝐷𝐶=7𝑘𝑉 , 𝑉𝐴𝐶=3.3𝑘𝑉  (60Hz). Filter inductor: 5mH. 
Step-up LFT: 5MW, 3.3/33kV. 
Collection 
system cables 
Rectifier at WT ground level, tower: 100m. Cable: 2x (DCS-VSC: 
1x) Nexans  A4305055, 132kVAC, 898A, 800mm2 
WT: NX V333x09516, 352A, 95mm2. String: NX V333x15025, 446A, 
150mm2. Substation: NX V333x63035, 904A, 630mm2 
Offshore station Not applicable. See “HVDC onshore station”, but: HV LFT: 33/155kV. 
HVDC cables 2x (DCS-VSC: 1x) Nexans A4305055, 132kVAC, 898A, 800mm2, ABB 330kV, 800mm2, 100km. 
HVDC  
onshore station 
12-pulse thyristor converter. Devices: M12K. 𝑛𝑠: 2 × 8, 𝑛𝑝: 1. LFT: 
2x250MW 103kV/230kV. 
HB-MMC, 144 submodules per arm (864 submodules total). Devices: 
A45, A45D, 𝑛𝑠: 1 & 𝑛𝑝: 3 per submodule. 𝑓𝑠=300𝐻𝑧. 𝑉 =±250𝑘𝑉, 
𝑉𝐴𝐶= 155𝑘𝑉 . Arm filter inductors 𝐿 =31.6mH, 𝑅 =0.238mΩ. HV 
LFT: 2x315MW, 155/230kV. 
Abbreviations: “WT”: Wind Turbine. “𝑛𝑠” / “𝑛𝑝”: number of series / parallel connected devices per converter switch element; “NPC”: Neutral Point Clamped; “LFT”: 
Low/Line frequency transformer; “MFT”: Medium frequency transformer; “MV”: Medium voltage; “HV”: High voltage. “𝑓𝑠”: switching frequency. “RD”: Rotor diameter. 
IGBTs: “H65”= Hitachi MBN750H65E2, “H45”= Hitachi MBN800H45E2-H, “H17” = Hitachi MBN3600H17F”., “A65”= ABB 5SN0750G650300. Diodes: “H45D”= 
Hitachi MDM800H45E2-H, “H17D” = Hitachi MBDM600H17F”., “I90D”= Infineon D2601NH, “A65D”= ABB 5SDD10F6000Thyristors: “M12K”= Mitsubishi 
FT1500AU-240. “NX” = Nexans. 
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7.3.1 Results  
Results of modeling efficiency for all candidate wind farm configurations are shown in 
Figure 7.6. The considered test cases are identical to those in section 5.7. The DCS-Buck 
case replicating the design of [33] is labeled “DCS-Buck Original”, whereas the test case 
featuring altered HVDC-link current control (to minimize HVDC-link current and thus 
maximize HVDC-link voltage) and converter sizing as proposed in section 5.6 is labeled 
“DCS-Buck Update”. In addition, the AC wind farm featuring an MMC-HVDC system 
is labeled as “AC+HVDC”. 
Efficiency results have been obtained for the operation of candidate wind farms for 
one year. The annual conversion efficiency shown in Figure 7.6 demonstrates that series-
connected DC wind farms have a significant potential to improve the overall electric 
conversion efficiency of wind farms from wind turbine to onshore connection. Consistent 
with other models, such as [53], the AC+HVDC conversion efficiency is 90-91%. The 
DCS-Buck original conversion efficiency is similar. While there are no losses associated 
with an offshore converter station with series-connected DC wind farms, the HVDC-link 
current control law of [33] leads to relatively high HVDC-link currents and associated 
transmission system losses. Simly by changing the HVDC-link current control law, 
annual conversion efficiency of the DCS-Buck system can be increased by about 2.5 
percent points, as demonstrated by the “DCS-Buck Update” case. Annual conversion 
efficiency is above 94% for all DCS-PPPC cases with only minor variations among the 
test cases. For the DCS-VSC configuration, conversion efficiency starts very high for test 
case 1 (output voltage rating of 9kV), but drops sharply as VSC output voltage ratings 
increase in 9kV increments. This is due to the fact that the same (or similar) VSC 
voltages and currents are processed by converters with more and more switching devices, 
as the VSCs are rated for higher and higher voltages. This severely reduces wind turbine 
converter efficiency. Analysis of energy curtailment due to converter ratings in section 
5.7.3 (and repeated below) shows that approximately 4% of available energy is curtailed 
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Figure 7.6 Annual conversion efficiency for all wind farm test cases. “TC” = test 
case. 
7.4 Sizing 
Converter sizing and related necessary annual energy curtailment has been discussed 
in Chapter 5. Section 5.7 presents results for all series-connected DC wind farm 
configurations that were considered. For reference purposes, these results are shown 
again in Figure 7.7. As discussed in section 5.7, the DCS-PPPC and DCS-VSC 
configurations operate with some energy curtailment due to converter ratings because of 
partial operational range sizing. The AC+HVDC and DCS-Buck test cases employ 
conventional or full operational range sizing resulting in no sizing-related curtailment. 
For the DCS-PPPC test cases, energy curtailment diminishes to low levels for test 
cases 4 and above. The full operational range sizing test case (test case 8) results in no 
sizing-related curtailment. 
For the DCS-VSC configuration, test case 1 (9kV output voltage rating) results in 
approximately 4% of available energy to be curtailed due to the limited converter output 
voltage rating. For all other test cases, approximately 0.4% of available annual energy 
production is curtailed due to limitations of the HVDC-link voltage ratings, even for full 
operational range sizing. This indicates that from a sizing perspective, a VSC output 
voltage rating of 18kV (test case 2) or higher might be preferential for the examined 
wind farm system and location. 
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Figure 7.7 Annual energy curtailment due to converter limits for all wind farm test 
cases. “TC” = test case. 
7.5 Economic indicators 
In this section, basic economic indicators are discussed for all test cases, in order to 
compute levelized cost of energy (LCOE) for all wind farm configurations and test cases, 
following the methodology of section Figure 7.1. First, it is important to determine the 
annual energy production (AEP). This is obtained from the simulations performed in 
section 5.7. Conversion losses and sizing-related curtailment are subtracted. The 
resulting AEP is shown in Figure 7.8. In this figure, it can be seen that AEP is lower 
for the AC+HVDC and DCS-Buck (Original) test cases despite the lack of sizing-related 
curtailment, which relates to lower conversion efficiency. The wind farms’ capacity 
factors are in the range of 48% to 50% for the different test cases. The improvement of 
conversion efficiency for the DCS-Buck (Update) test case directly improves AEP. For 
the DCS-PPPC configuration, conversion efficiency was comparatively similar among all 
test cases. As a result AEP is mostly sensitive to sizing-related annual energy 
curtailment. For the DCS-VSC configuration, the highest AEP is achieved for test case 
2. In test case 1, the high amount of curtailment overcompensates the efficiency gains 
available. As VSC ratings increase (test cases 3 and above), AEP decreases due to 
declining annual conversion efficiency.  
Capital expenditures (CAPEX) are significantly lower for all series-connected DC wind 
farm configurations, mainly due to the lack of an offshore converter station, as shown in 
Figure 7.9. CAPEX variations within the series-connected DC wind farm configurations 
stem from differences in wind turbine converter ratings. Most notably, test cases with 
higher voltage ratings for the DCS-VSC configurations have a noticeable higher CAPEX, 
while all other configurations are relatively comparable.  
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Figure 7.8 Annual energy sold for all wind farm test cases. “TC” = test case. 
 
 
Figure 7.9 Capital expenditures (CAPEX) for all wind farm test cases. “TC” = test 
case. 
Operating expenditures (OPEX) are shown in Figure 7.10. While the presented model 
considers absolute expenditure per year and MW comparable among configurations, this 
cost is distributed among a variable AEP. As a result, OPEX is higher for test cases 1 
of DCS-PPPC and DCS-VSC. It is lowest for test cases 5-7 of DCS-PPPC and similar 
for test case 2 of DCS-VSC and the DCS-Buck (Update) case. 
With these indicators, it is possible to compute the LCOE for each wind farm 
configuration and test case. The results are shown in Figure 7.11 and tabulated in Table 
7.5. Here, it can be seen that the lowest LCOE is achieved in test case 5 of the DCS-
PPPC configuration. Compared to the AC+HVDC configuration, this represents a 
20.9% reduction. Similar reductions can also be achieved with the DCS-Buck 
configuration, if employing the updated HVDC-link current control law and converter 
sizing, as proposed in section 5.6 (19.9% reduction). Test case 2 of the DCS-VSC 




  147   
 
Figure 7.10 Operating expenditures (OPEX) for all wind farm test cases. “TC” = 
test case. 
 
Figure 7.11 Levelized cost of energy (LCOE) for all wind farm test cases. “TC” = 
test case.  
Table 7.5 Levelized cost of energy (LCOE) and reductions with respect to 
AC+HVDC configuration for all wind farm test cases. 
WIND FARM CONFIGURATION  
AND TEST CASE 
LCOE  (GBP/KWH) 
% REDUCTION, COMPARED TO 
AC+HVDC 
AC+HVDC  0.07936 - 
DCS-Buck Original 0.06527 17.8% 
DCS-Buck Update 0.06360 19.9% 
DCS-PPPC Test Case 1 0.06649 16.2% 
DCS-PPPC Test Case 2 0.06405 19.3% 
DCS-PPPC Test Case 3 0.06320 20.4% 
DCS-PPPC Test Case 4 0.06287 20.8% 
DCS-PPPC Test Case 5 0.06277 20.9% 
DCS-PPPC Test Case 6 0.06296 20.7% 
DCS-PPPC Test Case 7 0.06319 20.4% 
DCS-PPPC Test Case 8 0.06372 19.7% 
DCS-VSC Test Case 1 0.06537 17.6% 
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DCS-VSC Test Case 2 0.06431 19.0% 
DCS-VSC Test Case 3 0.06566 17.3% 
DCS-VSC Test Case 4 0.06704 15.5% 
DCS-VSC Test Case 5 0.06845 13.8% 
DCS-VSC Test Case 6 0.06988 12.0% 
DCS-VSC Test Case 7 0.07134 10.1% 
 
As mentioned beforehand, LCOE is influenced by a multitude of factors, such as 
conversion efficiency, curtailment and converter ratings, CAPEX, and OPEX. 
Furthermore, it can also be influenced by reliability, wind farm site, wind farm layout, 
regulatory requirements, availability of skilled labour and companies, currency 
conversion effects and others. To avoid issues with currency conversion effects, this study 
has been conducted using British Pounds. This is owed to the fact that the original data 
set for cost information is given in British Pounds and focused on the offshore market 
in the European North Sea. To minimize effects of wind farm site, layout or other local 
effects, this economic assessment was conducted as a comparative assessment, in which 
only parameters characterizing the unique differences of a particular wind farm 
configuration are changed while others are held constant. As a result, the value in this 
comparative economic assessment should rather be seen in the relative differences 
between test cases, rather than in its absolute cost information, as absolute cost 
information can vary widely among different markets.  
7.6 Summary 
This chapter presented a comparative economic assessment four wind farm 
configurations: 
 Wind farm with AC collection system and dedicated MMC-based HVDC-link 
(“AC+HVDC”) 
 Wind farm with series-connected DC collection system, and diode-bridge 
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 Wind farm with series-connected DC collection system, and diode-bridge 
rectifiers and partial power processing converters as wind turbine converters 
(“DCS-PPPC”, 8 test cases) 
 Wind farm with series-connected DC collection system, and voltage-source 
converters as wind turbine converters (“DCS-VSC”, 7 test cases) 
This chapter also contains an efficiency modeling for all considered configurations and 
test cases for a (fictional) 450 MW wind farm operating at the site of the FINO3 
meteorolocial mast in the European North Sea, based on estimated annual performance. 
Due to the lack of an offshore converter station for DC configurations, a significant 
advantage in terms of conversion efficiency and capital expenditures is shared among 
most of the considered DC wind farm test cases. Furthermore, conversion efficiency has 
been found highest and least sensitive to varying converter ratings with the DCS-PPPC 
configuration. An updated DCS-Buck configuration offers similar, albeit inferior 
conversion efficiency, while the DCS-VSC configuration is challenged with reductions in 
efficiency from the need for high output voltage ratings. Taking into account converter 
ratings, CAPEX and OPEX, the most preferential wind farm configuration appears to 
be DCS-PPPC, test case 5. This test case offers a 20.9% reduction in LCOE, compared 
to the AC+HVDC case. However, other configurations, such as DCS-Buck (Update), or 
DCS-VSC test case 2 offer economic advantages of similar amounts (19.9% and 19.0%, 
respectively). The comparative economic assessment takes into account differences in 
losses, converter equipment, losses, annual energy production, and operating and 
maintenance expenses. It reduces the impact of external factors, such as wind farm site 
and layout through its comparative nature. As such, this comparative economic 
assessment allows to directly compare a range of series-connected wind farm 
configurations to the conventional AC wind farm design. 
 
  




This Chapter summarises the presented research work, highlights the contributions 
made and gives directions for possible future work. 
8.1 Summary 
Chapter 1 introduced the motivations behind the work reported in this thesis. Based 
on the motivations, a literature survey was conducted and dominant characteristics, 
technical challenges and gaps in the research literature on series-connected DC wind 
farms were identified. Accordingly, thesis objectives have been derived and split into 
distinct working packages. 
Chapter 2 presented a background review of fundamental concepts required in the 
analysis of offshore wind farms. This review covered energy conversion by horizontal-
axis upwind wind turbines, the electromechanical energy conversion, characteristics of 
offshore wind farms, high-voltage DC transmission systems, and partial and differential 
power processing. 
In Chapter 3, the wind farm configuration of this thesis was introduced. This wind 
farm configuration consists of wind turbine converters featuring diode-bridge rectifiers 
and partial-scale, partial power processing converters. This arrangement was used to 
exploit the observation from real-world data of the Horns Rev 1 wind farm, that output 
powers of wind turbines in offshore wind farms are very likely to be close to one another. 
In this chapter, the steady-state model of all electrical components, and operating 
principles of the PPPC were developed. Major design considerations on the wind turbine 
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converters and HVDC system, such as the choice of PPPC configurtion and HVDC 
voltage selection/insulation, were discussed. It has been shown that the PPPC of a wind 
turbine can be realized in a multi-converter input-parallel, output-series arrangement 
that further allows for reduction of conversion losses and increases available redundancy 
during converter outages. To enable in-depth studies on this and comparable wind farm 
configurations, a 450MW reference wind farm was developed based on 5MW wind 
turbines derived from the 5MW NREL reference wind turbine. 
The work presented in Chapter 4 included wind farm control and dynamic simulation 
results. First, a slightly adapted wind turbine speed and pitch control loop was presented 
that was derived from conventional control laws. Secondly, generic relations were derived 
to allow the prediction of violation of DAB converter ratings under all possible operating 
conditions. This was used to limit converter operation within the converter control loops 
at real time, and to properly size wind turbine converters, as discussed later in Chapter 
5. Wind turbine control loops and logic have been presented that enable MPP operation 
with PPPCs. Furthermore, matching HVDC-link current scheduling algorithms have 
been derived that minimize the total amount of power processed by PPPCs while 
maximizing operational range for available converter ratings. A backup control law for 
communication system outage periods has also been developed. Ancillary services can 
be provided by this wind turbine configuration. Thus, implementations for low-voltage 
ride-through, power curtailment/active power control and inertial response have been 
presented. Finally, dynamic simulations have been performed for a range of operating 
conditions to verify the feasibility of the presented wind farm configuration. In 
particular, regular operation was examined using two artificial step change wind profiles 
and one based on real-world wind speed measurements. Regular operation near converter 
limits has been examined using two wind speed profiles in which one wind turbine 
experiences a wind speed ramp such that the wind farm is pushed towards operation at 
converter limits. Ancillary services have been confirmed to be available through 
respective simulations, and it has been shown that a backup HVDC-link current 
scheduling law can operate without a communication link, although the total amount of 
power processed by PPPCs is not optimal in such scenario. 
Chapter 5 presented a generic sizing framework for single-string series-connected DC 
wind farms. From a generic formulation of electric operating points and converter limits, 
specific applications of this framework were derived for the presented, as well as two 
other series-connected DC wind farm configurations. Based on large-scale, high-fidelity 
wind farm and wind flow simulations that are based on long-term met mast measurement 
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data (FINO3 campaign), the likelyhoods of energy curtailment necessary due to finite 
wind turbine converter ratings was computed on an annual basis for all three wind farm 
configurations. It was shown that a ‘full operational range sizing’ could guarantee no 
curtailment in two out of three wind farm configurations, while ‘partial operational range 
sizing’ could offer varying degrees of required curtialment. The results of this work have 
been incorporated in Chapter 7, in which a comparative economic assessment has been 
conducted. 
In Chapter 6, it was shown that for a subset of series-connected DC wind farms, wind 
turbine startup was not straight forward and could not be facilitated using conventional 
control sequences. This also applies to the presented wind farm configuration. As a 
result, an alternative startup scheme has been developed that allows the successful 
startup of a wind turbine at any time, provided that the steady-state operating point is 
feasible according to overall converter limits (as per Chapter 5). In addition, options and 
control schemes for wind turbine shutdown have been explored, since additional (electric) 
deceleration mechanism are available in this wind farm configuration. 
Chapter 7 presented a comparative economic assessment that seeked to develop the 
LCOE differences between conventional AC wind farms with HVDC link and those DC 
wind farms that were examined in Chapter 5. Based on the differences in capital 
expenses, conversion losses, sizing-related energy curtailment and O&M expenses, it has 
been shown that series-connected DC wind farms have a significant potential to offer a 
noticeably lower LCOE than AC wind farms with HVDC link. While most economic 
benefit is derived from the lack of an offshore HVDC converter station, the specific 
operating principles of the series-connected DC wind farm either allow to maximize 
benefits, or additional losses amount to a declining LCOE advantage. In particular, a 
PPPC output voltage rating of 0.43pu has been identified as the most preferable solution 
in terms of LCOE among all studied wind farm configurations. This thesis also proposed 
a small change to a wind farm configuration featuring diode-bridge rectifiers and buck 
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8.2 Contributions 
During this research two conference papers and three journal papers have been 
published with IEEE. The list of publications is provided in Error! Reference source 
not found.. 
The main contributions of this thesis can be summarized as follows: 
 Quantifying the likelihood of wind turbine output power differences within a 
wind farm, based on high-fidelity measurements of the Horns Rev 1 wind farm. 
 Developing a series-connected DC wind farm configuration that exploits those 
limited output power differences by means of differential power processing to 
derive economic benefits in terms of amount of conversion equipment required, 
overall conversion efficiency, and levelized cost of energy. Benefits are 
maximized through an optimization of wind turbine and HVDC-link operating 
points, system sizing, and application of a multi-converter configuration for 
PPPCs. 
 Deriving a generic converter sizing framework for series-connected DC wind 
farms, that recognizes unique challenges in such wind farms regarding the 
determination of converter ratings. As in some cases, it can be technically or 
economically infeasible to rate wind turbine converters to cover all possible 
operating points, this framework uses annual energy curtailment due to 
potential converter rating violations as the measure that can be used by the 
designer to evaluate related design tradeoffs and ecnomic impacts. 
 Identification of challenges for wind turbine startup for wind farm 
configurations such as the one presented in this thesis. An alternate startup 
scheme was developed that does not require any additional hardware. 
Furthermore, the wind turbine shutdown procedure for the presented wind farm 
configuration was developed. 
 A comparative economic assessment has been conducted to quantify the 
ecnonomic impacts of design choices for a fictional 450MW wind farm located 
in the European North Sea. This comparative economic assessment 
demonstrated that the presented wind farm configuration is preferable over all 
other candidates in terms of LCOE. A modification proposed in this thesis to 
another wind farm configuration improves its operating points and results in a 
comparable economic case. All series-connected DC wind farms have been 
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found to be economically preferable over the benchmark AC wind farm with 
dedicated HVDC link. 
8.3 Future Work 
The presented work could be advanced in the following ways: 
 Exploration of the differential power processing approach in series-parallel DC 
wind farms. 
 Exploration of the use of one HVDC system shared among multiple nearby 
offshore wind farms, leveraging further differential power processing designs; 
investigation of integration of this wind farm configuration into offshore wind 
hubs, or application in offshore wind parks with many co-located farms of 
similar or differing wind farm configurations. 
 Comprehensive study of system protection, reliability and availability of the 
proposed and other series-connected DC wind farms. Development of 
availability enhancements during PPPC outages. 
 Optimization of string assignment of wind turbines within the 3x150MW wind 
farm. 
 Experimental verification of the proposed wind farm. 
 Exploration of MMCs as onshore converter station (as discussed in [86] for 
similar configurations) and inclusion of black start functionality. 
 Exploration of the benefit of using separate HVDC-link current scheduling for 
the positive and negative conductor of a bipolar HVDC link scheme. 
 In-depth study of offshore HVDC-link current stiffness and stability, as well as 
a comprehensive scheme to determine controller gains and the sizing of the 
offshore filter inductance. 
 Analysis of this wind farm for onshore applications where there is a long 
distance to the grid connection point.
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